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About This Guide

The purpose of this System Planning, Deployment, and Best Practices Guide is to describe the items
that need to be considered when designing a Novell ZENworks 11 solution and deploying it across
small and large scale enterprises.

The information in this guide is organized as follows:
+ Chapter 1, “ZENworks Configuration Management: A Single Solution for Systems
Management,” on page 11
+ Chapter 2, “Performing Pre-Design Activities,” on page 17
+ Chapter 3, “Gathering Critical Information for Design Activities,” on page 23
+ Chapter 4, “Performing Design Activities,” on page 71
+ Chapter 5, “Deploying ZENworks Configuration Management,” on page 125
+ Chapter 6, “Best Practices for Deploying ZENworks on a Citrix Server,” on page 147
+ Chapter A, “ZENworks Services,” on page 153
+ Chapter B, “The ZENworks Configuration Management Architecture,” on page 163
+ Appendix C, “ZENworks Configuration Management Tuning Parameters,” on page 171
+ Appendix D, “Reference Materials,” on page 175

Audience

This guide is intended for ZENworks administrators.

Feedback

We want to hear your comments and suggestions about this manual and the other documentation
included with this product. Please use the User Comments feature at the bottom of each page of the
online documentation, or go to the Novell Documentation Feedback site (http://www.novell.com/
documentation/feedback.html) and enter your comments there.

Additional Documentation

ZENworks Configuration Management is supported by other documentation (in both PDF and
HTML formats) that you can use to learn about and implement the product. For additional
documentation, see the ZENworks 11 documentation (http://www.novell.com/documentation/
zenworks11/).

About This Guide


http://www.novell.com/documentation/feedback.html
http://www.novell.com/documentation/zenworks11/
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ZENworks Configuration
Management: A Single Solution
for Systems Management

The purpose of this System Planning, Deployment, and Best Practices Guide is to describe the issues
you need to consider when designing a Novell ZENworks 11 solution and deploying it across small
and large scale enterprises. This guide is not meant to replace the other online resources that Novell
provides, but to supplement that material so that you have a better understanding of certain topics
related to design and requirements.

ZENworks Configuration Management is also supported by other documentation (in PDF and
HTML) formats that you can use to learn about and implement the product. For additional
documentation, see the ZENworks 11 documentation (http://www.novell.com/documentation/
zenworks11/).

This following sections contain more information:

+ Section 1.1, “The Goal: Total Management, Zero Effort,” on page 11
+ Section 1.2, “The Management Paradigm,” on page 12
+ Section 1.3, “The Solution: ZENworks Configuration Management,” on page 14

1.1 The Goal: Total Management, Zero Effort

Over the last decade, Novell ZENworks has provided the gold standard for centralized configuration
and management of network endpoints in today’s complex and heterogeneous corporate networks.
ZENworks Configuration Management is a key implementation of ZENworks technology, enabling
policy-based automation of software and patch deployment, asset tracking, endpoint security, OS
migration, and many other routine tasks.

With ZENworks Configuration Management, the IT staff can synchronize the Windows desktop
environment with their company’s business policies, while saving IT time, budget, and resources for
strategic projects. All of this focuses on the goal to provide total network management while
bringing the associated management effort as close to zero as possible.

Introduced in the last quarter of 2007, ZENworks 10 Configuration Management moved towards
that goal by using a completely redesigned architecture to greatly simplify, consolidate, and
integrate policy-based management of Windows network endpoints, including systems running
Windows 7.

The latest version of ZENworks, released in January 2011, moved the bar even higher, offering the
following:

*

Provides a single modular architecture, platform, and agent for all ZENworks products.

*

Provides a unified, Web-based administration console.

*

Uses only standards-based protocols.

*

Reduces overall wire traffic.

ZENworks Configuration Management: A Single Solution for Systems Management
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+ Allows full manageability over the Internet.
+ Simplifies and speeds installation, deployment, and updates.
+ Scales to support a maximum limit of 40,000 devices to a single Management Zone.

1.2 The Management Paradigm

All design features of the ZENworks Configuration Management architecture flow from the basic
Novell philosophy of the Open Enterprise: a simple, secure, productive, and integrated IT
environment across mixed systems. ZENworks Configuration Management empowers IT staff to
manage systems to support real users, with all their various security, location, device, and other
needs, while keeping simple, centralized control over the entire end-user environment. It also
supports the idea that IT staff should be empowered to manage systems according to the paradigm
that best reflects the organization’s business policies and the IT staff’s preferred working style.

ZENworks Configuration Management provides the flexibility to manage systems tactically (on a
device-by-device basis) or strategically, using any combination of the following four distinct
management paradigms:

*

Section 1.2.1, “Management by Exception,” on page 12

*

Section 1.2.2, “User-Based Management,” on page 13

*

Section 1.2.3, “Device-Based Management,” on page 13

*

Section 1.2.4, “Location-Based Management,” on page 14

1.2.1 Management by Exception

Two of the most important considerations when evaluating any configuration management solution
are: how well the administration design scales and what burden it places on the IT staff as they
update the solution to accommodate changing business policies. Novell is a pioneer of “management
by exception,” and ZENworks Configuration Management continues to offer this powerful method
of continuously adapting, with minimal IT effort.

Management by exception is a complement to policy-driven management. It allows the general rules
of configuration management to be at a high level across user or device groups, while permitting
exceptions at a more granular level to accommodate more specialized needs.

For example, normal business policies might allow employees to remotely access the corporate
network. However, applying this policy across the board to all desktops, including devices in the
finance and legal departments, could expose the company to regulatory penalties and corporate
spies. Exception-based management allows IT staff to create and automatically enforce general
access policies, as well as more restrictive policies that are enforced on top of the general policies to
protect devices and users that require a higher degree of security. In this case, the exception policy
restricts access to normal business hours, on-site, and by authorized users. Exception-based
management allows complete management flexibility in accordance with business policies, without
requiring IT staff to manage separate policy silos for each type of user and machine.

12 System Planning, Deployment, and Best Practices Guide



1.2.2 User-Based Management

User-based management, which leverages user identities, group roles, and business policies, is the
gold standard for automation, security, and IT control. User-based management has always been a
Novell specialty. Although the underlying architecture has been dramatically enhanced in
ZENworks Configuration Management, the full power of user-based management has been retained.

True user-based configuration management separates users from the specific devices they use, and
treats the users as the company’s most valuable asset to be managed. Devices serve their proper role
as tools. Allowing users, rather than devices, to be managed as a first-class configured entity means
that policies, applications, and other configuration details can follow users from device to device.
User-based management also ties IT policies directly to business policies, which increases
responsiveness to the changing business conditions. User-based management also leverages identity
stores and business systems across the enterprise to eliminate errors, increase security, standardize
workflows, document regulatory compliance, and support effective decision making.

User-based management can be defined as strategic, while device-based management is tactical. In
ZENworks Configuration Management, both can be mixed and matched according to business and
IT requirements by using management by exception. For example, a general policy can be applied to
a specific device and then overridden, depending on the identity information for the user who is
currently logged on. Or, a general policy based on user identities and roles can be overridden,
depending on the device being used and its context, such as a mobile device attempting to access the
network from beyond the firewall.

1.2.3 Device-Based Management

Many organizations base their configuration management practices on the devices being managed.
In fact, this is the default method used by most of the configuration management products on the
market today. Without user-based and exception-based policy management, products that target
specific device configurations treat actual business policies and user needs as an afterthought—
essentially equating a specific user with a specific device. Applications, policies, and other
configuration information are associated to a managed device or set of managed devices. This
approach tends to force users into rigid roles instead of supporting users as dynamic participants in
evolving business processes. For that reason, Novell has not focused on device-based management
in the past.

However, the new ZENworks Configuration Management architecture adds device-based
management as a tool that can be used, in addition to the other management styles, to fill specialized
needs. For example, manufacturing-floor devices, public kiosks, and call centers where multiple
users work different shifts and share a single device are all instances where device-based
management might be more appropriate than user-based management. Additionally, companies that
normally rely on user-based management might need the ability to quickly set up a device for one-
time use. For example, a customer might need to configure a device to auto-run a presentation in a
conference center without having to bother about creating a new “user” for this one instance. With
the new ZENworks Configuration Management architecture, customers now have the option of
using device-based management whenever it suits their specific needs.

Because device-based management is the most familiar method to most IT professionals, and
because it is the fastest way to configure a device in the short term, before setting up long-term user-
based policies, device-based management is the default management model after installing
ZENworks Configuration Management.

ZENworks Configuration Management: A Single Solution for Systems Management
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1.2.4 Location-Based Management

ZENworks 11 introduces the concept of locations to Endpoint Management to further enhance the
flexibility and power of managing endpoints. Locations can use the concept of Closest Server Rules
(first introduced in ZENworks 10 Configuration Management) to allow the administrator to define
in detail all locations that contain managed devices.

Locations can be defined using very specific criteria such as DNS server, gateway and, subnet. After
a location and its network environments have been defined, ZENworks policies and bundles can be
applied to allow ZENworks to automatically adjust the configuration and security posture of the
device.

Location awareness originates from Novell’s Endpoint Security Management product which is now
integrated into the common ZENworks architecture. The ability to utilize locations is another
example of the benefits of an integrated architecture for all Endpoint Management products.

1.3 The Solution: ZENworks Configuration
Management

ZENworks Configuration Management is based on a web-services architecture designed to provide
a secure, highly usable, open environment for managing all your Windows devices. ZENworks
Configuration Management provides you with a single, modular architecture that maximizes
flexibility and scalability, simplifies and speeds management throughout the device life cycle,
minimizes processing demands on managed clients, reduces bandwidth consumption for
management processes, and uses standards-based protocols to seamlessly integrate with your choice
of user directories and object databases.

ZENworks Configuration Management lets you manage systems based on user identities, roles,
groups, and locations, so IT can work seamlessly with the company’s business organization and
policies. ZENworks Configuration Management gives you a secure, Web-based console for unified
control over all management tasks, from virtually anywhere.

ZENworks 11 is the only Endpoint Management tool in the market that provides management based
on three key criteria:

+ What you are: The device chosen by the user to access resources.
+ Who you are: Your identity in the corporate directory.
+ Where you are: The end user’s physical location.

Combining these three criteria, ZENworks can automatically invoke different security and
configuration postures as the user changes devices, locations, and roles within the enterprise. For
example, when a user travels to a remote office, ZENworks can automatically and transparently
enforce different printer policies, provide group policies to configure the device, offer an alternative
method to access an application (such as thin version) and define security details such as the
applications that can run, the firewall settings, and what removable storage can be used by the
device. No other Endpoint Management tool can come close to offering this level of flexibility.
Refer to “Locations” on page 73 for more information on Locations.

If your organization is undertaking an Information Technology Infrastructure Library (ITIL)
initiative, ZENworks Configuration Management is the right choice for you. It has been built as a
modular set of components that uses industry standards to build a product and set of solutions that
completely align with ITIL best practices and disciplines.
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To find out more about our vision, visit the Novell ZENworks Configuration Management product
page (http://www.novell.com/zenworks) and download the white paper entitled A Blueprint for
Better Management from the Desktop to the Data Center.

ZENworks Configuration Management: A Single Solution for Systems Management 15
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Performing Pre-Design Activities

A firm understanding of the organization’s business and technical requirements and the existing
infrastructure components that will take part in the Novell ZENworks Configuration Management
system is the first step in developing a solid design that meets the organization’s immediate and
future needs.

IMPORTANT: Throughout this document, we refer to the need for proper documentation.
Documentation is of the utmost importance. Documentation is a complete and accurate reference to
the system you have designed and built, but most importantly, it is a reference for the future. As
individuals transition in and out of the IT organization, the design documents become a reference as
new employees learn the infrastructure they support, including techniques, policies, and design
decisions. Documentation is also a good reference for others inside the organization who might not
be involved in the day-to-day management of the ZENworks Configuration Management
environment, but are involved in the management of other projects that might have an impact on the
ZENworks Configuration Management environment, including dependencies.

The following activities should be performed during the pre-design phase of implementing
ZENworks Configuration Management:

+ Section 2.1, “Perform a Business Assessment,” on page 17

+ Section 2.2, “Perform a Technical Assessment,” on page 18

+ Section 2.3, “Gather Other Critical Information,” on page 19
+ Section 2.4, “Develop High-Level Design,” on page 20

+ Section 2.5, “Develop Documentation,” on page 20

+ Section 2.6, “Outputs from Pre-Design Activities,” on page 21

2.1 Perform a Business Assessment

Your first need is a detailed business assessment. If you do not have a solid understanding of what
the overall business (or individual business units) needs or desires, you cannot design a solution to
meet business needs.

Systems management software affects the entire business, so the various departments should
provide input and influence on what the system should look like. This does not mean that
departments outside of IT need to understand the technical complexities of the infrastructure and
how it is designed; they simply need to provide business requirements to the IT organization so that
their needs are met.

The best way to handle this is through a set of informal workshops, which include high-level
introduction to the technology, what it does, how the departments and end users benefit, and
possibly a short demonstration of the product. The three main reasons you hold these workshops are
to inform departments of what you are doing, get their buy-in, and get their feedback in the form of
technical requirements. The meetings should sufficiently inform department members so they begin
to give you feedback as to how they will leverage the system.

Performing Pre-Design Activities
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The following list presents some ideas on how to perform the business assessment. You might think
of more ideas; use your imagination and tailor your business assessment according to each
organization's unique landscape.

+ Hold informal workshops and invite leaders from each department.

+ Survey departmental leaders and find out what they need to become more effective in their
roles. Find out how their staff can become more effective, given the software you are
deploying. Getting departmental leaders to answer a written survey can be very effective and
can give you detail that can be used when building both the high-level and the detailed designs.
A sample survey is provided in Section D.2, “Sample Business Requirements Survey
Questions,” on page 175.

+ Make sure you completely understand how the organization is dispersed and which
departments of the organization are represented at each of its physical locations.

+ Make sure you understand the monthly cycles for each of the departments in the organization.
This will assist you with determining peak times when the organization cannot afford to be
impacted by downtime.

+ Determine whether the organization is going through an ITIL (IT Infrastructure Library)
initiative. This has a direct impact on the solution you design and the services you provide. If
there is an initiative underway, you need to be involved in it and be completely informed. You
want to avoid making design changes mid-project because of the output from another project.

2.2 Perform a Technical Assessment

Your next need is for a technical assessment to review what you already have, identify what you
need, and document your requirements.

It is important to note that the technical assessment should be performed at the same time as the
business assessment. The two assessments should take no longer than a week to perform, depending
on the size and complexity of the organization and its infrastructure.

You need to have a good understanding of the existing infrastructure well before you introduce
ZENworks Configuration Management into the environment. In order to do this, you should hold a
set of workshops or meetings to obtain the information you need.

The two main outputs from a technical assessment are documentation on your findings, along with a
set of tasks that you need to perform. Information that you should gather includes the following:

+ Which operating systems must be supported?

+ How many users must be supported by the proposed solution?

+ Will there be support for roaming users?

+ How many offices and sites must the solution support, and how many users are at each
location?

+ Where are data centers located?
+ What is the network architecture, with details on link speeds, and so forth?

+ Will existing servers will be leveraged to support the ZENworks Configuration Management
infrastructure?
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If so, you should gather the following software and hardware information:

+ Service pack levels (and whether they meet the minimum requirements for ZENworks
Configuration Management as listed in the Primary Server Requirements (http://
www.novell.com/documentation/zenworks11/zen11_installation/data/bon1pl2.html) in the
ZENworks 11 Installation Guide.

+ Other software, for example, .NET.

+ CPU and memory requirements (and whether they meet the minimum requirements for
ZENworks Configuration Management)

+ |P addressing for all servers and other devices that will be part of the ZENworks
Configuration Management infrastructure

+ Previous versions of ZENworks that might already be hosted
What is the DNS infrastructure?
What is the DHCP infrastructure?
How should the IP subnet design be handled?
Which network access methods (VPN, Access Manager, and so forth) must be supported?

Which network infrastructure components and design (DMZ, NAT, and so forth) must be
supported?

What is the directory services design, including which directory services are being utilized
(Novell eDirectory, Microsoft Active Directory, and so forth), and for what purpose
(Application support, LDAP, and so forth)?

2.3 Gather Other Critical Information

You should also be familiar with other services that are running on the network and that rely on the
infrastructure. You should prioritize these services to better understand bandwidth utilization and
service levels that have been assigned to specific functions. If the customer is implementing ITIL
best practices, you should know about all disciplines that are currently being leveraged.

You should collect information about the following:

*

Which Service Desk software is currently used by the customer, and how does the deployment
of ZENworks Configuration Management fit within this framework?

Does the customer have a formal Service Level Agreement (SLA) process in place? If so, what
is it and can you access the documentation that explains it?

What is the customer’s Disaster Recovery and Service Continuity plans? How does this impact
the ZENworks Configuration Management design?

How does the customer plan for availability of services and resources? Is the customer fully
aware of availability requirements?

Does the customer leverage a Configuration Management Database (CMDB)? If so, which
CMDB? Does the customer have plans to include information that is stored in the ZENworks
database in their CMDB?

Does the customer have a formal method for keeping track of changes to applications that are
published to the end-user communities?

Does the customer have a Definitive Software Library (DSL) and Definitive Hardware Library
(DHL)?
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+ |s the customer using another framework product in its infrastructure, such as IBM Tivoli, CA
Unicenter, or HP OpenView?

+ Does the customer leverage other products, such as SAP?
+ What other major projects are currently taking place at the customers sites?

2.4 Develop High-Level Design

After you have completed gathering data to use when building the design of the infrastructure, you
can then develop a high-level design. It is important at this point to understand what the
infrastructure is going to look like, so documenting your high-level thoughts and plans is critical to
the success of the project.

Developing a high-level design consists of building two main outputs:

+ Assessment document: A high-level design document outlines the general placement of
services across the company's infrastructure. This document does not need to identify servers to
be utilized or deployed to host the specific ZENworks services. The document should simply
outline the services themselves, and where they will reside across the network. Your high-level
design should include the following information:

+ Number of ZENworks Management Zones needed
+ Placement of Primary Servers

+ Placement of Satellite devices

+ Placement of the Database Servers

+ Services that run at each location, based on the requirements gathered during the business
assessment.

+ Configuration of network services, such as DNS (forward/reverse lookup), DHCP, and so
forth

+ Utilization of network infrastructure, such as L4 switches to front the Primary Servers,
Satellite devices, or both

+ Remote access capabilities

+ High-level graphical design diagram: As a supplement to the assessment document, you
should also develop a graphical representation of the infrastructure. This diagram should reflect
exactly what you have described in the document, and it should be at a high enough level so
that everyone can see what the infrastructure is going to look like after the ZENworks
Configuration Management deployment is complete.

2.5 Develop Documentation

It is important to develop your documentation and then discuss it with all parties that have an
interest in the success of the project. Discussing the findings and recommendations in detail is
important to the success of this phase of the project and the success of the more detailed design
phase.

After you have conducted meetings to discuss the findings and recommendations, there will be items
in the high-level design that must be modified or changed. This is normal. Ensure that you capture
the changes and include them in documents you created during this phase. This is important so that
you have accurate information throughout the life cycle of the project. The information in these
documents will be leveraged during the design phase, so it needs to be complete and accurate.
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2.6 Outputs from Pre-Design Activities

As mentioned in Section 2.4, “Develop High-Level Design,” on page 20, there are two main outputs
(or deliverables) from your pre-design activities:

+ Assessment document: This document highlights all of your findings from the business and
technical assessments that you perform. The document is the foundation for performing your
design activities, and needs to be kept up to date. The document includes information such as:

+ Requirements gathered during meetings and workshops with department leaders and
others inside the organization that will have an influence on the services ZENworks
Configuration Management will deliver.

+ A detailed summary of your technical findings, and what needs to change in order to
support ZENworks Configuration Management in the infrastructure. Suggestions should
include best practices and detailed recommendations to resolve any known issues.

+ High-level design information, including general placement of services and other
infrastructure components.

+ High-level graphical design diagram: This diagram is used to visually understand what the
infrastructure will look like after the deployment is complete. This is a foundational document,
and it should be further refined during the design phase of your project.
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Gathering Critical Information for
Design Activities

After you have created your high-level design, you need to gather additional information to help you
design your specific implementation. Introducing Novell ZENworks Configuration Management
into an environment involves efforts, considerations, and input from multiple sources.

The following sections highlight the major areas of concern:

+ Section 3.1, “Design Criteria/Decisions,” on page 23

+ Section 3.2, “Scalability of the Primary Server,” on page 28

+ Section 3.3, “Scalability of Satellite Devices,” on page 33

+ Section 3.4, “ZENworks Database,” on page 37

+ Section 3.5, “Virtualization Considerations,” on page 63

+ Section 3.6, “Ports Used by ZENworks Components,” on page 63
+ Section 3.7, “Network Considerations,” on page 65

3.1 Design Criteria/Decisions

A fundamental objective of a design is to balance the need for hardware while easing the load on the
customer's network during deployments:

+ Section 3.1.1, “Decisions to Make Before Installing the Primary Server,” on page 23

+ Section 3.1.2, “Infrastructure Placement,” on page 27

+ Section 3.1.3, “Infrastructure Scale Assumptions,” on page 28

3.1.1 Decisions to Make Before Installing the Primary Server

A number of decisions should be made before installing the first ZENworks Primary Server:

+ “Required Functionality” on page 23
+ “Certificate Authority” on page 24

+ “Management Structure” on page 24
+ “Application Store” on page 25

+ “Staging and Grouping” on page 26

Required Functionality

Only the functionality that is needed by the customer should be enabled. Start with a simple
approach, harden the implementation, and then expand it in the future. For example, if Patch
Management, User Sources, and ZENworks Reporting Server are not required by the customer, do
not enable or install them.
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Certificate Authority

ZENworks Configuration Management provides the choice of using an external Certificate
Authority (CA) or an internal ZENworks CA. If you choose an internal ZENworks CA, it created
during the installation of the first ZENworks Primary Server and is used throughout the life of that
ZENworks Management Zone. The current lifespan of the internal certificate is 10 years.

When an internal CA is used, its certificate is signed by the CA, as each subsequent Primary Server
is installed.

When external CA is used, each Primary Server installation requires a signed certificate to be
provided by the Administrator. The first Primary Server also requires the CA's public certificate.

The CA’s certificate is distributed to all managed devices as part of the ZENworks Adaptive Agent
installation. This lets each Adaptive Agent connect to any Primary Server because each server’s
certificate is signed by the now trusted CA. Each Primary Server's certificate is automatically
distributed to every managed device as part of the configuration refresh.

As the expiry period for the Primary Server certificates signed by the internal CA is 10 years, the
issue of expiration is something that you do not need to deal in the immediate future. However, the
Primary Server certificates from an external CA within 1 or 2 years of the Primary Server
certificates. If a Primary Server certificate expires, the agent communication with that Primary
Server stops. In order to address this issue, ZENworks can allow the new Primary Server certificates
that have been signed by an external CA to be imported into the Zone, and then automatically
distributed to all managed devices as part of the standard configuration refresh. To add a new
Primary Server certificate, use the following command:

zman server-add-certificate

This command should be used before the existing certificate expires. When the administrator is
satisfied that every managed device has received the updated certificates via the configuration
refresh, the following command needs to be run at the back end to instruct the Primary Servers to
use the new certificate when establishing an SSL connection with a managed device:

novell-zenworks-configure -c SSL -Z

The ZENworks Control Center automatically informs the administrator 90 days before the
certificate is going to expire.

If the Certificate Authority itself is going to expire, or if new certificates are signed by a new CA,
the new CA's certificate needs to be installed into the trusted root store of each managed device. To
achieve this, the following steps need to be automated with a ZENworks bundle and be executed on
each agent before the CA certificate expires:

1. Copy the new CA certificate to the device.

2. Import the new CA certificate by using the following command:

zac cert-info <path to the CA cert file>

Management Structure

With the previous generation of ZENworks, the technology was tied closely to Novell eDirectory. In
traditional NetWare or eDirectory file and print environments, ZENworks is structured according to
the design of eDirectory and was therefore based on geography. However, geography is no longer a
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requirement for the structure of folders in the Management Zone. Because devices can connect to
any Primary Server, and all Primary Servers should be linked over fast links, the structure of
management can be based on other criteria.

Customers might want to base the folder structures for devices on business functions, such as
Human Resources, Finance, Sales, and so forth.

Basing the device folder structure on geography is still possible and might be required by many
customers. Some customers might want to implement policies and applications site by site, room by
room, and so forth.

The choice of a folder structure should also take into account the potential use of dynamic groups.
Dynamic groups are groups whose members are automatically decided based on rules. In some
environments, departments have a pool of devices for their users, so the standard tools remain static
over its life. However, the location of the device can change frequently based on mobility of the
user. In this scenario, the departmental structure of the business can be created by using folders,
because the folders are fairly static and the geographical locations can be modelled using dynamic
groups. This allows for easy definition of standard tool sets and configurations for common-interest
groups but still allow for updates to be rolled out on a location-by-location basis.

Application Store

Traditional ZENworks implementations require file repositories to store application content. Users
and devices access this content via mapped network drives or directly via UNC paths defined in the
application object. Although this fits well with a traditional file and print model, it has the following
drawbacks:

+ Synchronization: If an application is to be made available to all users, the source content must
be copied to all servers. This requires additional products and processes to be introduced to
manage the location of content, such as the Tiered Electronic Distribution component of
ZENworks Server Management.

Rights: When files are stored in a traditional file and print model, the rights to these locations
must be managed carefully. If you roam between sites, you might need access to all application
repositories to ensure that applications can be installed and verified at any location. In a
traditional model, if you have the read access to an application store, you have the ability to
manually install any application that resides there, provided you know where to look.

With ZENworks Configuration Management, bundles can be created to install applications
from mapped network drives and UNC paths as before. If you used mapped drives and UNC
paths, file synchronization and the rights to those files must be managed outside of ZENworks
Configuration Management.

ZENworks Configuration Management also allows for application content to be injected in to the
ZENworks Content Repository. By default, the Content Repository is synchronized between all
Primary Servers and is downloaded by devices using HTTP. You can, however, specify which of the
Primary Servers host content (at least one Primary Server must host the content).

Using the ZENworks Content Repository has the following advantages:

+ Synchronization: Content is automatically synchronized to other Primary Servers and the
defined Satellite devices. This allows devices to download content from the most appropriate
location. The synchronization schedule and bandwidth consumption can be tightly controlled to
avoid negative impacts on the customer’s network
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*

Rights: Rights to files do not need to be managed. Only devices and users who are assigned to
the content via relationships to Bundles and Policies in ZENworks Configuration Management
have access to that content. If a user accesses a ZENworks Content Repository, the content files
are encrypted and cannot be used.

Content is firewall and location friendly: Files are securely delivered in an encrypted fashion
via HTTP protocol. This means that there is no need for the user to have the correct drive
mapping with the necessary rights. If the user has been assigned the content, it is downloaded
via HTTP from the most suitable location.

Downsides to using the Content Repository include the following:

*

Disk Space: Additional disk space is required. Many customers have extremely large
application repositories distributed over many servers. These repositories must be re-created in
ZENworks Configuration Management. If a customer has a 100 GB application repository,
ZENworks Configuration Management requires at least 100 GB on each Primary Server with a
content role to store applications, in additional to the space needed for other content, such as
patches and system updates.

MSI applications cannot be easily changed: After an MSI application is uploaded to the
Content Repository, it cannot be changed. To make changes, the original MSI must be updated
and then re-injected back into the Content Repository. In this scenario, a master store of all
applications must reside outside of ZENworks Configuration Management to allow for edits.

Staging and Grouping

Grouping devices is very important in ZENworks Configuration Management because it allows
applications, policies, and system updates to be deployed in a staged manner.

In ZENworks, if a change is made to an application or a policy, everyone receives the change.
Controlling the introduction of change is vitally important in maintaining a secure and stable
environment.

We recommend that you identify the following groups in your customer environment:

*

Test devices: Identify test devices that are first to receive updates. Ensure that build versions
are represented for each operating system in the field.

IT departments: Identify IT staff that are typically the first users to receive live updates and
applications.

Early adopters: Identify early adopters who will test deployment in each business unit and
geographical location.

Home workers/VVPN users: Identify home workers or users who use a VPN so they can help
test deployment via DMZ and VPN connections.

VIP users: Identify important users whose devices require special focus and attention. You
might want to transition executive laptops and workstations at the end of deployment.

General population: Create logical groups for the rest of managed devices, based on business
function or geography.

Creating these groups or folders is an important factor in releasing new configurations,
applications, and updates in a controlled manner to the managed environment.

In situations where an application or policy is already live in an environment, grouping does
not help in executing change on this object in a controlled manner. After the bundle or policy
has been changed, all users and devices with an association or inheritance receive the change
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automatically on the next refresh. To provide control in this scenario, ZENworks 11 has
introduced change and release management capabilities through the concept of sandboxing for
all policies and bundle types in ZENworks.

Sandboxing allows for devices and users to be marked as test devices or users, and when a
change is made to a bundle or policy, only the test devices or users will receive the change. This
allows selected devices and users in different locations and departments to test and ensure the
quality of the change before it is released to the rest of the environment.

3.1.2 Infrastructure Placement

In order to calculate what infrastructure is required and where it should be located, you need to plan
for the scalability of ZENworks Configuration Management.

NOTE: At the time of writing this document, the SuperLab facility in Provo, Utah has provided
metrics and results, as seen in various places in this section, that give you a better understanding
about how the individual components scale. These figures will be kept up-to-date as this document
continues to grow over time.

Based on the connection information, the number of ZENworks Primary Servers and Satellite
devices needed to support thousands of devices can be calculated with the following rules in mind:

+ “Primary Servers” on page 27
+ “Satellite Devices” on page 27

Primary Servers

Each Primary Server must be connected to every other Primary Server, the database, and the user
source by LAN speed or close links. Placing Primary Servers behind strong links allows for content
synchronization, credential verification from the user source, and access to the ZENworks
Configuration Management Database Server to occur quickly and efficiently. Performance suffers,
including response times when you use ZENworks Control Center to perform administrative tasks,
if there are any barriers between Primary Servers and the Database Server.

Satellite Devices
When you configure satellite devices, consider the following:

+ Currently, Satellite devices are primarily designed to reduce load on the network, not to reduce
load on the Primary Servers.

Consider a scenario in which a Primary Server is located at Sitel, and 10 managed devices are
located at Site2. Sitel is connected to Site2 over a WAN or a slow link. The managed devices
are on a LAN or a high-speed link. If you do not choose to configure a Satellite at Site2, then
each managed device must traverse the network to get content from the Primary Server. If you
choose to configure a Satellite at Site2, then only the Satellite would traverse the network to get
content from the Primary Server, and all the managed devices would get the content that is
locally available at the Satellite.

+ Bandwidth calculations are based on ZENworks Configuration Management having access to a
known percentage of the total bandwidth for a given link.

+ Satellite devices should be located at remote sites to provide content local to devices on the
local network.
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3.1.3 Infrastructure Scale Assumptions

The following scale assumptions can be made when building the design of the infrastructure. These
actual scale assumptions might be different, based on the services you are providing and how you
break up the services across multiple servers.

+ ZENworks Primary Server: A single ZENworks Primary Server can provide all ZENworks
services (content, collection, and configuration) for as many as 3,000 devices in a ZENworks
Management Zone.

This is based on a Primary Server handling approximately 1,000 concurrent connections for all
service types (content, configuration, and content).

This is not real-world; see Section 3.2, “Scalability of the Primary Server,” on page 28 for
additional details on how these figures can change, and what you need to consider to ensure
that you are scaling to meet the needs of the organization.

+ Server-grade Satellite device: A single ZENworks Satellite (dedicated server) can provide
content services for as many as 1,000 concurrent devices.

This is not real-world; see Section 3.3, “Scalability of Satellite Devices,” on page 33 for
additional details on how these figures can change, and what you need to consider to ensure
that you are scaling to meet the needs of the organization.

+ Workstation-grade Satellite device: A single ZENworks Satellite (dedicated workstation)
can provide content services for as many as 250 concurrent devices.

This is not real-world; see Section 3.3, “Scalability of Satellite Devices,” on page 33 for
additional details on how these figures can change, and what you need to consider to ensure
that you are scaling to meet the needs of the organization.

3.2 Scalability of the Primary Server

Understanding the scalability of the individual components that make up the ZENworks
infrastructure is of the greatest importance. You need to understand the limitations and where you
can expect to see performance degradation to ensure that you build an infrastructure that can
perform well, regardless of the load that your end-user community places on it.

The first area that you need to consider is the scalability of the Primary Server. It is important to
design your Primary Server placement based on the information you collected during your
assessment phase and what you anticipate your overall design will require. You should design your
infrastructure so that there are always Primary Servers available to service devices and the
administrators that are managing the system:

+ Section 3.2.1, “Factors Influencing Scalability,” on page 29

+ Section 3.2.2, “Load Testing in the Novell SuperLab,” on page 29

+ Section 3.2.3, “Achieving Scalability in the Real World,” on page 32
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3.2.1 Factors Influencing Scalability

The main physical factors that govern the scalability of the Primary Servers are:

+ RAM: The majority of operations are performed by zenserver and zenloader. Each of these
services can consume approximately 1.2 GB of RAM on a 32-bit operating system. ZENworks
11 provides a 64-bit JVM for 64-bit operating systems and therefore these memory limitations
are no longer applicable.

+ Disk I/0: Disk 1/0 is used when serving content for applications and updates.
The minimum hardware recommendations are listed in “Primary Server Requirements” in the
ZENworks 11 Installation Guide. If you can provide hardware that exceeds these recommendations,
your system will perform better. Additional processing power and faster drives can make the
systems more responsive, for example:

+ Using a quad core processor

+ Using 4 GB RAM

+ Allocating as much disk space as you can (such as RAID 5 with separate physical drives to

separate content and ZENworks Configuration Management from the OS)

There are other factors that you need to consider, including:

+ Device refresh frequency

+ Number of Primary Servers being used to deliver content to the managed devices (software,
policies, images, patches, inventory collection, and so forth)

Number of administrators who have access to ZENworks Control Center

*

+ Frequency of uploading content in the ZENworks Content Repository

*

Number and frequency of reports run by administrators

3.2.2 Load Testing in the Novell SuperLab

ZENworks Configuration Management is tested in the Novell SuperLab in Provo, Utah to see how
much load can be placed on the individual components, and more importantly, where the individual
components start to break down and when performance is dramatically affected.

These tests provide insight on how far you can stretch the infrastructure design (for example, how
many Primary Servers you need, based on the components and services you plan to deliver).

The following three tests show how Primary Servers react under different loads, and how quickly
they can service individual requests when load is increased.

The tests included the following hardware and software:

+ A Dell 2950 Dual Quad Core 2.0Ghz, 4 GB RAM, RAID 5 (4 X 300 GB) server was used for
the Primary Server.
+ The operating system was Windows Server 2003 Enterprise on a 64-bit device.
+ ZENworks Configuration Management shipping code was used.
+ The test deployed 100 MB of bundles (11 bundles) to an increasing number of devices.
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+ All ZENworks Control Center settings used the default; after the 500-device test, retries were
boosted to 800/10/20.

+ Three test passes for each test were run (for example, three test runs with 250 devices).
+ All devices were refreshed “simultaneously” (within 30 seconds).

+ The bundles were chained, with the first bundle being associated to a device group set to
launch on refresh.

+ All tests were run on a full gigabit network.

+ “Test 1: Average Time to Refresh” on page 30
+ “Test 2: Average Time to Download” on page 31
+ “Test 3: Administrative Tasks Performed Under Load” on page 31

Test 1: Average Time to Refresh

In this test, we used a single ZENworks Primary Server and refreshed all machines inside the lab at
the same time. The devices then contacted the Primary Server at approximately the same time. We
calculated the amount of time it took for the refresh of the ZENworks Adaptive Agent to complete.
As the load increased, the average time also increased. In fact, the time to complete the refresh
increased considerably at the 1,000 device mark. Between 1,000 and 2,000 devices, the amount of
time it takes to complete the refresh more than doubled.

The Primary Server scaled well to this point; however, this does not mean that you should
implement a single Primary Server to manage 3,000 managed devices. You must always consider
the services that are being implemented, and most importantly, fault tolerance and load balancing.

The following graphic shows the average time to refresh managed devices:

Figure 3-1 Average Time to Refresh
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Test 2: Average Time to Download

This test demonstrates the results of a download of 100 MB of bundle content, spread across 11
bundles that are chained together. The server load increased as the load (in terms of devices)
increased.

The following graphic shows the number of minutes it took to download the content:
Figure 3-2 Average Time to Download
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Test 3: Administrative Tasks Performed Under Load

This test used a series of administrative tasks performed on a server with no load and then with a
load. These results demonstrate what to expect in a given environment when a certain load is placed
on a Primary Server that is multi-tasking. This test provides insight into what you can expect if you
do not properly distribute services across multiple Primary Servers. These are conditions that should
not exist in a real-world environment; Novell runs these tests to see when the processes begin to
break. A well-designed infrastructure should perform well for you regardless of the load you are
placing on the servers.

The load consisted of 480 devices running the Daily Use Test.
The Daily Use Test environment in the SuperLab consisted of the following:

+ Single Server: Windows Server 2003 x86_64
+ Server hardware: Dell 2950, Quad Core 2.0 MHz, 8 GB RAM
+ External Microsoft SQL Server 2005 database

Definition of the “Daily Use” included the following:

+ 24-hour period simulated in four hours

+ Three bundle pushes of 105 chained bundles (30 MB to 1 KB) per device
+ One full and three delta inventory scans per device

+ One patch distribution per device

+ Four device refreshes per device

+ Ten devices continually restoring images
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This test environment stretched the limits of what the ZENworks Configuration Management
system is able to achieve, giving us a good idea of where the system starts to reach its limitations. It
comes close to a real-world simulation.

Table 3-1 Tests and Results.

Primary Server Under No  Primary Server Under

Test Name Test Description Load Load

BOE Report Run Predefined BOE 15 seconds 18 seconds
report - Bundle
Deployment Status (313

pages)

Inventory Report Run canned report 7 seconds 8 seconds
“Devices By Machine /
Login Name”

Policy Create policy, assignitto 7 minutes 43 seconds 7 minutes 45 seconds
60 devices, and perform
a quicktask on all 60
devices to get the policy

Multicast Create Multicast bundle 4 minutes 20 seconds 4 minutes 27 seconds
and multicast to 60
devices

Bundle Create an MSI Bundle of 25 minutes 30 seconds 1 hour 10 minutes 17
OpenOffice, assign it to seconds
60 devices, and refresh
all 60 by using a
quicktask

When the server is under load, and we created an MSI bundle and assigned it to 60 devices, there
was a large increase in the amount of time it took to complete the task. In this situation, you should
have a dedicated server for ZENworks Control Center so that there would be virtually no impact on
performance.

The ZENworks Control Center is used by administrators to perform administrative tasks, including
the management of content within the system. For environments that are managed by a small
number of administrators (one or two), accessing ZENworks Control Center from a Primary Server
that is also performing work might not cause performance issues. For larger implementations
(several thousand devices, large amounts of daily content activity, and several administrators),
having a dedicated Primary Server in place for ZENworks Control Center resolves potential
performance issues.

3.2.3 Achieving Scalability in the Real World

Section 3.2.2, “Load Testing in the Novell SuperLab,” on page 29 discussed testing in the Novell
SuperLab to determine the limits of the ZENworks system. Scalability, on the other hand, is
achieved through the proper placement of services, a well thought-out design, and the proper
configuration of services within the ZENworks Configuration Management system itself.
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For example, even though we know that a Primary Server can manage 3,000 devices, you should
never deploy only one Primary Server in a 3,000-device environment. For this situation, we
recommend the following as a starting point:

+ Three Primary Servers to manage load and build a system that is fault tolerant.
+ A dedicated Database Server using Sybase, Oracle, or Microsoft SQL Server.

This system should be further enhanced by considering the following:

+ Using an L4 switch to manage fault tolerance and load balancing.

+ Using DNS and aliases for managing the load placed on Primary Servers during deployment
and registration.

+ Using Closest Server Rules in ZENworks Locations to designate certain servers for specific
functions (content, collection, etc.) and to exclude servers from specific functions, or all
functions. If a Primary Server is not listed in the Closest Server Rule of a location for a
particular role, then devices do not attempt to connect to it for that feature.

+ Using a dedicated Primary Server for reporting.
+ Using a dedicated Primary Server for imaging.

¢ Using a dedicated Primary Server for ZENworks Control Center. This is done mainly to control
where the administrators upload content to ensure that the load is dedicated to a single Primary
Server.

+ Using Satellite devices for distribution of content.

The Primary Servers are the heart of your ZENworks Configuration Management environment. You
want to protect these systems from major disruption. Primary Servers can be used for distribution of
content, but this needs to be factored in to your design.

Some of the major factors that you need to consider with ZENworks Configuration Management
and Primary Servers are the following:

+ Each Primary Server can handle 1,000 concurrent connections.

+ Each Primary Server can manage 3,000 devices that are registered with the ZENworks
Management Zone.

+ A ZENworks Management Zone can scale to 40,000 devices. This has been validated in the
SuperLab and is what Novell recommends as the upper limit to the Management Zone size.

We also recommend that Primary Servers and the Database Server be on the same network, in the
same data center. We do not recommend spanning WAN links with Primary Servers because
replication of the Content Repository can cause utilization issues. Placement of services in a multi-
site environment is done by utilizing the Satellite role, which is discussed in more detail in

Section 3.3, “Scalability of Satellite Devices,” on page 33.

3.3 Scalability of Satellite Devices

The second area that you should carefully consider is the scalability of the Satellite devices. Satellite
devices are primarily designed to reduce load on the network, not to reduce load on the Primary
Servers. Satellite devices help reduce redundant traffic, load, and utilization from the WAN. Even if
devices are located at a remote site, they connect to the central site for authentication and to check in
with the Primary Servers to see if there is work to do. The actual work should be performed with
remote Satellite devices strategically placed to service work requests from managed devices.
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The following sections contain more information:

+ Section 3.3.1, “Factors Influencing Scalability,” on page 34
+ Section 3.3.2, “Load Testing in the Novell SuperLab,” on page 34
+ Section 3.3.3, “Achieving Scalability in the Real World,” on page 36

3.3.1 Factors Influencing Scalability

The major factors influencing scalability of Satellite devices include:

+ Disk 1/0 and the requests that the Satellite device is concurrently managing
+ Size of the subnets and their respective network speed
+ Services the Satellite device is performing (imaging, inventory collection, and distribution)

+ Disk capacity (the Satellite device must have enough capacity to cope with the required
content)

+ Physical memory (RAM) installed on the Satellite device

+ The number of managed devices the Satellite device is managing

+ The frequency of distributions and the number of concurrent connections

+ Whether inventory collection or software distributions are randomized

+ Whether an L4 switch fronts the Satellite devices at a particular location

+ Whether Satellite device groups are used

+ Class of hardware (server-class hardware performs better than workstation-class hardware)

+ Class of operating system (a Satellite device running on Windows Server can handle more
requests and workload than a Satellite device running on Windows XP or Windows Vista)

Keeping these factors in mind, you should build your design to manage the known devices and
estimated ongoing workload.

3.3.2 Load Testing in the Novell SuperLab

Novell performed Satellite device scale tests using both server-class and workstation-class operating
systems. As with testing that was performed on the Primary Server, the purpose of the tests was to
find the point where the systems began to reach their limits. This gives us an understanding of scale
under severe load.

The tests included the following:

+ Server-class Satellite devices: Dell PowerEdge 2950, Dual Quad Core 2.0Ghz, 8 GB RAM, 2
X 300 GB SAS hard drives running Windows 2003 Enterprise.

+ Workstation-class Satellite devices: White box, AMD 3400+, 2 GB RAM, 80 GB SATA hard
drive running Windows XP SP3.
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The Novell Corporate Configurations Test (CCT) team, using the baseline test of 250 bundles (1 KB
file bundles), had the following results:

+ A server operating system (Windows 2003 Enterprise) machine can scale to 1,000 managed
devices.

+ A workstation operating system (Windows XP SP3) machine can scale to 250 managed
devices.

The following sections contain information about three tests performed in the SuperLab with
Satellite devices:

+ “Test 1: Bundle Size” on page 35
+ “Test 2: Server OS Delivering Multiple Chained Bundles” on page 36
+ “Test 3: Workstation OS Delivering Multiple Chained Bundles” on page 36

Test 1: Bundle Size

Test results show how large a single bundle can be to be distributed by a Satellite device to managed
devices. These results are useful when you begin to estimate how many Satellite devices are
required based on the ongoing estimated load. You need to calculate estimated load during the
design phase as you work with the different groups that manage processes around software
distribution, patch distribution, inventory collection, and image distribution. You need to know how
frequently these processes are required, and the estimated size of the typical distribution or
collection.

Server OS Server OS Workstation OS Workstation OS
Bundle Size (MB) Number of Managed Number of Managed Number of Managed Number of Managed
Devices in Test Devices Successful Devices in Test Devices Successful
6 1004 1004 259 259
10 1004 1004 259 259
25 1004 968 259 259
50 1004 801 259 248

The following graph shows what you can expect in terms of Satellite device scalability given the
conditions of the test:

Figure 3-3 Bundle Size.
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The graph illustrates the probable scalability limitations of the Satellite device. Under normal load,
and through the use of proper configuration parameters (for example, randomizing distributions and
collections) we can comfortably conclude that a Satellite device running on server-class hardware
and Windows Server can scale to approximately 1,000 managed devices, and a Satellite device
running on workstation-class hardware and Windows XP or Vista can scale to approximately 250
managed devices.

Test 2: Server OS Delivering Multiple Chained Bundles

This test shows the results of a Satellite device running on a server OS delivering multiple chained
bundles to connected managed devices. This information is useful when calculating how much load
you can place on the Satellite device running on a Server OS when deploying applications that are

chained. This obviously can differ greatly from deploying single bundles.

Total Number of Managed Number of Devices

Number of Bundles Bundle Sizes in MB Devices Successful Managed
5 10, 15, 20, 25, 30 999 996
4 5,10, 15, 20 999 996

Test 3: Workstation OS Delivering Multiple Chained Bundles

This test shows the results of a Satellite device running on a workstation OS delivering multiple
chained bundles to connected managed devices. This information is useful when calculating how
much load you can place on the Satellite device on a workstation OS when deploying applications
that are chained together. This obviously can differ greatly from deploying single bundles.

Number of Bundles Bundle Sizes in MB Total number of Managed Number of Devices

Devices Successfully Managed
5 10, 15, 20, 25, 30 259 259
4 5,10, 15, 20 259 259

3.3.3 Achieving Scalability in the Real World

The testing in the SuperLab tests the upper limits of a Satellite device. It is important to note that if
you are deploying a bundle that is less than 25 MB in size, we see successful distributions to both
250 and 1,000 managed devices from workstation-class and server-class Satellite devices. If this is
known, we can safely assume that by doing the following, you can achieve these levels of
scalability, and quite possibly much more:

+ For larger sites (more than 250 managed device):

+ Have a dedicated Satellite device for imaging purposes.

+ Have a dedicated Satellite device for inventory collection if the collection frequency is
high. In other words, if you are collecting daily, you want the server to be dedicated, but if
you are collecting monthly, you can collapse this service into another Satellite device
onsite.
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+ Have a dedicated set of Satellite devices for software and patch distributions if the
frequency of distributions is high. You want to randomize the distribution of software and
avoid massive numbers of devices hitting the Satellite device at the same time.

+ Randomize the refreshes of managed devices at the site with Satellite devices.
+ For smaller sites (fewer than 250 devices):
+ Have multiple Satellite device that share load and responsibility.

+ Do not be significantly concerned about designating specific servers for specific
functions.

+ Randomize the refreshes of managed devices at the site with Satellite devices.

3.4 ZENworks Database

The ZENworks database is the most important aspect of the ZENworks infrastructure. The database
contains all information about bundles, policies, configuration, and how these apply to the devices
and users under management.

The main considerations that influence the choice of ZENworks database platform are as follows:
+ Number of devices you manage: For environments with more than 1,500 devices, consider

using Oracle or Microsoft SQL Server as the database platform.

+ Using clustering technologies for fault tolerance of database: Using clustering ensures that
the database is always available.

+ Virtualization
For more information on ZENworks database see the following:

+ Section 3.4.1, “Virtualizing the ZENworks Database Server,” on page 37

+ Section 3.4.2, “ZENworks Database Scalability,” on page 38

+ Section 3.4.3, “Saving the ZENworks Database Password,” on page 38

+ Section 3.4.4, “Sybase,” on page 38

+ Section 3.4.5, “Using Sybase Mirroring to Enable High Availability of the Sybase Database,”
on page 51

+ Section 3.4.6, “Microsoft SQL Server,” on page 53

+ Section 3.4.7, “Oracle,” on page 59

+ Section 3.4.8, “Database Sizing and Performance Considerations,” on page 61

3.4.1 Virtualizing the ZENworks Database Server

Novell does not recommend virtualization of the ZENworks database server. You can use a
dedicated hardware for the ZENworks database to ensure that the available resources for the
database are known and are under control. Novell does support the virtualization of ZENworks
Database. However, placing the database on a server with other virtual machines can lead to
performance degradation, which in turn can affect other aspects of ZENworks, from the
performance of the ZENworks Control Centre to the responsiveness of ZENworks on managed
devices.
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3.4.2 ZENworks Database Scalability

The following table lists the number of devices that different databases can handle in a production
environment:

Table 3-2 Database Platform and Supported Number of Devices

Database Platform Number of devices
Sybase (embedded) As many as 1,000
Sybase (remote) As many as 1,500
Microsoft SQL Server 2005 1,500 to 40,000
Oracle 10g 1,500 to 40,000

Use the vendor database backup tools to regularly back up the database to ensure that if the database
is lost, you can restore from a backup.

The following sections highlight the best practices when managing and maintaining your Database
Server.

3.4.3 Saving the ZENworks Database Password

When you create a new ZENworks Zone, a database password is generated and subsequently used
by each Primary Server. To back up the ZENworks database password, run the zman dgc command
and save the retrieved password.

Administrator: C:Windows® system32 . cmd.exe

Microsoft Windows [Version b.H.6HEZ]
Copyright {c> 2086 Microsoft Corporation. HAll rights reserwved.

GC:slUserssAdministrator?zman dgc

Uscername Administrator
Pacs o pd - Sesese e

Database User Hame zenadmin
Databasze Password ZuBlle432d7ec1?43a3ef3191a2740

G:~UsersSAdninistrator?

3.4.4 Sybase

Regular backups must be created on the ZENworks database. You cannot create backups of the
database if:

+ The dbsrv10 process is crashing periodically.
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dbsrv10 has generated the crash report
@ SA10_20100201_215300_4996 while using

zenworks ZONE

You can view the crash report by typing 'dbsupport -pc
SA10_20100201_215300_4996' on the command line.

Would you like to submit this report to www_lanywhere.com
now?

Yes No

+ The database service does not start.
+ Database server crashes irrecoverably.
+ Fire alarm goes off in your data center and the door knob is hot.

For more information on different tasks performed on the Sybase, see:

+ “Full Backups” on page 39

+ “Incremental Backups” on page 40

+ “Online Backups” on page 40

+ “Offline Backups” on page 40

+ “Sybase Backup Strategy” on page 40

+ “Sybase Database Backups” on page 40

+ “Database Validation” on page 41

+ “Database Recovery” on page 41

+ “Sybase Tuning and Maintenance” on page 41

+ “Enabling Sybase Debug mode” on page 42

+ “Enabling Sybase Debug mode (Verbose)” on page 42
+ “Moving Database Files” on page 44

+ “Sybase Performance Monitoring” on page 44

+ “Index Fragmentation” on page 45

+ “Table Fragmentation” on page 46

+ “Rebuilding the Sybase Database” on page 48

+ “Tips for rebuilding a Sybase Database” on page 51
+ “Engaging with Novell Support” on page 51

Full Backups

Creating a full backup is the best option as it includes a copy of both the database and the transaction
log file. In this situation, the restoration and recovery of the database is much easier but can be
expensive in terms of the required storage. You must perform full backups regularly, but less
frequently than other backups. In order to reduce the required disk space, the transaction log can be
truncated. In conjunction with this, administrators have a choice of performing the following:

+ Archive backup: ZENworks database and transaction log is stored in one file.
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+ Image backup: ZENworks database and transaction logs are stored in separate files.

Incremental Backups

An incremental backup makes a copy of the transaction log file only and can be restored using the
dbtran command. They are used frequently. The data is lost if this file gets corrupt.

Online Backups

An online backup is performed without stopping the ZENworks Database server using the zman
database-backup <path to backup directory>command. They are used for incremental
backups. Though this provides higher availability for the database server, it results in a slower
backup process. Use “SET TEMPORARY OPTION BACKGROUND_PRIORITY = "ON";”

Online backups can use incremental backup (transaction logs only) or full backup.

Offline Backups

An offline database backup requires the database server to be stopped. This method can be used in
conjunction with a scheduling mechanism to automate the process, such as Windows Task Scheduler
or crontab. Offline backups can use incremental backup (transaction logs only) or full backup and
lend itself better to do a full backup quickly. They are used with full backups at less frequent
intervals.

Sybase Backup Strategy

Some general tips to consider when defining the database backup strategy are as follows:

+ Back up your database after every server update.

+ Make sure your database backup has the same name as your current database.
+ Check disk space as this can impact the best strategy for your backup.

+ Events and notifications can be scheduled through the database server itself.

Sybase Database Backups

The simplest method for backing up the Sybase database is to use the zman command: The zman
command does a full online backup, and truncates the transaction log. For more information, see
Database Commands (http://www.novell.com/documentation/zcm10/pdfdoc/zcm10_utils/
zcm10_utils.pdf) in the ZENworks 10 Configuration Management Asset Management Command
Line Utilities Reference guide. Also, you can see information on Sybase backup techniques at the
following location: (http://tldp.org/HOWTO/Sybase-ASA-HOWTO/backup.html)

BACKUP DATABASE DIRECTORY '<backupDirectory>' TRANSACTION LOG TRUNCATE
Starting in the Sybase that ships with 10.3 (also available as an FTF), you can use Sybase Central.

+ %ZENWORKS_ HOME%\share\ASA\Sybase Central 5.0.0\win32\scjview.exe
+ /opt/novell/zenworks/share/sybase/bin32s/sybcentral500/scjview

Back up not only your database, but also the data in the content repository, certification information,
and other recommended files.
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Database Validation

Novell recommends that you validate the data before and after backups. The validation process does
no check the ZENworks schema, but focusses on maintaining the database integrity. The validation
process can be run using Sybase Central or from the command line as follows:

dbvalid -c “UlD=zenadmin;PWD=<password>; ENG=<database service name>"

If the ZENworks database validation fails, try unloading the database and restoring the last known
good backup.

L, 1 Validating Database E
[Mescages:
Index "FaktchDeviceStsSigld™ has missing index entries -~

Index "PatchDeviceStsSigld” has missing index entries

Index "PatchDeviceStsSigld’ has missing index entries

java.sgl. SOLException: [Sybase][ODBC Driver |[SOL
Arywhere]Connection was terminated

The database 'zenworks_ Fot10 _20OMNE" could nok be validated.

[

Status: Failed.

Close this window when the operation completes

Close

Database Recovery

To recover the ZENworks database in Sybase, you first need to understand the problem. The best
recovery strategy depends on the type of problem that has occurred. When recovering, Novell
recommends that you perform recovery in offline mode. Make sure that the database is stopped and
all services on all Primary Servers have also been stopped to ensure that the Primary Servers do not
attempt to connect to the database. To recover, use one of two methods:

+ Apply the good transaction logs to the last full backup copy of your database. (Sybase has a
utility called dbtran for this purpose.)

+ Restore the last good backup of your database by copying it in place.

Sybase Tuning and Maintenance

Tuning the database is an important step in improving the performance of ZENworks. If possible,
place the transaction log on a separate physical drive from the database and the operating system to
improve disk 1/0 completion. For more information, see “Improving Performance in SQL
Anywhere” (http://www.sybase.de/detail?id=1023801).
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Also consider changing the startup options of Sybase by editing the zenworks_database.conf
file. The zenworks_database . conf file contains all of the database server startup options and as is
located in the following locations:

+ Linux: Zetc/opt/novel l/zenworks

+ Windows: %ZENWORKS HOME%\conf
Some of the parameters to be changed are as follows:

+ Increase the cache size (-c).
+ Set the minimum cache size to a large value that the default ( -cl ).
+ Change the checkpoint interval (-gc ).

+ The number of physical processors to use ( -gt ). This can be useful way of limiting the
processors used when using an embedded database to allow for processing power to be
assigned to the ZENworks Primary Server.

By default the cache size is set to 8 MB. Change this to a value more aligned with your environment.

Enabling Sybase Debug mode

If necessary, the database can placed in debug mode by updating the zenworks_database.conf
file as follows:

+ -0s 50M (size of log file for messages)
+ -0 <location>

+ For custom logging include the -zr option and set options specific to the types of statements
you are debugging

Figure 3-4 ZENworks Database Configuration file

B zenworks_database.conf - WordPad _ O]
Fle Edt Wiew [Insert Format Help

N|S|E| Sl Al 5 [E o]

#IENworks OEY Sybase Datsbase coniguration sectings used ky dbsrvino. 2
See Sybase oaline doouwentation for wore inforwation at
"http://wuw,ianyvhere.cor/devzloper/ product manuals/sqlanyvhere/1000/en
Jhtnl/dbdaenld/ dbdaenl0. html ™

-gk all

-x Mtepip(po-t=2638)"

-c EM

"E:hvdatabase, ZCH Brainsherez010.db™
-o3 50H

-0 "FiYlogs)sybase startup.loz”

i
Fcr Help, press F1 I_W v

Enabling Sybase Debug mode (Verbose)
To place the Sybase database in verbose debug mode, set the following parameters:

+ -z5 50M (size of request logging)
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+ -0s 50M (size of log file for messages)

+ -zr all (log sql operations)

+ -z (connection diagnostics)

¢ -zt (timing information)

+ -0 <location>

When logging is enabled, verify the log sizes as well as the disk space that is being consumed.

More information on Sybase startup parameters can be at the Sybase Web site:

(http://lwww.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/dbdaen10/da-

dbengines.html)

A sample Sybase is seen below:

+ (Blue) Database fragmentation warnings

+ (Green) Loading transaction log

+ (Red) Database server starts

. 02/23
. 02/23
. 02/23
. 02723

e e R N e e e e N e e e e e R e R R NN NN
=3
r
e
i
L

15:14:
15:14:
15:14:
15:14:

. 5qL Anywhere network server version 10.0.1.3960

. Copyright ® 2001-2007, ianywhere solutions, Inc.
. Portions copyright & 1888-2007, Sybase, Inc.

15:14:30. A1l rights reserved. All unpublished rights reserved.
02723 15:14:30.
02/23 15:14:30. This software contains confidential and trade secret information of
15:14:30. ianywhere solutions, Inc.
02/23 15:14:30. Use, duplication or disclosure of the software and documentation
02/23 15:14:30. by the U.S. Government is subject to restrictions_set forth in a license
02/23 15:14:30. agreement between the Government and janywhere solutions, Inc. or
02/23% 15:14:30. other written agreement specifying the Goverrment's rights to use the
02/23 15:14:30. software and any applicable FAR provisions, for example, FAR 52.227-19.
02/23% 15:14:30.
02/23 15:14:30. ianywhere solutions, Inc., one Sybase brive, bublim, Ca 9456B, USA
02/23 15:14:30.
15:14:320. 1 physical processorgs) detacted.
02/23 15:14:30. networked seat (per-seat) model. access to the server s Timited to 10000 seatds).
02,/23 15:14:30. This server is licensed to:
02/23 15:14:30. ZENworks
02,723 15:14:30. movell, Inc.
02/23 15:14:30. running windows vista suild 6001 service Pack 1 on x86 (xB6_64)
02/23 15:14:30. server built for xB6 processor architecturae
02/23 15:14:30. Authenticated server licensed for use with authenticated applications only
02/23 15:14:30. 8192k of memory used for caching
02/23 15:14:30. minimum cache size: BL9ZK, maximum cache size: L306816K
02/23 15:14:30, Using a maximum Eage size of 16384 bytes
02/23 15:14:30. TCP using winsock version 2.2
02/23 15:14:30. IPve support enabled
02/23 15:14:30. starting databhase "zoMm_Brainsharez0l0" (E:\database\zcM_Brainsharez010.db) at Tue Feb 23 2010 15:14
02/23 153:14:30. Database recovery in prograss
02/23 15:14:30. Last checkpoint at TUe Feb 23 2010 15:12
02/23 15:14:320. checkpoint log. ..
02/23 15:14:30. Performance warning: Database file "E:\database\zoM_Brainshare2010.db” consists of 6 disk fragments)|

application: ZENworks
compary': nNovell, Inc.

I. U4/ 28 1Tz, Transaction Tog: 2CM_BrainsharelULlU. Tog...

I. 02/23 15:14:31. Rollback log...

I. 02/23 15:14:31. checkpointing. ..

I. 02/23 15:14:31. starting checkpoint of "2cM_Brainshare2010" EZCMjr'a'jnsharEZDlO.db) at Tue Feb 23 2010 15:14
I. 02/23 15:14:31, F1n1shea checkpoint of "ZCM_Brainshare2010" (ZCM_Brainshare20lo.db) at Tue Feb 23 2010 15:14
I. 02/23 15:14:31. Recovery complete .

I. 02/23 15:14:31. patabase "zcMm_Brainshare20lo" (Zcwm_Brainshare2010.db) started at Tue Feb 23 2010 15:14

1. 02/23 31. This database is licensed for use with:

I.

I.
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02723 15:14:36. starting UDP Tistenar on IP address (::l):2638

02/23 15:14:36. starting uor Tistener on IP address 127.0.0.1:2638

02/23 15:14:36. This 5 a ¢lass A network address

02,23 15:14:36. TCPIP link started successfully

02,23 15:14:36. nNow accepting reguasts

02723 15:14:36. TCPAIP Yink, function wsaecv, error coda 10053

02/23 15:14:36. TCR/IP Tink, funcrion wsaRecv, errar code 10053

02423 15:14:36. TCPSIP: Received connection request from 127.0.0.1:49660.

02,723 15:14:36. connection from 127.0.0.1:49680 assigned connection ID 3

02,23 15:14:36. «<,3 ,CONNECT

02/23 15:14:36. C,3,UID=zanadmin

02/23 15:14:36. connecrion 10 3: "Zenadmin” connected to_database "ZCM_ araﬁnsharezulu from sqL Anywhere 10.0.1 (3960) client over TCPI
02,23 15:14:36. connection 1D 3: AppInfo §s 1P=151.155.170.157;H0ST=vM12-w2kB-32; 05="windows vista Build 6001 serwice Pack 1';PID=0xf2E
02,23 15:14:36. Connection ID 3: Server character set conversion 9s enabled, but not reguired

02723 15:14:36. using character set “windows-1252"

02/23 15:14:36. »,3,CONNECT,3

02/23 15:14:36. <,3,PREPARE,SELECT ®8version, if 'a'<>'a' then 1 else 0 endif, isnull{property('Is1q"), 0"}, isnull{connection_propert
02/23 15:14:36. ,3 PREPARE 55536

02,/23 15:14:36. <,3,ExEC, 65536

T T b T B B i b B i e e e i e

02,723 15:14:36. P,3, [sJDunnv<seq>

02723 15:14:36. »,3,E

02423 15:14:36. <,3, DRUF‘ STMT,65536

02/23 15:14:36. >,3.DROF'_STMT

02,423 15:14:36. <,3,PREPARE,SET TEMPORARY OPTION time_format « 'hhinn:ss';SET TEMPORARY OPTION tTimestamp_format = 'yyyy-mm-dd hhinniss.
02723 15:14:36. »,3,PAEPARE, 65537

02/23 15:14:36. <,3,EXEC,65537

Moving Database Files

If you need to move the database files, such as to a new separate physical disk, this operation is as
simple as a file copy. When the file has been moved, adjust the zenworks_database . conf file to
point to the new location.

If the transaction log needs to be separated from the database, this can be achieved by using the
dblog command.

dblog -t <location of new transaction log> <path to database>

When this is done, the transaction log can be moved and once again placed on a separate physical
disk. Make sure that logs are still included in the future backups.

Sybase Performance Monitoring

Sybase SQL Anywhere comes with built-in performance monitoring capabilities in the Sybase
Central tool.

Figure 3-5 Sybase Central

Sybase Central

File Edt Yiew Tools <Connections |Mode Help

@ D0 E M| 8 - -Mo=w Y Bl x|[o o

3¢ Debug

Conkexk: |G Sybase Cenkral/SOL Arvywh

%Tunls - ”Eﬁ

M_Brainshare2010 - zenadmin

Application Profiling

Tasks X O Z2C™_Brainshara?2010 - zenadmin
Database Design Tasks CDHtEHtS' Cannected Users | Table Page Usaog
) Create atable Folders
8 4 "] Tables
Creabe a procedure % '
Views

After starting the Application Profile Wizard, the tool tracks the transactions, such as stored
procedures being run and queries that are performed on the database during that period of time. Do
not leave this process running because it can have detrimental effects on database performance.
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Figure 3-6 Application Profile Wizard

7y Sybase Central
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Tasks * || [ 20 _Brainshare2010 - zenadmin
Application Profiling Tasks: @ = | | Conkents | Connecked Users | Table Poge Usage | Table Locks | Profiing Rastits | ER Ciagram | Deadhcks |
Name |O\-msr |Table |Evsn{ ITst & | Execs, | ms. |

[] show stored procedures and functions
thet can can be profied

[] Shows events that can be prafiled
T} Shows briggers that con be profiled
43 Show system triggers that can be profied

[5) z0ueuefop  zenadnin Procedure 89 ]

ﬂ Show profikng settings For this dat abass
(profiing is currently on)

Other Databases

B comrect to ancther datshage

Other Tasks (3]

% warkwith server ‘ZCM_Brainshare2010' -

Applcation Profilng Detals

Profiling Stored Procedures, Functions, Triggers, and Events
The falowing datzbases are currently collecting shoved proceduse, function, event, and teigger profilng information:
Name & User [server Comguter
[ ZoM_Erainshareznin zenadmin ZCM_Brainsharez010 WM1Z-W2KE-52
Skop Callecting Profilng Infarmatian an Selacted Databases | | View Proflng Settings on Selected Databases | |

Performance monitoring can report on items such as:

Deadlock information

*

*

CPU usage
Trigger and stored procedure efficiency

*

*

Queries being executed
+ Query run times

Longer profiling times provide greater accuracy but can cause the database to become less
responsive so it is important to only use this tool for short periods of time.

Index Fragmentation

Fragmented indexes are a top reason for performance degradation of the ZENworks database.
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Figure 3-7 Fragmented Indexes
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Novell recommends that indexes that you check and rebuild in the following scenarios:

+ System Update

+ After enabling ZENworks Patch Management in the Zone

+ After adding a large number of devices

+ After adding a large number of bundles, or bundles with lots of content defined

Table Fragmentation

In addition to this, you might need to use the REORGANIZE TABLE <table name>command if the
database has become severely fragmented. The following tables should be watched closely for
fragmentation:

+ zMessage
+ zObjectInfo
+ zStatusEvent

The following example shows an SQL report detailing the table fragmentation that exists within the
database.

46 System Planning, Deployment, and Best Practices Guide



Figure 3-8 SQL Report Detail

File Edit 35SQL Data Tools ‘Window Help

&« = ) N

S0L Statements

gelect * from 2a_table fragmentation() where segs _per_row > 1:

‘

TableMame rows row_segments SE0s_Per_row
1[IS¥SPHYSIDR 899 943 1.046943270300334
<|LSYSTAE 568 603 1,070422535211268
JNC_Component 37,697 ITETE 1,000557665241522
4MC_Product 72,240 72244 1.000055370985604
SINC_workstation 105 106 1.00952380952381
6PATCHFLAGS 16,167 19626 1.213954351456671
7 PATCHLICENSE 356 365 1.0252808955876404
G PATCHPACKAGE 2,943 30a7 1.045929663608563
SIPATCHSIGMATURE 2,007 2037 1.014947683109118

10(zAction 4,450 4483 1.005156950672646
11zActionSet 2,221 2230 1.004052228725799
12{zContent 3,135 4006 1.277830940985636
13[zInstallationP ackage 155 170 1.0967741 93548387

The following example shows how to reorganize the PATCHFLAGS and zContent by using an SQL
query.
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Figure 3-9 SQL Query

Ele Edt SOL Data Jools Window Help
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SOL Statements

SET TEMPORARY OPTION BACKGROUND PRIORITY = 'ON':

REORGANIZE TAELE PATCHFLAGS:

REORGANIZE TAELE zContent;

CHECEPOINT

SET TEMPORARY OFTION BACKGROUND_PRIORITY = 'OFF';

select * from sa table fragmentation() where segs _per row > 1;

‘

TableName rows row_segments segs_per_row
1| ISYSPHYSID® B899 943 1.0489432 70300334
Z|ISYSTAB 568 G038 1.070422535211268
JMC_Component 37,657 37678 1.000557665241522
4NC_Product 72,240 72244 1.000055370985604
SINC_Workstation 105 106 1.0095Z2380952381
6|PATCHLICENSE 356 365 1.0252808986876404
7 PATCHPACKAGE 2,943 3087 1.048929663608563
8PATCHIIGNATURE 2,007 2037 1.0149476631091 18
9lz&ckion 4,460 4483 1.005156950672646
1D|zActionSet 2,221 2230 1.004052228725799
11 zInstallationPackage 155 170 1.096774193548387
|
Tablerame rows row_segments s805_per_row I
1 PATCHFLAGS 16,167 16167 |
2 2Content 3,135 3135 ll

Rebuilding the Sybase Database

If fragmentation exists on numerous tables and the database is large, a quicker method for fixing
fragmentation is to rebuild the entire database by using the Sybase Central tool.
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Figure 3-10 Sybase Central Tool
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When you unload the database, select all objects to re-build the entire database.
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Figure 3-11 Unload Database Wizard
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When you unload and reload the database, you are given an option to encrypt the database. Novell
recommends that you do not use this option.

The database can also be rebuilt on the command line by using the dbunload command:

+ Unload into a new database:

¢ dbunload -c "UlD=zenadmin;PWD=<database password>;ENG=<database
service name>" -an "<path to new db>"

+ Unload database definitions into .dat files and reload

¢ dbunload -c "UlD=zenadmin;PWD=<database password>;ENG=<database
service name>" "<path to unload directory>"

¢ dbinit -p 4096 <path to new db>
¢ dbisqgl -c "UID=DBA;PWD=sql ;DBF="<path to new db>"" read reload.sqgl

When you rebuild the database, if the database is large, performance increases can be made by
increasing the page size. The options for Sybase Page Sizing are the following:

* 2048
4096
8192
16384

*

*

*
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Since ZENworks 10 SP3, new Sybase databases are created with a page size of 16384. However,
each time the database is unloaded, the page size can be adjusted. Novell recommends page size of
either the 16384 or 8192 for customers using Sybase. Setting the page option can be performed
using Sybase Central or using the dbinit —p option as show above.

Tips for rebuilding a Sybase Database

Until you copy the newly built database in place of your existing database (remember to stop the
service), your servers will use the old database. If you have a problem connecting to the database
service, use the dblocate command to verify the following:

+ The service name that you are trying to connect to.

+ If the service is running.

Engaging with Novell Support

If you encounter problems with your database, collect the following information before engaging
with Novell Support:
+ The output from the log file enabled and specified in the zenworks_database.conf file.

+ The version of the database you are running (The Sybase tool 'dblocate’ will provide that
information when run from a command prompt).

+ The transaction log and approximate time of the issue
+ The date of your last backup

+ Optional: Deadlock information, connection, information, and profiling statistics from the
Sybase Central tool

3.4.5 Using Sybase Mirroring to Enable High Availability of the
Sybase Database

Sybase SQL Anywhere supports database mirroring as a method to implement high availability and
fault tolerance. This technique requires multiple database servers and is therefore not set up by
default with ZENworks 11.

NOTE: Mirroring should not be implemented as a means to distribute the database work to remote
locations. Mirrored database servers should be connected over a high speed link.

For more information on, see Database Mirroring on the Sybase Web site:

(http://lwww.ianywhere.com/developer/product_manuals/sqlanywhere/1000/en/html/dbdaen10/da-
da-highavailability-s-4980336.html)

Useful Reference Sites for Sybase

+ Getting the latest Sybase packages.
+ (http://download.novell.com/protected/Summary.jsp?buildid=JhOYPc1Q5Tc~)
+ Sybase Reference Documentation

+ (http://www.ianywhere.com/developer/product_manuals/sqlanywhere/1001/en/pdf/
dbdaen10.pdf)
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+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/)
+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/
dbdaen10/da-dbengines.html)
+ Sybase Physical Limitations
+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/
dbdaen10/da-It-size.html)
+ Rebuilding the database

+ (http://realworlddba.wordpress.com/2008/02/04/index-rebuild-versus-reorganize-whats-
the-difference/)

+ (http://breckcarter.sys-con.com/node/107002/mobile)

+ Automated Database Backup
+ (http://iablog.sybase.com/hinsperg/2009/02/automated-database-backups/)

+ (http://www.novell.com/documentation/zcm10/zcm10_system_admin/data/
bjm5wmx.html)

+ Increase your Database Performance
+ (http://www.sybase.com/detail?id=1023801)
+ Backup Syntax and Help

+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/
dbrfen10/rf-backup-statement.html)

+ Setting up Mirroring (High Availability)

+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1000/en/html/
dbdaen10/da-da-highavailability-s-4980336.html)

+ Changing the location of the transaction log

+ (http://dcx.sybase.com/1100en/dbadmin_enl11/changing-log-location-backup.html)
+ Moving to dbspaces

+ (http://m.sybase.com/detail?id=1011479)
+ Database Startup Options

+ (http://www.ianywhere.com/developer/product_manuals/sglanywhere/1001/en/html/
dbdaen10/da-dbengines.html)

+ Location of Sybase Bug Fixes

+ (http://originl.sybase.com/swx/12952/rdme_1001 ebf 3974.html)
+ Other Sites

+  (http://www.dba-oracle.com/concepts/starting_database.htm)

+ (http://tldp.org/HOWTO/Sybase-ASA-HOWTO/backup.html)
+ Backing up the database using ZMAN

+ (http://www.novell.com/documentation/zenworks11/zen1l_system_admin/?page=/
documentation/zenworks11/zen1l_system_admin/data/bo118v1.html)

+ Sybase Central

+ (http://m.sybase.com/files/Product_Overviews/
IAS_techdoc_sal0 _command_line_utilities_1054563.pdf)
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Performance Monitoring
+ (http://www.sybase.com/detail?id=1023801)

3.4.6 Microsoft SQL Server

The most important aspects of managing and maintaining a Database Server that is hosted on a
Microsoft SQL Server are the following:

*

The customer must have the skills in-house, or readily available (contractor, consultant, or
partner) to manage and maintain the Microsoft SQL Server based on the best practices that
Microsoft outlines for regular database management.

There must be regular database backup routines in place. This should also be documented in the
design document.

There must be regular database maintenance routines in place. This should also be documented
in the design document.

Considerations for clustering (high availability) of the Database Server should be made and
documented.

In general Novell does not recommend virtualizing the ZENworks database server. However, it
is possible to run Microsoft SQL Server on a virtual host. Please see the following
documentation for more information on VMware communities (http://
communities.vmware.com/docs/DOC-8964).

Microsoft SQL Server 2005 has a Maintenance Plan Wizard in the SQL Server Management Studio.
This tool should be readily available to any customer that is utilizing Microsoft SQL Server in their
data centers.

Maintenance tasks that can be scheduled include the following:

*

*

*

*

*

*

Check database integrity
Shrink database
Reorganize index
Rebuild index

Update statistics

Back up database

These tasks should be thoroughly understood before performing them on a live system that is
hosting the ZENworks Configuration Management database.

Microsoft recommends the following best practices for managing Microsoft SQL Server 2005:

*

*

*

Backups should be performed daily.
A Database Integrity Check should be performed every 14 days.

Reorganizing or rebuilding indexes should be done when fragmentation is excessive. If
fragmentation is greater than 30 percent, an index should be rebuilt. To determine the
fragmentation of the indexes in your database, use the dynamic memory view
sys.dm_db_index_physical_stats. Novell recommends that rebuilding indexes should be done
at least once per week because the clustered indexes will be fragmented over 75 percent within
a few days of insert/update activity. This is a contributing factor to lag, escalating locks, and
eventual deadlocks.
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A good overview of the Maintenance Plan Wizard is found on the MSSQLTips Web site (http://
www.mssgltips.com/tip.asp?tip=1127).

Microsoft also offers the SQL Server 2005 Best Practices Analyzer Tool. This tool addresses a wide
variety of best practices as outlined by Microsoft. This tool can be found on the Microsoft TechNet
Web site (http://www.microsoft.com/downloads/details.aspx?Familyld=DA0531E4-E94C-4991-
82FA-FOE3FBDO05E63&displaylang=en).

For example, the following recommendations were listed for a ZENworks Configuration
Management installation on SQL Server 2005:

+ Place data and log files on separate drives for database [zenworks_database] on server
[server_name]

+ Check database integrity at least every 14 days for database [zenworks_database] on server
[server_name]

The Best Practices Analyzer tool also indicates that log files and data files should be placed on
separate hard drives to improve 1/O, thus improving overall performance of the Database Server.
However, this can be a problem if the database files are hosted on a SAN or inside virtual machines,
which are both trends in the industry. Any exceptions to recommend best practices should also be
well documented in the design document created during the design phase.

The Microsoft SQL Server Tuning Wizard makes suggestions about indexes you might want to add
to the database. However, it uses the term “missing indexes,” which is misleading to anyone who
might interpret this as a mandate. Each of these suggestions must be analyzed, balancing the
performance trade-offs between inserting or updating data in a given table versus the variety of
queries that might be made against a table. Indexes slow inserts and updates, while benefiting
specific queries. There are a number of ways this analysis can be performed; the tuning wizard is
just a first step. You should use SQL tracing tools and analyze the SQL demands that ZENworks
Configuration Management is making on the database while it performs various functions, such as
registration, bundle creation and deployment, policy enforcement, inventory, and so forth. After you
have accurate information on what kind of load ZENworks Configuration Management is placing on
the database, you can then add your indexes.

Tips for using Microsoft SQL as the ZENworks Database platform

+ “Don't use Dynamic Ports” on page 54
+ “Managing Large Transaction Logs” on page 55

*

“Read Committed Snapshot” on page 55
+ “Index Fragmentation” on page 56

Don't use Dynamic Ports

Dynamic Ports can automatically reassign connections to different ports. This can potentially cause
problems with ZENworks install or post-installation tasks which in some cases rely on static ports
such as 1433 to be active. To disable the dynamic ports, go into the MS SQL Configuration Manager
and edit the ports used on the database for TCP/IP. The Dynamic Ports field should be left blank and
a static port should be specified.
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See the following links for more information:

+ (http://blogs.msdn.com/b/sqlserverfag/archive/2008/06/02/how-to-change-the-dynamic-port-
of-the-sqgl-server-named-instance-to-an-static-port-in-a-sgl-server-2005-cluster.aspx)

¢ (http://www.mssqltips.com/tip.asp?tip=1412)

Managing Large Transaction Logs

Large and growing transactions are an indication that a backup plan could be optimized. For
example, it is not desirable to have transactions logs larger than the database. Large transaction logs
are typically caused by three factors:

1. Old transactions not being disregarded as part of the backup. When configuring the backup, it
is important that old transactions from the backup point are not included as they have already
been committed into the database.

2. Infrequent backups

3. Initial transaction log size initially set too low and the auto grow size percentage is not set large
enough

Please see the following links and excerpts on this topic:

+ (http://sqlblog.com/blogs/aaron_bertrand/archive/2009/07/27/oh-the-horror-please-stop-
telling-people-they-should-shrink-their-log-files.aspx)

+ (http://support.microsoft.com/kb/873235)

In rare cases, you might need to shrink the transaction log, b/c of a performance issue or otherwise,
run:

--Shrink the transaction log a lot!!

USE <database_name>;

GO

DBCC SHRINKFILE(<database name> log, 1)
BACKUP LOG <database_name> WITH TRUNCATE_ONLY
DBCC SHRINKFILE(<database name> log, 1)

GO

Where <database_name> is the name of the database on which you wish to shrink the transaction
log.

For more information on this topic see:

(http://www.karaszi.com/SQLServer/info_dont_shrink.asp)

Read Committed Snapshot

Read Committed Snapshot allows transactions to share locks to databases so you can allow two
distinct processes to update the same table at the same time. If this setting is not enabled, large
amounts of blocking can occur that decreases ZENworks performance.

To enable Read Committed Snapshot (no quotes on db name), run the following command from an
SQL editor run:
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USE "<database name>";

GO

ALTER DATABASE <database name> SET SINGLE_USER WITH ROLLBACK IMMEDIATE;
GO

ALTER DATABASE <database name> SET READ_COMMITTED_SNAPSHOT ON;

GO

ALTER DATABASE <database name> SET MULTI_USER;

GO

To verify that read_committed_snapshot has been successfully enabled, run:
SELECT is_read_committed_snapshot_on

FROM sys.databases

WHERE name= "<database name>"

Index Fragmentation

Novell recommends that you defragment indexes every two weeks. You can do this by creating
scripts or by using third-party utilities to easily defragment the entire database. You can use the
following scripts to rebuild indexes and detect fragmentation in MS SQL server:

DBCC SHOWCONTIG
DBCC DBREINDEX
If a table or index is more that 50% fragmented, you should re-index it to increase performance.
For more information, see:

+  (http://www.mssglcity.com/Articles/Adm/index_fragmentation.htm)

+  (http://www.sql-server-performance.com/tips/rebuilding_indexes_pZl.aspx)
Troubleshooting Microsoft SQL

+ “Enabling Deadlock Tracing” on page 56

+ “ERRORLOG Location” on page 57

+ “Backing up Microsoft SQL Databases” on page 57

+ “Taking a Backup” on page 57

+ “Performance Tuning and Profiling a Microsoft Database” on page 58

Enabling Deadlock Tracing

If the database is experiencing high utilization caused by blocking or deadlocks, enable deadlock
logging from an SQL editor, such as Microsoft SQL Management Studio, as follows:

dbcc traceon(1204,1222,-1)

See (http://msdn.microsoft.com/en-us/library/ms188396.aspx, for more information.)
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NOTE: Do not perform maintenance during production or when servers are running. If this is not
possible, you should use single user mode for long, resource-intensive operations.

ERRORLOG Location

The Microsoft SQL error log is found by default at: Program Files\Microsoft SQL
Server\MSSQL.N"\MSSQL\LOG\ERRORLOG

For more information see, (http://msdn.microsoft.com/en-us/library/ms187885.aspx)

Backing up Microsoft SQL Databases

Novell recommends that the Microsoft SQL Server Management Studio is used to manage backups,
alternatively customers can create automatic scripts to do regular backups.

Taking a Backup

The following screen shots show the process of starting the backup process of a Microsoft SQL
database using Microsoft SQL Server Management Studio.

Figure 3-12 Microsoft SQL Server Management Studio
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For more information on backup best practices for Microsoft SQL server, see (http://
msdn.microsoft.com/en-us/library/ms175477.aspx)
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During the backup configuration, check the Ownership of tables and procedures to ensure that
ZENworks tables are owned by dbo and not DB Owner. Ownership can change if you authenticate as
a user other than the ZENworks user, then make changes.

Figure 3-13 Tables
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Performance Tuning and Profiling a Microsoft Database

Microsoft SQL Server Management Studio provides the SQL Server Profiler application as shown
below. This program will allow the administrator to see what SQL statements are being made in
real-time and can be a useful tool in debugging database issues.

NOTE: Novell recommends that you consult with Novell Support before using the Database Engine
Tuning Advisor for additional indexing of the ZENworks database.
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Figure 3-14 SQL Server Profiler
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3.4.7 Oracle

For performance and maintenance suggestions in an environment where Oracle is the Database
Server hosting the ZENworks Configuration Management database, you must rely on the knowledge
and expertise of the Oracle database administrator at the customer site. The individuals responsible
for the day-to-day management of the Oracle infrastructure must be involved in the ZENworks
Configuration Management deployment project from the beginning.

However, you should familiarize yourself with some of the administrative concepts about Oracle
database management. The Oracle Database Documentation Web site (http://www.oracle.com/
technology/documentation/database10g.html) contains information about Oracle 10g and should be
used as a reference.

In addition, you should also familiarize yourself with some of the performance tuning concepts for
an Oracle Database Server, especially the reference documentation on the SQL Performance
Analyzer. This information is available in the Oracle Database Performance Tuning Guide (http://
download.oracle.com/docs/cd/B19306_01/server.102/b14211/toc.htm).

Best practice information suggested by Oracle regarding backup and recovery can be found on the
Oracle Web site (http://download.oracle.com/docs/cd/B19306_01/server.102/b14220/
backrec.htm#CNCPT031). The onsite Oracle database administrators should be familiar with these
concepts and procedures. They administrators simply need to know what additional information
they need to back up as a result of the implementation of ZENworks Configuration Management.
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The following section describes some key points to consider when configuring an Oracle database
for use with ZENworks:

+ “Shared vs Dedicated Server Modes” on page 60
+ “Important Log Locations” on page 60

+ “Character Encoding” on page 60

+ “SQL Developer vs. SQL Plus” on page 60

Shared vs Dedicated Server Modes

Most customers use Dedicated Server Mode as the default, and in some cases Shared connection
mode can be used. At any given time a ZENworks Primary Server can have up to approximately 150
connections to the ZENworks database. Each connection with Oracle utilizes a certain amount of
RAM, if the number of Primary Servers multiplied by the number of connections causes the
required RAM to exceed what can be addressed by the operating system, such as with a 32bit OS
which is limited 4GB, Shared Server Mode can be used to combat this. Shared Server Mode allows
connections to be pooled and shared across a single memory allocation.

If the customer notices a large number of dedicated connections being rejected, use the following
command to determine the status of connection rejection for a particular listener:

Isnrctl status

For more information, see (http://www.dba-oracle.com/t_mts_multithreaded_servers_shared.htm)

Important Log Locations
The alert.log is located at the path specified by the sgl command:
show parameter BACKGROUND_DUMP_DEST

The listener. log is be found by checking the Listener Log Fi le path after running Isnrctl
status from a command prompt.

See the following locations for more information:

¢ (http://download.oracle.com/docs/cd/B14117_01/network.101/b10775/listenercfg.htm)
+  (http://www.orafag.com/wiki/Alert_log)

Character Encoding

Oracle supports some hybrid versions of UTF-8, but ZENworks requires true UTF-8 or UTF-16.
The following commands report on the character encoding supported by the database:

+ select value from nls_database_parameters where parameter ='NLS_CHARACTERSET;

+ select value from nls_database_parameters where parameter =
"NLS_NCHAR_CHARACTERSET" ;

SQL Developer vs. SQL Plus

SQL Developer and SQL Plus are two tools traditionally used by the administrators to execute SQL
commands to manage the Oracle server. SQL Developer allows you to maintain history and is easier
to run queries from. You can find more information on SQL Developer at:
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SQL Developer (http://www.oracle.com/technetwork/developer-tools/sgl-developer/downloads/
index.html)

Sqlplus can output to a file. For example, to output the information contained in the zZENServer
table into a file at /7tm/sqldata.dat, simply run the following command:

SQL>SPOOL /tmp/sqgldata.dat

SQL>select * from zZENServer;

SQL>SPOOL OFF

3.4.8 Database Sizing and Performance Considerations

Although it is not possible to accurately predict the size of ZENworks database, it is possible to
identify the factors that influence database size and provide some basic guidelines. The factors that
affect the size of the ZENworks database are as follows:

+ Number of users under management

+ Number of devices under management
+ Number of bundles

+ Number of ZENworks policies

+ Products that are enabled in the ZENworks Zone, such as Asset Management, Configuration
Management, Patch Management, Endpoint Security Management, and ZENworks Reporting
Server.

The following chart gives an indication of the types of database size to expect based on the numbers
of users and devices in a ZONE with 100 bundles.

Figure 3-15 Database Sizing
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The following chart gives an indication of the types of database sizes to expect based on the number
of bundles, devices, and users in a ZENworks Zone.

Figure 3-16 Database Sizing
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Disk space requirements are not the only consideration to make when designing the Database
Server. Best practices for fault tolerance, maintenance, and performance need to be considered along
with the general calculations for overall database size.

Most larger customers have Service Level Agreements that commit to minimal downtime and
require robust storage capabilities. For sites with more than 10,000 devices, RAID (mirror with
stripe) is recommended for the database, the transaction log, the TempDB, and the TempDB log. In
fact, these four items need to be located on four separate LUNSs (four separate disks or four separate
logical arrays of disks). This addresses potential reliability issues.

Database Servers are very sensitive to disk performance. More small disks are always faster than a
few large disks. This must be discussed while planning the database because a single 10 GB drive
for a site with 10,000 devices might not perform adequately, although it might meet the database
sizing formula. Ten smaller drives should perform much better.

Testing and monitoring are an essential part of database configuration. You must measure the
throughput (MB/sec) that the application is demanding of the database, and size the disk array
accordingly. In addition, the operating system and executables do not have high I/O requirements
and can reside on a mirrored array (a single mirrored pair) to provide reliability with no added
performance.

ZENworks Configuration Management requires a dedicated Database Server that is not shared with
other database applications. This needs to be discussed during the design phase so that everyone
involved in the project (especially the database administrator) is fully aware of the requirements.
This might not be the case in very small implementations of ZENworks Configuration Management.
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3.5 Virtualization Considerations

A major consideration for the design of the customer’s infrastructure is whether or not the customer
is willing to virtualize some of the ZENworks Configuration Management infrastructure
components. With version 10.2, the components are supported on both VMware and Xen. This
could be an excellent low-cost alternative to hosting more ZENworks Configuration Management
servers on fewer physical servers.

For example, if the customer needs to deploy three physical servers in the data center, it might be
possible to increase this number to two or three hosted virtual servers on two physical servers. This
would create additional fault tolerance and redundancy, as well as better performance across the
board.

3.6 Ports Used by ZENworks Components

ZENworks Configuration Management uses a number of ports to communicate, based on specific
functions and features. These ports must be considered when building the design of the
infrastructure because they need to be open on firewalls if services reside behind them.

The following table outlines the ports that are used by ZENworks Configuration Management, and
gives a description of what services use them, and why. This information should be shared early in
the design phase, and should be reviewed by the network services teams.

Table 3-3 ZENworks Configuration Management Ports

Port Description

HTTP (TCP 80) Used to transmit content between the Primary Server or

Satellite devices and managed devices.
Stateful

) ) ) The Primary Server downloads patch license information

Primary Server and Satellite devices and checksum data over HTTPS (port 443), and the actual
patch content files over HTTP (port 80). ZENworks Patch
Management license information is obtained from the
Lumension licensing server (http://novell.patchlink.com),
and the patch content and checksum data is retrieved from
an AKAMAI hosted content distribution network
(novell.cdn.lumension.com). You must ensure that the
firewall rules allow outbound connections to these
addresses because the patch content distribution network is
a large fault tolerant network of cache servers.
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Port

Description

HTTPS (TCP 443)
Stateful

Open on the Primary Server

Used to transmit configuration metadata, authentication
credentials, and tokens between the Primary Server and
managed devices.

Used for the Tomcat secure port. It is also used by default to
download system updates from the Novell Customer Center
and to download Product Recognition Update (PRU).

Primary Server downloads patch license related information
and checksum data over HTTPS (port 443), and the actual
patch content files over HTTP (port 80). ZENworks Patch
Management license information is obtained from the
Lumension licensing server (http://novell.patchlink.com), the
patch content and checksum data is retrieved from an
AKAMAI hosted content distribution network
(novell.cdn.lumension.com). You must ensure that the
firewall rules allow outbound connections to these
addresses because the patch content distribution network is
a large fault tolerant network of cache servers.

CASA (TCP 2645)
Stateful

Open on the Primary Server

Used to transmit authentication credentials and tokens
between the Primary Server and managed devices when the
Tomcat server listening on Port 443 is busy.

LDAP / LDAPS (TCP 389/ TCP 636)
Stateful

Open on the Directory Server

Used to transmit directory information between the Primary
Server and Directory Server (Novell eDirectory or Microsoft
Active Directory).

Sybase (TCP 2638)
Stateful

Open on the Database Server

Used for JDBC communication between Primary Servers
and an internal or external Sybase database.

SQL (TCP 1433)
Stateful

Open on the Database Server

Used for JDBC communication between Primary Servers
and an internal or external Microsoft SQL Server database.

Oracle (TCP 1521)
Stateful

Open on the Database Server

Used for JDBC communication between Primary Servers
and an internal or external Oracle database.

Imaging (TCP 998)

Stateful

Open on the Primary Server and imaging

Satellite devices

Used to transmit images and requests for work to do
between the Primary Server and machines being imaged.

Proxy DHCP (UDP 67 / UDP 4011)

Open on the Primary Server and imaging

Satellite devices

Used to answer DHCP requests for PXE information. The
standard DHCP port (67) is used if the server is not also a
DHCP server; otherwise, the BINL port (4011) should be
used.
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Port

Description

TFTP (UDP 69)

Open on the Primary Server and imaging

Satellite devices

Used to send and receive TFTP data for PXE devices.

ZMGPreboot (UDP 13331)

Open on Primary Server and imaging
Satellite devices

Allows PXE devices to communicate with the PBServ
service to determine work to do. Required because the TCP
stack now exists in the PXE environment.

ZENworks VNC (5950)

Open on the managed device

Allows remote control and other remote operations to be
performed. Communication is between the managed device
and the Administration Console.

ZENworks VNC Request (5550)

Open on the Administration Console

Allows remote management requests to be sent by
managed devices. Communication is between the
Administration Console and the managed device.

Windows File and Print Sharing / CIFS
(137-139)

Communication is between the Primary Server and the
managed device or the WinProxy and the managed device.

Open on devices you want to discover via WinAPI and on
CIFS servers where you want to store 3rd party images.

ICMP

Open on devices you want to discover

Used to determine if a device exists on the network so that it
can be further interrogated. Communication is between the
Primary Server or WinProxy and the device you want to
discover.

Agent Management Port (TCP 7628)

Open on managed devices used to send

quick tasks to the managed device

Communication is between the Primary Server and the
Agent.

Wake-On-LAN Port (UDP 1761)

Used to forward subnet-oriented broadcast magic packets
for Wake-On-LAN.

Remote Management Proxy Port (5750)

Used by the remote management proxy to listen for the
incoming remote management requests from the remote
management viewer.

A more comprehensive version of this table is found in Section D.4, “Extended Port Chart Including

Port Usage,” on page 178.

3.7 Network Considerations

How network services are used plays a big role in the success of the overall deployment. Ensure that
you understand this area very well and involve the right people in the project from the start.

Individuals and departments that you want to notify and involve include:

+ Network services: The teams that manage the physical network infrastructure and hardware.

+ Security services: The teams that manage the security aspects of the network infrastructure

and services.

+ Operations: The teams that manage the provisioning of services and resources to the devices
that ZENworks Configuration Management will manage.
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The following sections contain more information:

*

Section 3.7.1, “Infrastructure vs. Bandwidth: Satellite Devices,” on page 66
Section 3.7.2, “DNS and DHCP Services,” on page 68
Section 3.7.3, “Time Synchronization,” on page 68

*

*

*

Section 3.7.4, “Support for the NetWare Operating System,” on page 68

3.7.1 Infrastructure vs. Bandwidth: Satellite Devices

When you consider the requirements for infrastructure, it is important to look at the available
bandwidth for a workstation, in addition to the requirements of the management product. It might be
necessary to update all devices as soon as possible.

By reducing the amount of infrastructure in place, ZENworks Configuration Management becomes
more reliant on the available bandwidth to each device when deploying software.

To calculate the available bandwidth for a given site, a number of formulas can be used. The
examples in this section indicate the amount of data that can be transmitted to a device within a
given one-hour period. The formula assumes that a local Satellite device is not present. Therefore,
all software downloads must be served by the WAN link to a Primary Server. Although these
formulas are not completely accurate, and are based on a number of assumptions, they can be used
to indicate which sites are good candidates for a Satellite device. As a rule of thumb, most remote
sites are good candidates for a Satellite device because your goal is to always deliver content and
collect information from managed devices quickly and efficiently. Generally speaking, delivering
content across a WAN infrastructure to multiple managed devices is not an efficient use of network
resources.

The following formula defines how to calculate the maximum amount of data that can be
transmitted to a device within a given one-hour period:

Available Bandwith (Mbps)
8

x 3600

: = MB per device per hour
(Connected Devices)

The result of this formula provides information on the amount of data that can be transmitted to each
device within a one-hour period.

Available bandwidth in this formula is not the total link speed. Other data is transmitted over the link
within a given hour and must be taken into account, for example:

+ Internet traffic

*

File and print

*

Directory authentication

*

Line of Business applications
+ VOIP

In the following examples, sites with different numbers of devices and link speeds are used to
demonstrate the levels of bandwidth available to a device within a one-hour period.
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Two sites have been chosen: SITE 1 (650 devices with a 100 MB link) and SITE 2 (20 devices with
a 10 MB link). For the purposes of the calculation, the formula assumes that approximately 95
percent of the available bandwidth is being used by other applications.

Based on link speeds, number of devices, and assumed available bandwidth, the formula gives the
following results for SITE 1:

5 Mbps
8

x 3600

= 3.46 MB per device per hour
650

In a one-hour period, it is possible to transmit 3.46 MB to every device at SITE 1 if you use all of the
bandwidth available to ZENworks Configuration Management. This site, because of its size and
lack of bandwidth per device, should be considered as a candidate to host a Satellite device.

Based on link speeds, number of devices, and assumed available bandwidth, the formula gives the
following results for SITE 2:

0.5 Mbps
8

x 3600

” = 11.25 MB per device per hour

In a one-hour period, it is possible to transmit 11.25 MB to every device at SITE 2 if you use all of
the bandwidth available to ZENworks Configuration Management. In this situation, you might not
choose to place a Satellite device at this site because the level of bandwidth per device is relatively
high.

When you take this all into account, the main requirements for choosing which sites should host a
Satellite device vary from one installation to the next. For example, some customers, even though
the available bandwidth with SITE 2 is high, might still want to have a device locally designated as
a Satellite device. In this case, a workstation-class machine should be more than sufficient to
manage the devices at that site.

The suggested placement of Satellite devices should be based on simple rules. Some examples of
sites that are good candidates for Satellite devices are as follows:

+ Sites with more than 200 devices.
+ Sites that have high cost or limited access links between the MD and Primary Servers.

+ Sites where the bandwidth per device per hour is less than x. In the examples above, 5 MB was
chosen because this is the average size of a patch.
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+ Sites that have secure locations to store devices. Customers might not want to place dedicated
Satellite devices in locations where they cannot be secured. In other words, you want to avoid a
situation where a user turns off the Satellite device or physically removes it from the network.

+ Sites with limited or costly access to WAN infrastructure.

3.7.2 DNS and DHCP Services

You should ensure that your network environment is well designed for ZENworks Configuration
Management. You need to ensure the following:

+ DNS forward and reverse lookup are properly configured so that you can resolve servers by
using their DNS names and IP addresses. VNC, for example, relies on the DNS infrastructure.
For this reason, it is important that the DNS service is well designed and implemented. If it is
not, the problem needs to be addressed during the design phase, properly documented, and
resolved before deployment begins.

+ We recommend that you register all of your managed devices in DNS, which makes it easy to
resolve by name. This is possible only if Dynamic DNS is in place and properly configured.

+ DHCP must be properly configured for imaging purposes, and your network team should work
closely with you to ensure that you can image across multiple subnets if necessary.

+ PXE must be enabled on your workstations if you choose to leverage the automated imaging
functionalities.

3.7.3 Time Synchronization

Time synchronization is an important factor for a stable ZENworks Configuration Management

design. Configuration items and deployment tasks, such as bundles, inventory uploads, and access to
user sources, rely on time stamps to ensure secure access to the relevant data. If servers and devices
have different times, this can cause a number of communication issues with the Management Zone.

We recommend that all devices have their time synchronized. This includes Primary Servers, the
ZENworks database, and managed devices.

For eDirectory customers, we recommend pointing the ZENworks Configuration Management
Servers to eDirectory Time Sources via NTP. All clients usually use the same time source via the
Novell Client, so the system is synchronized. For all customers, we recommend that a single source
be used for synchronization.

3.7.4 Support for the NetWare Operating System
The introduction of the new ZENworks Configuration Management architecture means

discontinued support for the NetWare operating system for both the Primary Server and the Satellite
devices.

68 System Planning, Deployment, and Best Practices Guide



Customers are encouraged to consider migrating to Open Enterprise Server (OES) Linux or to SUSE
Linux Enterprise Server (SLES) 10, which are supported as hosted platforms for the ZENworks
Configuration Management Server services. As part of the migration, consider the following
options:
+ Migrating existing NetWare servers to OES Linux.
+ Complete migration away from the NetWare kernel
+ Virtualized on Xen on top of OES Linux

+ Running the ZENworks Configuration Management core Server services (Primary Server) on
OES Linux

+ Running the ZENworks Configuration Management core Server services (Primary Server) on
SUSE Linux Enterprise Server (SLES).

+ Running the ZENworks Configuration Management core Server services in a virtualized
instance of either OES Linux, SLES, or Windows Server on top of OES Linux or SLES.

Refer to the Section 3.1, “Design Criteria/Decisions,” on page 23, for details on how to leverage an
existing NetWare infrastructure for application deployment. Remember that by doing this you also
require additional technologies and products, such as ZENworks Server Management.
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Performing Design Activities

The design phase of any project is the most intensive part of any Novell ZENworks Configuration
Management deployment or migration. This is where you conduct the most meetings, and identify
granular details for the design document and the plan to get ZENworks Configuration Management
successfully deployed across the infrastructure.

The design phase of the project is where you will spend the most time. Up to 80 percent of the
project time is spent in this phase, so do not approach this lightly.

Success is the critical measure of all deployments. If the design is built correctly and is based on
Novell best practices, the infrastructure should behave properly and you should see fewer
performance issues. A good design should seldom, if ever, need to be changed. You want it to in
place for years to come and simply extend upon it.

A combination of the business and technical assessments gives the design team the ability to
forecast future needs so the design is based on what you foresee the company infrastructure is like in
the future.

The following sections contain more information:

+ Section 4.1, “Design Workshops,” on page 71

+ Section 4.2, “Developing a Detailed Design,” on page 72
+ Section 4.3, “Lab Testing and Validation,” on page 121

+ Section 4.4, “Documentation,” on page 123

+ Section 4.5, “Using ZENworks 11 to Upgrade from SUSE Linux Enterprise Server 11 to SUSE
Linux Enterprise Server 11 SP1,” on page 123

4.1 Design Workshops

Before you start the design phase and workshops, you must complete the assessment phase, in its
entirety. This is covered in detail in Chapter 2, “Performing Pre-Design Activities,” on page 17.

The first thing you must do during the design phase is to work with the teams across the organization
to identify who is responsible for what, and identify how to structure the design teams and schedule
the meetings to get everyone with a stake in the project in a room to flesh out the details of the
design elements. Plan to break down the design into manageable chunks, then put it all together as
you develop the detailed design document and infrastructure architecture diagrams.

Conducting design workshops is the best way to consider each of these individual elements of the
overall design. A workshop is an informal gathering of all individuals that have a stake in the
success of that particular element, where you use a detailed agenda to direct the discussion.

For example:

+ How is a function currently performed?

+ How will the function be performed after ZENworks Configuration Management has been
fully deployed?

+ How many locations does the organization have?

Performing Design Activities

71



*

*

How many users work at each location?

How many devices are located at each location?
Do users roam from site to site?

Do devices roam from site to site?

What additional components of ZENworks are required, such as Asset Management, Patch
Management, and Security Management?

Is the customer limited to the use of a specific database vendor (Microsoft SQL, Oracle, or
Sybase)?

How do devices connect internally and externally?

+ VPN?

+ Internet?
Which platforms should be used for the ZENworks Configuration Management servers?
Which platforms are used by the organization? This includes both Windows and Linux.

Topics for design activities should include, but are not limited to, the following:

1.

O N o g bk w0

10.

11.

Infrastructure topics, including Management Zone configuration, Locations and Network
environments, user sources, role-based administrative accounts, folder structure, and placement
of services. The overall infrastructure layout should be developed with the most senior
members of the customer's IT departments.

Device discovery and agent deployment.
Migration tactics, if applicable.
Software packaging.

Software delivery.

Device and user policies.

Inventory gathering and reporting.

OS deployment, including consolidation of existing OS images (for example, Universal
Imaging).

Remote management capabilities.

Database design, including maintenance, performance, scalability, fault tolerance, disaster
recovery, backup, and restore procedures.

Administrative roles, including individual roles required by the customer, and identifying who
is required to have an assigned administrative account with what level of access.

It is important that everyone involved agrees on each of the individual design elements. If you do
not have consensus, you will likely face deviation from the design in the future. The objective of this
phase is to build a solid design for the overall infrastructure that is based on best practices outlined
by Novell. Every intricacy of the design needs to be well documented because this will be a
reference during the deployment and long after the deployment is completed.

4.2 Developing a Detailed Design

After you have held all of the necessary workshops, you must create a design document to detail
your findings and what you have agreed upon.
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The following sections contain information that should be addressed and documented in detail.
These sections cover areas that Novell recommends as best practice when deploying ZENworks
Configuration Management across the infrastructure.

+ Section 4.2.1, “Locations and Network Environments,” on page 73

+ Section 4.2.2, “Linux Subscription Options,” on page 77

+ Section 4.2.3, “Device Folder and Group Structures,” on page 80

+ Section 4.2.4, “User Sources,” on page 81

+ Section 4.2.5, “Role-Based Administrative Accounts,” on page 83

+ Section 4.2.6, “Licensing ZENworks Components,” on page 83

+ Section 4.2.7, “Configuration Settings for the Management Zone,” on page 84

+ Section 4.2.8, “Device Discovery,” on page 92

+ Section 4.2.9, “Adaptive Agent Deployment,” on page 94

+ Section 4.2.10, “Registration Rules and Keys,” on page 95

+ Section 4.2.11, “Remote Management,” on page 98

+ Section 4.2.12, “Inventory,” on page 100

+ Section 4.2.13, “Application Management,” on page 101

+ Section 4.2.14, “Policy Management,” on page 106

+ Section 4.2.15, “Linux Patch Management,” on page 109

+ Section 4.2.16, “Imaging,” on page 110

¢ Section 4.2.17, “Configuring a Layer 4 Switch,” on page 110

+ Section 4.2.18, “ZENworks System Update,” on page 112

+ Section 4.2.19, “Content Management,” on page 113

+ Section 4.2.20, “Offline Content Replication and Management,” on page 118

+ Section 4.2.21, “Satellite Authentication Role,” on page 119

4.2.1 Locations and Network Environments

+ “Locations” on page 73
+ “Network Environments” on page 74
+ “Location Closest Server Rules” on page 75

Locations

The concept of location awareness is new to ZENworks Configuration Management, but not new to
Novell. This technology originated with ZENworks Endpoint Security Management and is now part
of the core architecture of ZENworks. This means that it can be utilized across all ZENworks
features. In essence, your organization can now create locations (which can be physical office
locations, cities, floors, or buildings), and define them with physical networking attributes. This
allows devices to traverse the network from location to location, and get services, software, and
policies from local ZENworks servers.

The following graphic displays a number of locations set up for regional offices, in cities around the
world.
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Figure 4-1 Regional Office Locations
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These locations do not need to be physical locations or cities. They can be floors, buildings, or
whatever else defines your organization’s physical structure and distribution. You can create
locations that make sense for your particular circumstances.

Location awareness affects many aspects of your organization:

+ It provides greater control and management for the mobile user.

+ It connects the user to resources, based on location.

+ It defines endpoint throttling rates based on the location's bandwidth considerations.
+ It enforces policies or access to applications, when the device is in a specific location.

IMPORTANT: Locations need to be considered for all designs. You can use very granular settings,
as well as identify and control roaming users much more accurately.

Network Environments

Network environments define locations by using attributes to make the locations unique. When a
device powers up at one of the physical locations, it gets services from the servers at that location.

For example, the following illustration depicts the attributes that you can define for the Montreal
location.

74 System Planning, Deployment, and Best Practices Guide



Figure 4-2 Location Attributes
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You should configure as many of the attributes as possible, and set the maximum match to more than
1. This ensures that when a machine powers up at a location, the machine and the location are
accurately identified.

Location Closest Server Rules

Understanding and configuring location Closest Server Rules is essential to a successful ZENworks
Configuration Management infrastructure. Location Closest Server Rules are used to inform devices
which Primary Servers and Satellite devices to contact for a particular service (configuration,
collection, content, and authentication) and in which order. As you configure the rules you should
consider the placement of ZENworks Primary Servers and Satellite devices. These rules might
change as the design changes, so ensure that the requirements are tracked.

You configure and manage location Closest Server Rules in two primary places within ZENworks
Configuration Management 11.

+ The Default Closest Server Rule that is set up and updated as infrastructure servers are added to
the Management Zone.

+ The location Closest Server Rules that you set up and manage for each configured location.

If you have a single site with no remote locations, it is possible to utilize the default Closest Server
Rule, but if you have more than one site or have a need to granularly direct where managed devices
go for content, collection, configuration, and authentication, you need to set up locations and
network environments, and configure Closest Server Rules for each location. This gives you a great
deal of flexibility managing the performance of your Management Zone.

In addition to configuring the location Closest Server Rules, you can also override the rules at the
location level by configuring rules for each network environment you create and configure. This can
be useful if you need an additional layer of granularity when a location is defined by more than 1
network environment, such as a location with both a wired and wireless network.

You need to keep in mind the following points when you upgrade from ZENworks Configuration
Management 10.3, and you have a mixed zone of ZENworks Configuration Management 10.3 and
ZENworks 11 managed devices:

+ ZENworks 11 agents ignore Closest Server Rules that you have previously set up in your
ZENworks Configuration Management 10.3 environment, and only obey location Closest
Server Rules.
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+ ZENworks 11 agents obey the default Closest Server Rule.
+ ZENworks 10.x agents ignore locations and location Closest Server Rules.

To balance the load, we recommend using Closest Server Groups. A Server Group is a list of
Primary Servers and Satellite devices that can be accessed in a random order. By randomizing server
access, it is possible to balance the number of requests sent to each ZENworks Configuration
Management Server listed in the group.

Figure 4-3 Server Groups
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If load balancing and fault tolerance is a fundamental requirement of the infrastructure, the best way
to achieve it is though a Layer 4 (L4) switch. An L4 switch can front either Primary Servers or
Satellite devices, or both, in order to guarantee results when directing traffic to the devices behind
the switch. Most importantly, it ensures that services are always available to the end user
community. If you use an L4 switch, ensure that it is properly configured. If the switch is not
properly configured, the traffic is not properly directed, and there might be issues with connections,
responses, and so forth.

The L4 switch is configured in the location Closest Server Rules in a similar way to the Closest
Server Groups. When you are prompted, specify the L4 definition name, which must be either the
DNS name or IP address of the L4 virtual device.

Keep in mind the following considerations:

+ The L4 switch definition is displayed in each of the listings, no matter where it is created, with
the selected servers listed under each instance of the L 4 switch.

+ Servers can be members of multiple groups and L4 switch definitions.

+ Servers that are members of an L4 switch definition or group are no longer listed at the top
level of the server listing.

If there are no matching location Closest Server Rules for a given device, the managed device falls
back to the default Closest Server Rule. This rule is an ordered list of all the ZENworks
Configuration Management Primary and Satellite devices installed in the Management Zone. The
list must be ordered so that all the ZENworks Configuration Management Primary Servers are at the
top and all the ZENworks Configuration Management Satellite devices are at the bottom.

You should consider excluding the default Closest Server Rule to ensure that you are only
connecting to the appropriate servers at each location. You do this when you configure the location
Closest Server Rules for each location. You might want to exclude the default Closest Server Rule
for the following reasons:

+ Agent refresh speed: When a device is refreshed, the applicable ZENworks Configuration
Management Primary Server and Satellite device list for a device is calculated, serialized, and
sent via the SOAP service. Excluding the default Closest Server Rule optimizes the response
from the server, which also shortens the time required to complete a refresh.
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+ Satellite devices: Devices at one site should not attempt to access a Satellite device or Primary
Server at another location. Excluding the default Closest Server Rule ensures that a device only
connects to Satellite server if it is in the Closest Server rule for that subnet. If a Satellite device
is temporarily unavailable, this ensures that content is not pulled across a WAN connection by
local devices.

+ Server roles: If a Primary Server is dedicated to a particular task, such as reporting, excluding
the default Closest Server Rule ensures that devices do not attempt to use this server for other
services.

Figure 4-4 Excluding the Default Closest Server Rule
Locations 2> Montreal
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Details Servers Relationships

Location Closest Servers

Configure the setting for how managed devices determine their closest servers using the location

¥| Exclude the Closest Server Default Rule

For more information, see Infrastructure Management Settings (http://www.novell.com/
documentation/zenworks11/zen1l_system_admin/data/bfwf791.html) in the ZENworks 11 System
Administration Reference.

4.2.2 Linux Subscription Options

You can use Subscription options to control what type of software is downloaded from the remote
server, and how to store that software on your local server.

+ “Sub-Options for Subscriptions” on page 77

+ “Scenarios” on page 78

+ “Other Considerations” on page 79

Sub-Options for Subscriptions

+ Dry Run: Displays the packages and software that will be downloaded as part of the
Subscription Replication process, without actually downloading them.

+ Force-Replication: Downloads the packages again from the remote server if the packages are
corrupted or do not exist on the local server.

+ Create Sandbox: Creates sandbox versions of bundles created by the Subscription. This
option is not applicable when the Static Replication option is enabled.

+ RollBack on Failure: Enables or disables the Rollback on Failure feature for each Install RPM
action in the bundle created by this subscription. If this option is enabled and bundle
installation fails during an Install RPM action execution, it reverts all the transactions that
happened during this action execution.

+ Patches: Downloads both patches and monolithic bundles and creates a Linux bundle for each
patch. If the Patches option and the Create Dependency Bundle option are disabled, it
downloads only the monolithic bundle and creates a Linux bundle.
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+ Monolithic Bundle: If the Patches option is disabled, it replicates only the monolithic bundle
packages and automatically creates Linux bundles with the latest package RPMs. Either the
Patches option or the Monolithic bundle option is enabled, but not both.

+ Source RPMs: Downloads source RPMs (*.src. rpm) from the monolithic bundle and creates
a Linux bundle with an Install File (s) action. This option is effective only if the Patches option
and the Create Dependency Bundle option are disabled.

+ Create Dependency Bundle: Replicates monolithic bundle packages and automatically
creates Linux Dependency bundles with the package RPMs.

+ Publish Packages: Applicable only if the Create Dependency Bundle option is enabled. The
value is set for all the packages that are downloaded as part of the Linux Dependency bundle.
This option allows users to use the zac install command to install packages that are a part of
Linux Dependency bundle from a managed device.

+ Static Replication: Supports the Air Gap solution. This option replicates the package updates
from the remote server to the file system on your local server and creates a Static Source). The
location of the downloaded content is /var/opt/novell/zenworks/cache/package-
repo/Static_Subscriptions on a Linux server and %ZENWORKS_HOME%\work\cache\pkg-
repo\Static_Subscriptions on a Windows server. The created static source is used as input
for the Static Subscription.

+ Create Category based Bundle Groups: If this option is enabled, it creates one bundle group
for each patch category, such as Security, Recommended, Optional and adds patch bundles
(Linux bundles) to the corresponding bundle group, based on category. This option is effective
only if the Patches option is enabled and the Static Replication option is disabled.

+ Retain Bundle GUID: Applicable only for a ZENworks Linux Management subscription. If
this option is enabled, a bundle is created with the same GUID as that of the ZENworks Linux
Management Linux bundle.

Scenarios

+ Download patches and create Linux bundles: Enable the Create Linux Bundle option and
the Patches sub-option. This creates a bundle group and adds all the bundles to this group. If
you want to create bundle groups based on patch categories, select the Create Category based
Bundle Groups option.

NOTE: If there is no patch filtering configured, this option also downloads the monolithic
bundle. Patch filtering implies, that you download only a few patches, which are specified
using a regular expression or that you download patches based on the selected category.

+ Download patches and create a Static Source: Enable the Static Replication option and the
Patches sub-option to download patch bundles into the file system of the replicating server and
create a static source. The created static source can be copied to a CD or USB device. Mount
the CD or USB on a device on which the bundles need to be replicated to the other
Management Zone, then create a Static subscription to replicate ZENworks Configuration
Management bundles to the zone from the mounted static source.

NOTE: If there is no patch filtering configured, this option also downloads the monolithic
bundle. Patch filtering implies that you download only a few patches, which are specified using
a regular expression, or that you download patches based on the selected category.
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+ Download only Monolithic bundles and create Linux bundles: Enable the Create Linux
Bundle option and the Monolithic Bundle sub-option. This creates one Linux bundle per catalog
(service pack or updates release). If you want to download source RPMs, enable the Source
RPMs option. This option creates a Linux bundle with the Install Files action.

+ Download only Monolithic bundles and create a Static Source: Enable the Static
Replication option and the Monolithic Bundle sub-option. This downloads monolithic bundle
RPMs and creates a Static Source. This can be used for Air gap solution. If you want to
download source RPMs, enable the Source RPMs option.

+ Create a Linux Dependency bundle: Enable the Create Linux Dependency Bundle option.
This downloads packages and creates a Linux Dependency bundle that is a monolithic bundle.
By default, Linux Dependency bundle packages can not be installed on a managed device. If
you want to enable the installation of the packages part of the Linux Dependency bundle on the
managed device, enable the Publish Packages option.

+ Re-download the corrupted or missed packages in the content system: Enable the Force
Replication option. This is not effective when Static Replication is enabled.

+ Download Pool catalogs: Because Pool catalogs do not contain any patches, they can be
downloaded by using one or more of the following options:

+ If you are replicating the Pool catalogs for distribution, first upgrade, then replicate them
by using the Create Linux Bundles option and the Monolithic Bundle sub-option.

+ If you are replicating the Pool catalogs for dependency resolution then it is recommended
that you replicate them using the Create Linux Dependency Bundle option.

+ If you want to create a Static Source for the Air Gap solution, enable the Static Replication
option and the Monolithic Bundle sub-option.

Other Considerations

+ “Air Gap Solution” on page 79
+ “Static Subscription Option” on page 79
+ “Static Replication Option” on page 80

Air Gap Solution

An Air Gap is a security measure often taken for computers and computer networks that must be
extraordinarily secure. It is implemented by ensuring that a secure network is completely isolated
from insecure networks. The only connection between two devices or networks is via a human being
providing media-switching such as floppies, CDs, or USB drives. The Static Replication and Static
Subscription options are used to support this scenario.

Static Subscription Option

The Static Subscription option helps administrators in replicating updates from a remote repository
to a static location and then importing the updates to another ZENworks server. Before creating a
Static Subscription, make sure that you have a Static Source available on your server. To create
Static Source (see ““Static Replication Option™ on page 80). When you create the Static Subscription
make sure you specify the Static Source location (file system path on the replication server). When
the Static Subscription is replicated, it creates ZENworks bundles from the packages in the Static
Source location.
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Static Replication Option

This option is used to create a Static Source on the Replication server's file system. The directory
where the subscription content is downloaded is /var/opt/novel 1/zenworks/pkg-repo/
Static_Subscriptions/<subscription guid>/ on a Linux server and
%ZENWORKS_HOME%\work\cache\pkg-repo\Static_Subscriptions/<subscription guid>/
on a Windows server. The Static Source can be created in a Management Zone where the server can
go outside of the firewall to connect to the remote repository and download the software updates.
This structure is copied to the secure Management Zone from the non-secure Management Zone by
using media such as CDs or USB drives. The administrator can create ZENworks Configuration
Management bundles by using the Static Subscription in the destination zone.

4.2.3 Device Folder and Group Structures

Using ZENworks Control Center, you can manage devices by performing tasks directly on
individual device objects. However, this approach is not very efficient unless you have only a few
devices to manage. To optimize management of a large number of devices, ZENworks
Configuration Management lets you organize devices into folders and groups. You can then perform
tasks on a folder or group to manage its devices.

You can create folders and groups at any time. However, the best practice is to create folders and
groups before you register devices in your Management Zone. This allows you to use registration
keys and rules to automatically add devices to the appropriate folders and groups when the devices
register. Membership for dynamic groups is automatically updated based on the defined schedule
and the configuration of the dynamic group. By default, platform-specific dynamic groups are
created when ZENworks Configuration Management is installed, but you can create your own as
well.

The following information should be considered when designing the folder structure and groups for
a Management Zone:

+ Do you need to implement site administrators and sub-administrators who have limited rights
to the system or only to part of the Management Zone? For example, you might need a site
administrator who is only responsible for a specific location.

+ Do you need Help Desk users who are allowed to assign bundles and perform some remote
management tasks, but not allowed to create or modify items such as bundles and polices?

+ Do you need site-specific settings, such as inventory schedules or system variables?
+ Do you need department-specific configuration, such as system variables to set working
directories or host 1Ds?

The following graphic is an example of a company that is organized by country. Further
organizational folders can be included under each of these country folders. You can be as granular as
you want, and this is encouraged to implement specific levels of management.
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Figure 4-5 Folder Structure and Groups for a Management Zone
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4.2.4 User Sources

User-based management requires an authoritative source of user information to govern access
privileges, permissions, and configurations. The new architecture allows you link to multiple user
directories for this information, including your choice of Active Directory, eDirectory, or both.

Figure 4-6 User Sources
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Linking system management with authoritative user directories ensures that new hires, terminations,
internal moves, and other business changes immediately result in the appropriate provisioning,
deprovisioning, reconfiguration, and other system management changes. Other systems typically
require you to synchronize or copy Active Directory or eDirectory information to your management
database, which increases the change management burden by requiring installation of additional
software on the authoritative servers. If synchronization happens once a week, for example, users
can wait for several days for the directory to be synchronized—or perhaps have several days when
they can access resources they should not be able to use.
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In ZENworks Configuration Management, all communication with authoritative sources is read-
only, through LDAP. There is no need to extend schemas, so you avoid a potentially big change
management issue. Also, there is no need to install new software or make any other changes to the
user directories you currently use. Nor is there a need to install an intermediary identity management
system between ZENworks Configuration Management and authoritative sources.

Primary servers can link directly to any number of authoritative sources, of any type, and user
groups can span authoritative sources. This architecture allows simple management of resources
through user, user group, and container assignments, without the limitation of a single authoritative
source or the need to install and manage additional infrastructure to mediate between authoritative
sources and ZENworks Configuration Management.

The following graphic illustrates how Primary Servers link to various user sources:

Figure 4-7 Primary Server and User Sources
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As a best practice, you should set up your user sources prior to any deployment activities (discovery
of devices and deployment of the ZENworks Adaptive Agent). You must understand your directory
services infrastructure first, and the systems you will be referencing from your ZENworks Primary
Servers. In addition, if your deployment is a migration from an existing ZENworks infrastructure
(for example, ZENworks 7 Desktop Management), you must have your user sources defined prior to
running any of the migration steps. If you do not do this, you will not be able to migrate user-based
associations (including associations to user groups).

You can connect to Novell eDirectory and Microsoft Active Directory for your user sources. After
you connect to either of these LDAP directories, you define the containers within the directory that
you want exposed. Or, you could reference the top-level containers of the user source as the source
or the containers that contain users. This limits access within the directory to only those containers
that include users.

Both methods have some advantages and disadvantages that are mostly related to administration.
There is no difference in assigning bundles or policies.

Selecting top-level containers ensures that all users in subcontainers and all containers added to the
structure are maintained automatically and can be used for assignments without changes within
ZENworks Configuration Management.
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In addition, it is not possible to add subcontainers if the parent container is already in list. If you
want to change the structure, you need to delete the parent container and you lose all assignments so
it is important to get this right the first time.

Because of this, we recommend that you use only containers where users reside. This means adding
multiple sublevel folders from an eDirectory or Active Directory rather than only one.

4.2.5 Role-Based Administrative Accounts

The roles feature allows you to specify rights that can be assigned as roles for ZENworks
administrators. You can create a specialized role, then assign administrators to that role to allow or
deny them the ZENworks Control Center rights that you specify for that role. For example, you
could create a Help Desk role with the ZENworks Control Center rights that you want help desk
operators to have. You can also create individual administrative accounts and assign these to
managers of the system.

Common roles in most installations of ZENworks Configuration Management include the
following:

+ Help Desk: The Help Desk role should include common tasks, such as remote control, remote
view, and so forth, and be bound to specific boundaries (device folders), especially where there
are multiple sites and administration is not centralized.

+ Application Management: The Application Management role should include tasks and
functions for creating bundle content in specific folders and restricting it to folder boundaries.
Some administrators require more rights than others, so multiple roles could be created.

+ Backup Administrator: The Backup Administrator role is used if the default administrator
account can no longer be used.

+ Individual Administrator Accounts: It is also a best practice to create different levels of
administrator accounts and assign these separately to individuals. Do not give the administrator
credentials (the default Administrator account set up during the initial installation) to everyone.

The following graphic is an example of the kinds of roles you should consider when implementing
ZENworks Configuration Management:

Figure 4-8 Roles Section in ZENworks Control Center
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4.2.6 Licensing ZENworks Components
Components of ZENworks are licensed individually. To activate a component, go to ZENworks

Control Center and enter the license key provided by Novell. After you have entered the license key,
you see new pages added to ZENworks Control Center that are specific to that feature set.
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The following diagram shows the individual components that can be licensed:

Figure 4-9 Licenses
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4.2.7 Configuration Settings for the Management Zone

The Management Zone Settings panel lets you manage the global configuration settings for your
Management Zone. These global configuration settings are inherited by other objects (devices,
users, and folders) within your Management Zone and remain in effect unless they are overridden at

the folder or object level.

You should configure the global settings to accommodate the largest possible number of objects, and
then use the override option on any objects you want to configure differently. For example, you
should use the Device Refresh Schedule setting to define the schedule that you want the majority of
devices to use, and then override the schedule on individual devices or device folders if those
devices require a different schedule. This is the best practice for almost all Management Zone

configuration settings.

This section highlights configuration settings that you should consider setting at the global level,
then adjust as needed at the folder or object level. Not all settings are covered in this section because
they might not be relevant in your given situation, or they might differ greatly to what we would

minimally recommend. For more information, see Management Zone Settings (http://

www.novell.com/documentation/zenworks11/zen11_system_admin/data/bfw3r69.html) in the

ZENworks 11 System Administration Reference.

The following sections contain more information:

*

*

“Content Blackout Schedule” on page 85
“Content Replication” on page 85

“ZENworks Explorer Configuration” on page 86
“System Variables” on page 86

“Local Device Logging” on page 86

“Device Refresh Schedule” on page 87

“Device Removal Schedule” on page 88
“Dynamic Groups Refresh Schedule” on page 89
“ZENworks Agent” on page 89

“Inventory Schedules” on page 91
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Content Blackout Schedule

You should define a Management Zone setting only if you are sure that you want to use this setting
for all devices. In normal environments, you should not use a common blackout schedule for all
devices.

A content blackout schedule is needed only for special devices, such as device in the finance
department or production PCs that are used for controlling production processes.

The following graphic shows a corporate (global) blackout schedule of the last Friday of every
month, from 12:00 a.m. until 7:00 a.m. In this case, no content is sent to managed devices during
this time.

Figure 4-10 Blackout Schedule in ZENworks Control Center
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For more information, see Management Zone Settings (http://www.novell.com/documentation/
zenworks1l/zen1l system_admin/data/bfw3r69.html) in the ZENworks 11 System Administration
Reference.

Content Replication

These settings dictate how frequently Primary Servers replicate content in the Content Repository,
along with settings for throttling and checksums.

When ZENworks Configuration Management is initially set up, the replication schedule is set to run
every 5 minutes. You should change this to something more realistic for your environment, based on
how frequently you anticipate making changes to the system and how quickly you need the changes
replicated to other Primary Servers in your Management Zone. You might want to start by setting it
to run every 20 minutes.

Figure 4-11 Content Replication
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ZENworks Explorer Configuration

This setting defines the uninstall feature. If your customer does not need to uninstall applications,
disable this feature in your Management Zone.

Figure 4-12 General Section in ZENworks Control Center

»

General

Unassignec Bundles:
" D nat uninstall

I =]
@ Uninstall after 10 1 day:

Default Folder: [Edit / ZENworks =]
Agply Resst

For more information, see Content Settings (http://www.novell.com/documentation/zenworks11/
zenll system_admin/data/bfwdjcs.html) in the ZENworks 11 System Administration Reference.

System Variables

System variables are used to define paths, names, and other items in your system. In addition to the
predefined variables, Novell recommends using variables in bundles. This makes it much simpler to
create, manage, and deliver applications moving forward. You need to standardize on this early and
stay with your standard.

Common variables are SOURCE_PATH or TARGET_PATH

+ Define variables for your Management Zone.
+ Define variables for your folders if you need different or additional settings.
+ Define variables in your bundles only if the above settings do not fit your needs.
The following is an example of system variables that are set at the Management Zone level. These

can then be used in bundles for distribution. Because these are set at the Management Zone level, it
is assumed that these variables are resolvable on any device registered in the Management Zone.

Figure 4-13 System Variables in ZENworks Control Center

System Variables =
T Hame Value

[T DaTA D:\Data

[T TARGET_PATH D:uapplications

Apply Reset

For more information, see Content (http://www.novell.com/documentation/zenworks11/
zenll system_admin/data/brwh3ug.html) in the ZENworks 11 System Administration Reference.
Local Device Logging

Use a severity setting of Error for log messages. If you set the severity to Warnings and Above, you
might end up collecting more data than you really need. If you understand the errors you are
encountering, this is more than enough for troubleshooting your infrastructure.
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This settings page allows you to set the rollup schedule for a specific time or date. We recommend

that you create a new log file every day to ensure accurate information for troubleshooting purposes.

Figure 4-14 Log Settings in ZENworks Control Center
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For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks1l/zen1l system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.

Device Refresh Schedule

Use the default schedule as a starting point. Discuss the schedules with your customer and adjust
according to their needs. This information should have been collected during the assessment phase
of your project. Remember, shorter refresh schedules means more frequent ZENworks
Configuration Management traffic on the network. This could cause issues with over-utilization of
available bandwidth. Make sure you involve the network management team when you decide on this
setting.

Short refresh times for a large number of devices can also cause extensive server load, which might
cause distribution failures or failures at the server side (uploading inventory and so forth).

Use random refresh rates to future prevent server overload during peak periods. This setting can be
instrumental in increasing the scalability of the infrastructure components. Remember, the tests
Novell performs in the SuperLab are designed to test the breaking point of the components. In the
real world, thousands of devices should not regularly contact a server in the Management Zone.
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Figure 4-15 Device Refresh Schedule in ZENworks Control Center
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For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks1l/zen11_system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.

Device Removal Schedule

This setting needs to be discussed in detail with the customer during the assessment and design
phases to ensure that you are removing devices that should be removed. You want to avoid removing
devices that have been inactive for a certain number of days because the inactivity might result from
circumstances such as maternity leave or a leave of absence. The customer should be able to give
you the details on how long these situations should last, and what is acceptable. After you have this
information, you can configure the schedule appropriately.

Take the following into consideration when setting up the schedule:

+ How do we maintain actual reporting data? Do you need very accurate data?

+ How long are the devices off-line (average time)? Possible cases are vacation, illness,
maternity leave, extended leave of absence, and so forth.

+ Do you need statistics on removed devices?

If devices are to be flagged for removal and not actually removed from the Management Zone, these
devices can be easily found by specifying the Device State as Lost when searching for devices.

If you are required to report on all devices, even if they are not active on the network, managed
devices can be “retired” instead of removed. When a managed device is retired, its identity and
inventory information is retained but all policy and bundle assignments are removed. A retired
device is in a holding state until you un-retire or delete the device from the Management Zone.

For more information on retiring devices, see Retiring or Unretiring Devices (http://
www.novell.com/documentation/zenworks11/zen11_discovery_deployment/data/bcghaft.html) in
the ZENworks 11 SP1 Discovery, Deployment, and Retirement Reference.

88 System Planning, Deployment, and Best Practices Guide


http://www.novell.com/documentation/zenworks11/zen11_discovery_deployment/data/bcghaft.html
http://www.novell.com/documentation/zenworks11/zen11_system_admin/data/bfwdyji.html

For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks11l/zen1l_system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.

Dynamic Groups Refresh Schedule

Novell recommends the use of dynamic groups wherever possible. The membership of these groups
is recalculated on a regular basis to get the expected (and accurate) results.

For your initial configuration, Novell recommends a daily refresh schedule (All days of the Week).
This ensures that the membership lists of the dynamic groups accurately represent what you have
registered in the system.

Figure 4-16 Refresh Schedule in ZENworks Control Center
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For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks1l/zen1l_system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.

ZENworks Agent

At every client refresh, all Primary Servers and Satellite devices are marked as Unknown. When a
particular module requires a service, the Connection Manager (based on the Closest Server Rules)
makes a call to the first Primary Server or Satellite device hosting this service. If a Primary Server or
Satellite device is down or is not contactable, it is immediately marked as Bad. If it is in a Busy
state, it returns a busy error and the client waits and retries again.

There are three settings that control how many times and for how long a managed device should
wait before marking a Primary Server or Satellite device as Bad and then moving to the next
Primary Server or Satellite device in the closest server rule. These three client settings are available
in ZENworks Control Center, under Configuration > Device Management > ZENworks Agent.
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Figure 4-17 Client Retry Settings
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+ Times to Retry Requests to a Busy Server: The maximum number of retries a device
attempts to contact a Busy Primary Server or Satellite device.

+ Initial retry request wait: The initial wait time between each of the above retries. All
subsequent waits increment by 1 second. This means that the first wait time is 10 seconds, the
second wait time is 11 seconds, then 12 seconds, 13 seconds and so on, up to the amount in the
Number of Retries setting.

+ Maximum retry request wait: The maximum time the device waits between retries.This
overrides the incremental time to wait in the Initial retry request wait setting.

If a Primary Server or Satellite device is contactable but busy, a client waits for the initial wait
period, retries, increments the wait interval by the value specified, then retries again. This process
continues until the number maximum retries has been reached or until the connection load on the
server goes down. The default settings in ZENworks Configuration Management are 20 retries, an
initial wait time of 10, and a maximum wait time of 20. This means that a device waits a maximum
of 345 seconds before marking a busy Primary Server or Satellite device as Bad. All the HTTP or
HTTPS calls are sequential, so if the closest server rules are correctly configured, the wait should be
very short. Connecting to a different Primary Server or Satellite device might not be the best option
because it might be overloaded or across a low-bandwidth, high-latency connection.

These settings should be based on the placement of Primary Servers and Satellite devices within the
environment. If there are many Primary Servers in a location connected to the clients by high-
bandwidth, low-latency links, these settings can be lowered. If there are fewer Primary Servers and
clients connecting over low-bandwidth, high-latency links, or to a Satellite device across a WAN,
these settings can be increased to “wait out” the busy period. These settings can be overridden on the
device or folder level.

During Novell testing, retries were set at 60/30/60. A server was never marked as Bad, and all
content was delivered. No degradation of performance at the client was observed when the retries
were set high.

Additionally, you should configure the behavior of the ZENworks Adaptive Agent by disabling the
features that you will not use. For example, if you do not intend to use ZENworks Imaging, then turn
off the feature by disabling it. This keeps the agent streamlined by using only the resources it needs.
If you decide to utilize Imaging later, you can simply enable it again without any additional
deployment.

90 System Planning, Deployment, and Best Practices Guide



Figure 4-18 Agent Features
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Inventory Schedules

Inventory scan frequency depends on how often the hardware and software in the environment
changes, and how accurate the information needs to be. Under normal circumstances, it should be
adequate to collect inventory data on a weekly, biweekly, or monthly basis, but this might not be
sufficient for all deployments. Be aware of the workload placed on the ZENworks Primary Servers.
Every inventory scan a device does must be processed by the ZENworks Primary Server and stored
in the ZENworks database. Ensure that the schedule does not unnecessarily scan thousands of
devices on a daily basis, but if this is necessary, closely monitor the load and performance of both
the Primary and database servers. Inventory schedules can be set at the Management Zone folder,
and device level. We recommend that you configure inventory schedules on a folder basis to ensure
that the load is spread through a given time period. If you must immediately update the inventory of
a device, a scan-now request can be sent to the device via ZENworks Control Center.

For a weekly scan, select a day that is most likely to capture the largest number of devices connected
to the network. To capture all workers, consider doing a scan on every fifth day so that all days are
eventually targeted.

For restricted scan times, use the random wait time carefully. If a scan window of 9:00-17:00 is
configured with the Randomize scan time option, devices that disconnect during this period might
not be scanned. This can cause many to consistently miss their scans. The Process immediately if
device unable to execute on schedule option instructs any device that missed the schedule to scan
when it next connects to ZENworks. This is useful for ensuring that devices perform an inventory
when they are offline during their assigned inventory schedule.

Use a schedule that best fits the environment and avoiding restricting the scan times severely. A very
small “scan potential” window can lead to many devices not performing regular inventory scans.

If some devices are always on, consider starting the scan schedule before or after normal office
hours, so these devices can be processed when there is low utilization.

We recommend using a combination of inventory reporting and the advanced device search function
to compare last scan dates with last contact dates, so you can ensure that devices are being scanned
according to their schedules.
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Figure 4-19 Scan Schedule in ZENworks Control Center
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For more information, see Inventory Settings (http://www.novell.com/documentation/zenworks11/
zenll system_admin/data/bfwfuzy.html) in the ZENworks 11 System Administration Reference.

4.2.8 Device Discovery

When it comes to device discovery, you need to perform your discoveries and deployments in
stages. Use the recommendations in this section for discovery and deployment in order to avoid
massive amounts of discovery traffic on the LAN/WAN.

Some ideas to consider when performing device discovery include:

+ Discover assets subnet by subnet.

+ Discover assets building by building.

+ Discover assets site by site.

+ Import devices from Active Directory or eDirectory by using LDAP discovery tasks

+ Import devices from a spreadsheet (CSV) if they are well documented and the list is available
for you to use.

+ Use the ZENworks Migration Wizard to migrate your devices from eDirectory and target them
for deployment to avoid discovery of the initial assets that are already part of an existing
ZENworks system.

+ Use pilot groups.

These tips help you discover assets and roll out the ZENworks Adaptive Agent in a very manageable
way, which avoids failures for deployment and installation.
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Table 4-1 lists the duration and CPU usage for a discovery task performed by using the MAC
Address technology. This information helps you configure the discovery settings in an efficient way.

Table 4-1 Duration and CPU Usage for a Discovery Task

Duration of the

IP Address Range Discovery Task

CPU Usage Additional Details

Single IP address Less than 1 minute Lessthan5% The discovery task starts
immediately when it is launched.

164.99.94.0-164.99.94.255 10 minutes 5% The discovery task starts

] immediately when it is launched.
(254 devices)

164.99.0.0-164.99.255.255 30 hours 36% The discovery task starts

. immediately when it is launched.
(65,534 devices)

164.0.0.0-164.255.255.255 AlwaysinaPending 100% * The discovery task is not
state started. The status of the task

] remains as Pending.
(16,277,214 devices) )
¢ CPU usage is normal 10

minutes after the time the
discovery task is launched.

+ If any other discovery or loader
task is running simultaneously,
it might take a considerable
time to complete.

There are several things you can do to increase the speed of IP Discovery tasks.

+ Increase the Maximum Concurrent Discoveries from 5 to 20. This allows more addresses to be
scanned simultaneously.

+ Select only the discovery technologies that are required. We recommend enabling only the
discovery technologies that are configured within the environment. If SSH, NMAP, or SNMP is
not available or is not configured in the environment do not enable it. Every discovery
technology that is scanned for an IP address adds time to the discovery task. As a rule of thumb,
start with only WinAPI and the ZENworks discovery technologies enabled for the Management
Zone. You can override discovery technologies in the Discovery task, which means that
specific discovery technologies can be directed at certain subnets.

+ Configure only the necessary authentication credentials. The more authentication credentials
that are configured, the longer each scan takes.

+ Disable the MAC Address discovery technology. Any device with a MAC Address is
discovered via this technology. The devices show up in the discovered list with an Unknown
operating system, which causes the deployable device list to be inaccurate.

All discoveries are performed from the Deployment tab in ZENworks Control Center.
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Agent State

A Discovery task returns Management Zone information on devices with a ZENworks
Configuration Management Agent installed. The discovered devices can be viewed from the
ZENworks Control Center > Devices > Discovered tab. It is possible to see which devices are
registered with another Management Zone and which agents are currently unregistered.

The name of a managed device residing within the same Management Zone as the Primary server is
displayed in green and the name of the managed device residing in a different management zone is
displayed in the yellow.

Schedule

A discovery only returns device information if the device is turned on and contactable. A discovery
task should be run regularly on different days and times to ensure the entire environment is captured.

For more information, see Device Discovery (http://www.novell.com/documentation/zenworks11/
zenll_discovery_deployment/data/bapok7q.html) in the ZENworks 11 Discovery, Deployment and
Retirement Reference.

4.2.9 Adaptive Agent Deployment

Novell ZENworks Configuration Management provides a variety of methods you can use to install
the ZENworks Adaptive Agent to devices:
+ Use ZENworks Control Center to deploy the agent from the ZENworks Server to the device.

+ At the device, use a Web browser to download and install the Agent from the ZENworks
Server.

+ Include the Agent in an image and apply the image to the device.

+ Use a login script, Windows group policy, or ZENworks 7 Application object to install the
Agent.

Because ZENworks Configuration Management is usually implemented in larger environments, we
recommend deploying the ZENworks Adaptive Agent automatically; you should not manually
install the Agent.

The following sections contain more information:

+ “Default Deployment Packages” on page 94
+ “Custom Deployment Packages” on page 95

Default Deployment Packages

The best option for accessing the default deployment packages is through ZENworks Control
Center:

1 From the Home page in ZENworks Control Center, click Download ZENworks Tools in the left
frame.

2 Download the default package that you require.
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We recommend using one of the following deployment methods:

+ Use the Deployment task from ZENworks Control Center, after discovering or importing
devices.

+ Use your existing software distribution tool to deploy the agent.
+ Include the ZENworks Adaptive Agent in a new image.

For all methods you must have registration keys in place as described in Section 4.2.10,
“Registration Rules and Keys,”” on page 95.

For more information, see the ZENworks 11 Discovery, Deployment and Retirement Reference
(http://www.novell.com/documentation/zenworks11/zen1l_discovery_deployment/data/
bookinfo.html).

Custom Deployment Packages

During the ZENworks Configuration Management installation, default ZENworks Adaptive Agent
deployment packages are created. These packages are tied to the ZENworks Primary Server and
contain the URI from this server to register devices. There are no registration keys configured and
the registration process use default rules to register devices.

It is best practice to always use custom deployment packages when pushing the ZENworks Adaptive
Agent to your discovered or imported devices. You should avoid the use of the default Agent
deployment packages that are created because these include only default parameters that likely do
not meet the needs of the customer.

You must be familiar with these concepts before testing begins.

4.2.10 Registration Rules and Keys

When you deploy the ZENworks Adaptive Agent to a device, the device is registered in the
Management Zone and becomes a managed device. As part of the registration, you can specify the
device’s ZENworks name and the folder and groups to which you want the device added.

By default, when a device’s host name is used as its ZENworks name, it is added to the /Servers or
/Workstations folder, and it is not given membership in any groups. You can manually move
devices to other folders and add them to groups, but this can be a burdensome task if you have a
large number of devices or if you are consistently adding new devices. The best way to manage a
large number of devices is to have them automatically added to the correct folders and groups during
registration.

To add devices to folders and groups during registration, you can use registration keys, registration
rules, or both. Both registration keys and registration rules let you assign folder and group
memberships to a device. However, there are differences between keys and rules that you should be
aware of before choosing whether you want to use one or both methods for registration.

The following sections contain more information:

+ “Registration Rules” on page 96

+ “Registration Keys” on page 96

+ “Recommendations Regarding Registration” on page 96
+ “Registration” on page 97
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Registration Rules

If you don’t want to enter a registration key during deployment, or if you want devices to be
automatically added to different folders and groups based on predefined criteria (for example,
operating system type, CPU, or IP address), you can use registration rules.

ZENworks Configuration Management includes a default registration rule for servers and another
one for workstations. If a device registers without a key, the default registration rules are applied to
determine the folder and group assignments. The two default rules cause all servers to be added to
the /Servers folder and all workstations to the /Workstations folder.

The two default rules are designed to ensure that no server or workstation registration fails.
Therefore, you cannot delete or modify these two default rules. You can, however, define additional
rules that enable you to filter devices as they register and add them to different folders and groups. If
you’ve established folders for devices with similar configuration settings and groups for devices
with similar assignments, newly registered devices automatically receive the appropriate
configuration settings and assignments.

For more information, see Registration Rules (http://www.novell.com/documentation/zenworks11/
zenll quickstart/data/bvOn3h7.html#bado2ra) in the ZENworks 11 Administration Quick Start.

Registration Keys

A registration key is an alphanumeric string that you manually define or randomly generate. During
deployment of the ZENworks Adaptive Agent on a device, the registration key must be provided.
When the device connects to a ZENworks Server for the first time, the device is added to the folder
and groups defined within the key.

You can create one or more registration keys to ensure that devices are placed in the desired folders
and groups. For example, you might want to ensure that all of the Sales department’s workstations
are added to the /Workstations/Sales folder but are divided into three different groups
(SalesTeaml, SalesTeam2, or SalesTeam3) depending on their team assignments. You could create
three different registration keys and configure each one to add the Sales workstations to the /
Workstations/Sales folder and the appropriate team group. As long as each workstation uses the
correct registration key, it is added to the appropriate folder and group.

For more information, see Registration Keys (http://www.novell.com/documentation/zenworks11/
zenll quickstart/data/bvOn3h7.html#ba402g2)in the ZENworks 11 Administration Quick Start.

Recommendations Regarding Registration

Based on your final folder and groups design, we recommend that you create registration keys for
each folder you have created or defined.

The following graphic illustrates using registration keys to place devices in folders.
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Figure 4-20 Registration Section in ZENworks Control Center
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New York City: Registers the New York City folder, below USA.
Montreal: Registers the Montreal folder, below Canada.
London: Registers the London folder, below England

In combination with dynamic groups that are based on departments, it is possible to manage device
registration very easily. You use these keys in your deployment packages to auto-register all devices
in your Management Zone.

Registration
You should enable dynamic device renaming, which is disabled by default.

This feature provides a very flexible way to handle some desktop management processes such as
renaming or re-installation. During the ZENworks Configuration Management framework-based
installation process, the device hame changes to a randomly generated name, but if this feature is
place and you have a working imaging partition, all references are automatically maintained by the
ZENworks Adaptive Agent registration process.

This prevents having duplicated device entries and GUIDs in the database.
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Figure 4-21 Registration in ZENworks Control Center
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For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks1l/zen1l_system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.

4.2.11 Remote Management

All guidelines for Remote Management are concerned with the configuration settings for
performance and security.

+ “Security” on page 98
+ “Performance” on page 99
Security

To prevent unauthorized access to the managed device, the Remote Management service on the
managed device uses the following modes of access:

+ “Rights-Based Remote Management Authentication” on page 99
+ “Password-Based Remote Management Authentication” on page 99

System Planning, Deployment, and Best Practices Guide


http://www.novell.com/documentation/zenworks11/zen11_system_admin/data/bfwdyji.html

Rights-Based Remote Management Authentication

In rights-based authentication, rights are assigned to the remote operator to launch a remote session
on the managed device. By default, ZENworks administrators have rights to perform remote
operations on all the managed devices regardless of whether the local user or the ZENworks user is
logged in to the device.

The remote operator does not need any exclusive rights to perform a remote session on the managed
device if no user has logged in to the managed device or if a user has logged in to the managed
device but not in to ZENworks. However, the remote operator needs exclusive Remote Management
rights to perform the remote operation on the managed device when a ZENworks user has logged in
to the device. We strongly recommend using the rights-based authentication because it is safe and
secure.

Password-Based Remote Management Authentication

In password-based authentication, the remote operator is prompted to enter a password to launch the
remote session on the managed device. There are two types of password authentication schemes:

+ ZENworks Password: This scheme is based on the Secure Remote Password (SRP) protocol
(version 6a). The maximum length of a ZENworks password is 255 characters.

+ VNC Password: This is the traditional VNC password authentication scheme. The maximum
length of a VNC password is 8 characters. This password scheme is inherently weak and is
provided only for interoperability with the open source components.

If you use password-based authentication, we strongly recommend using the ZENworks Password
scheme because it is safer and more secure than the VNC Password scheme. Ensure that any
passwords used are of an adequate length and complexity.

The password schemes operate in the following modes:

+ Session Mode: A password set in this mode is valid only for the current session. The user on
the managed device must set the password at the start of the remote session and communicate
the password to the remote operator through out-of-band means. If you use password-based
authentication, we strongly recommend that you use this mode of authentication because the
password is valid only for the current session and is not saved on the managed device.

+ Persistent Mode: In this mode, the password can be set by the administrator through the
Remote Management policy or by the managed device user through the ZENworks icon if the
Allow user to override default passwords on managed device option is selected in the security
settings of the Remote Management policy.

If the password is set by both a remote control policy and the user, the password set by the user takes
precedence over the password configured in the policy.

Performance

The performance features are enabled by default in the Remote Management policy or configuration
page. They can be disabled, but we do not recommend doing this.

For more information, see Device Management Settings (http://www.novell.com/documentation/
zenworks1l/zen1l_system_admin/data/bfwdyji.html) in the ZENworks 11 System Administration
Reference.
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4.2.12 Inventory

ZENworks Configuration Management contains a powerful feature for collection and reporting on
software and hardware inventory in the environment. The configuration of the inventory collection
should be managed before deployment to ensure that the devices are collecting only relevant
information.

Inventory collection settings are split into three main sections. Each section is configured
independently of the others.
+ Scan Now: If a device is manually forced to perform an inventory scan.

+ First Scan: The first time the agent is installed and a scan happens. Controlled by the Logins
before first scan configuration setting in ZENworks Control Center. This setting should
complement the build process of the devices.

+ Recurring Scan: Controlled by the Inventory Scan Schedule. See “Inventory Schedules” on
page 91 for further information.

+ “Software File Information” on page 100

+ “Collection Data Form Schedules” on page 101

Software File Information

Select the Collect Software File Information option only if you must identify software products that
aren’t recognized by the ZENworks Knowledgebase. This option forces a very granular collection of
inventory information, which has performance impacts throughout the ZENworks infrastructure. If
you must create local software products based on software file information, we recommend that you
override inventory settings only on the individual target devices.

Figure 4-22 Inventory Scan Settings
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For more information, see Creating Local Software Products (http://www.novell.com/
documentation/zenworks11/zen1l_inventory/data/babmgyw.html) in the ZENworks 11 Asset
Inventory Reference.
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Collection Data Form Schedules

The collection data form is used to collect demographic information for a device or user. The
information can be collected on several schedules or events, or it can be collected manually. You can
also use the Scan Now, First Scan, or Recurring Scan options. This information can be very useful
when attempting to identify where devices are located and who is using them.

Select a schedule that best fits your requirements. Collecting this information on a monthly basis
should be a good choice. Ensure that you run a new collection after a change, such as a move or user
change.

Use the auto-fill function to avoid user input. System variables and registry settings can be used to
silently collect the demographic data. These variables or settings can be delivered through the install
process or through bundles. Administrator-defined fields should be created to collect additional
information.

For more information, see Scanning Demographic Data (http://www.novell.com/documentation/
zenworks1l/zen1l_inventory/data/baSmfvo.html)in the ZENworks 11 Asset Inventory Reference.

4.2.13 Application Management

You are not required to organize bundles into different folders, but we recommend that you use a
minimal folder structure to divide applications and images. If bundles are organized logically and
granularly, it becomes very easy to create special administrative accounts that only have limited
rights to a given folder or set of folders.

+ “Recommendations for Organizing Bundles” on page 101

+ “Bundle Groups” on page 103

+ “Assigning Bundles” on page 103

+ “Importing and Exporting Bundles” on page 103

+ “Application Delivery Mechanism” on page 104

Recommendations for Organizing Bundles

Every organization is different and has different requirements for organizing content. The important
thing to keep in mind is that you should always organize your content according to how your
organization views it. If you do not organize the content and simply put everything into the default
folder, it becomes unmanageable within a very short time.

Keeping this in mind, some best practices for organizing your bundle objects include:

+ Creating a folder for application bundles.
+ Creating a folder for imaging bundles.

The zPM folder is an auto-generated folder that contains all -service related bundles. Although the
bundles in this folder can be changed and additional ones created, we recommend that you do not
change the folder and the bundles within it.
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We recommend that you create folders under the base Bundles folder to group imaging and
application bundles together. The following list provides examples of the types of folders that can be
created:

+ Create a folder for software vendors:

+ Microsoft (Office, Internet Explorer, MediaPlayer)

Adobe (Reader, Photoshop)
SAP (Basis, HR)
+ Novell

*

*

+ Create a folder for special applications:
+ CAD
+ Database applications
+ Software development
+ Create a folder for tools:
+ Windows tools (WinZip, WinRAR, UltraEdit, and so forth)
+ Create a folder for base images.
+ Create a folder for add-on images.

Categorizing application and imaging bundles into separate folders also allows for administrator
roles to be created so you can limit the bundles that an administrator can edit or assign to devices.

Figure 4-23 Bundle Folders in ZENworks Control Center
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The important thing is to arrange your content with your company organization in mind. This might
be different with each company or site. This information should be gathered during the design phase
of the project and detailed in the design document.

For more information, see Managing Folders (http://www.novell.com/documentation/zenworks11/

zenll_cm_software_distribution/data/banqweb.html) in the ZENworks 11 Software Distribution

Reference.
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Bundle Groups

In addition to using folders, it is a good idea to create bundle groups for some applications to make
assignments easier. Each group contains a set of bundles that belong together. These groups can be
organized for special functions or tasks.

The following are some examples of how you might want to leverage bundle groups to keep things
simple:

+ APPS-Base: Contains all applications needed by all users.
+ Finance-Applications: Contains bundles needed to work with finance applications.
+ Help Desk-Tools: Contains bundles that are related to the Help Desk.

The following is a graphical representation of how you might want to leverage bundle groups:

For more information, see Managing Bundles (http://www.novell.com/documentation/zenworks11/
zenll cm_software_distribution/data/ba47u2y.html) in the ZENworks 11 Software Distribution
Reference.

Assigning Bundles

A major feature in ZENworks Configuration Management is the ability to inherit assignments from
multiple places within the system. With this feature, it is very easy to assign a bundle or bundle
group to many devices in seconds. You do not need to assign bundles to each device, which saves
time and money.

Based on your folder and group design, we recommend that you use folder or group assignments
instead of direct assignments. Use these indirect assignments wherever possible to increase speed
and reduce administration effort. If you utilize folders and groups for as many of your assignments
as possible, you can deliver updates to hundreds of devices when you need to get them there, even
immediately.

Best practices on how to leverage folders and groups include:
+ If you have a set of bundles that are required for all devices in a site, use the site folder to assign

these bundles or bundle groups.

+ If you have special bundles that are used in one or more departments, assign these bundles only
to the department folders.

+ If you have bundles that are used by several devices in different folders, set up groups for
assignments.

+ Only use direct assignments if a single device or a small number of devices need special
assignments.

For more information, see Managing Bundles i (http://www.novell.com/documentation/zenworks11/
zenll cm_software_distribution/data/ba47u2y.html)n the ZENworks 11 Software Distribution
Reference.

Importing and Exporting Bundles

Novell best practice dictates that a new application or change to an existing application in the
environment should use a testing phase that does not affect the production network. We recommend
that a development zone (DEV-ZONE) be created with its own ZENworks Configuration
Management structure that mirrors the production network. After an application has been approved

Performing Design Activities

103


http://www.novell.com/documentation/zenworks11/zen11_cm_software_distribution/data/ba47u2y.html
http://www.novell.com/documentation/zenworks11/zen11_cm_software_distribution/data/ba47u2y.html

for production deployment, it should then be moved from the DEV-ZONE to the production zone
(PROD-ZONE). Currently there is no way to export MSI files from the Content Repository, so we
recommend that all source files are retained; otherwise, there will be no source to be imported into
production (see TID 7002543 (http://www.novell.com/support/) on the Novell Support page).

To export bundles:

1 From the DEV-ZONE ZCM server, export the bundle to a specific export directory by using the
following command:
zman bundle-export-to-file /bundle_path/bundle_name bundle_filename.xml

If the application has no dependencies and is not a Windows MSI bundle, a single
bundle_filename.xml is created. If there are dependencies or MSI content to be imported
into the Content Repository, two files will be created: bundle_filename.xml and
bundle_filename_ActionContentinfo.xml.

For example, you can export the officeXP bundle to officeXP.xml by using the zman
bundle-export-to-file officeXP officeXxP.xml command. The officeXP.xml and
officeXP_ActionContentInfo.xml files are created.

2 Copy all files related to the application MSI (not all MSI files are self-contained) to the same
application export directory. It is possible to place the application MSI is a separate folder;
however, the following section of the bundle_filename_ActionContentinfo.xml file
needs to be modified to specify the content location:

includeAl IFilesinSubFolders="Talse">E:\Tiles\ApplicationX.msi</
ContentFilePath>

3 Copy the entire directory by whatever method of communication is approved from the DEV-
ZONE server to the PROD-ZONE server.

4 Create the bundle on the PROD-ZONE ZCM server by using the following command:
zman bundle-create new_bundle_name bundle_xml_filename.xml bundlefolder --

actioninfo bundle_name_ActionContentinfo.xml (using /bundlefolder/bundlename
results in an error because of invalid characters).

For example, use the following command to create a bundle called ApplicationX:

zman bundle-create OFFiceXP officeXP.xml “/Bundles/Microsoft Applications™
—--actioninfo officeXP_ActionContentinfo.xml

Application Delivery Mechanism

There are a number of different methods to deliver content to your managed devices with ZENworks
Configuration Management.

+ “Tomcat via HTTPS” on page 105

+ “NetWare” on page 105

+ “Microsoft” on page 105

+ “Other Network Shares (NetStorage)” on page 106

+ “Recommendation for the Delivery Mechanism” on page 106

104 System Planning, Deployment, and Best Practices Guide


http://www.novell.com/support/

Tomcat via HTTPS
Benefits:
+ ZENworks Configuration Management controls the distribution of content to the various

Satellite devices and Primary Servers that exist within the Management Zone.

+ Data is encrypted within Tomcat, so anyone with file access to the server will not be able to
access applications.

+ HTTP is used to deliver content, rather than SSL, so there is no overhead to re-encrypt the
content for transmission.

+ Access to data is based upon the relationships defined within ZENworks Configuration
Management. If you are not a target device or user of ZENworks Configuration Management,
you have no access to application, image, or policy data.

+ This is a firewall-friendly solution. It is very easy to allow DMZ access to content for remote,
Internet-based devices, without cumbersome configuration changes on routers, switches, and
firewalls.

Drawbacks:

+ The ZENworks Configuration Management server becomes less scalable because it is serving
more HTTP requests from managed devices.

+ |t can take some time before an application has finished encrypting and injecting its data into
the Web server.

NetWare

You can use the Novell Client (Client32) and existing mapped network drives or directly via UNC to
provision application data to your managed devices.

Benefits:

+ Uses the existing infrastructure.
+ Less overhead is required on the ZENworks Server.

Drawbacks:

+ ZENworks Configuration Management has no control over the distribution of the application
content. The distribution must be managed outside of ZENworks Configuration Management
with products such as ZENworks Server Management.

+ ZENworks Configuration Management has no control over who has access to the data.

+ Application content is not encrypted and can potentially be installed by anyone with access to
the server.

+ This is not a firewall-friendly solution. Access from outside the firewall requires VPN access in
order to deliver applications.

Microsoft
You can use Microsoft DFS shares, Active Directory servers, or file and print servers.
Benefits:

+ Uses existing infrastructure servers.
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+ Less overhead is required on the ZENworks Server.
+ Uses existing domain credentials of devices and users to control access to the files you are
provisioning to managed devices.
Drawbacks:

+ ZENworks Configuration Management has no control over the distribution of the application
content. The distribution must be managed outside of ZENworks Configuration Management
with products such as ZENworks Server Management or Microsoft DFS.

+ ZENworks Configuration Management has no control over who has access to the data.

+ Application content is not encrypted and can potentially be installed by anyone with access to
the server.

+ This is not a firewall-friendly solution. Access from outside the firewall requires VPN access in
order to deliver applications.

Other Network Shares (NetStorage)

It is also possible to use NetStorage devices for content hosting and delivery of application content
to your managed devices.

Benefits:

+ Uses existing infrastructure.
+ Less overhead is required on the ZENworks Server.
Drawbacks:
+ ZENworks Configuration Management has no control over the distribution of the application
content. The distribution must be managed outside of ZENworks Configuration Management.
+ ZENworks Configuration Management has no control over who has access to the data.

+ Application content is not encrypted and can potentially be installed by anyone with access to
the server.

+ This is not a firewall friendly solution. Access from outside the firewall requires VPN access in
order to deliver applications.

Recommendation for the Delivery Mechanism

Novell recommends using the ZENworks Configuration Management internal delivery mechanism
(HTTP) for bundles and policies. Although it might be easier to use other delivery methods you will
lose most of the benefits within ZENworks Configuration Management. Some of these benefits
include:

+ Content replication capabilities

+ Rights to the content store

+ Data encryption and security wrapped around content

4.2.14 Policy Management
In general, it is not a good idea to have thousands of different policies in place to fulfill all

requirements. In desktop management, there are usually sets of policies for certain groups, such as
normal users, administrative users, and special user groups, such as software developers.
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However, you might also want to organize policies in more than one folder to restrict access and

administration to specific groups or users.

Some policies definitely need to be restricted to a set number of people within the organization (such
as remote management policies), so you need to consider this best practice recommendation

carefully.

However, it is a good idea to organize different sets of policies in different folders. In addition, we
recommend that you use policy groups to put different policies together in a single package and then
assign these policy groups to devices or users, (policy groups are loosely synonymous to policy
packages in previous versions of ZENworks Desktop Management).

To make sure that every device receives the required and effective settings, we recommend that you
define the order in which policies are applied. There are four options you can use here, and you need
to understand your policy requirements before you make these decisions:

*

*

*

*

Use only device policies
Use only user policies

Apply device policies first, user policies last (user-assigned policy wins)

Apply user policies first, device policies last (device-assigned policy wins)

All policies are applied in the following order: folder, group, then device or user.

The following graphic shows the effective policies on a given device:

Figure 4-24 Assigned Policies Page in ZENworks Control Center
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In the above example, there is a policy group assigned to a folder BRA. This group contains all
policy settings (Policy-STD) that are required for all users in BRA. Additionally there is policy
group assigned to the NCS folder (below BRA). Finally, there is a direct policy assignment to the

NCS folder that modifies the DLU settings only.

The following sections contain more information:

+ “Recommendations for Managing Policies” on page 108

+ “Advantages to Assigning Group Policies through ZENworks Configuration Management” on

page 108

+ “Linux Puppet Policies” on page 108
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Recommendations for Managing Policies

Organizing policies into folders and policy groups makes it easier to manage the assignment process
to devices and users. When managing policies, you should consider the following items:

When managing policies, you should:

+ Define user and device categories during the assessment phase, such as Standard-user,
Administrative-user, Management-user, Help Desk-device, and so forth.

*

Define required policies and sets that can be used for policy groups.

*

Define the order in which policies are applied.

*

Assign policy groups to folders as needed.

*

Use folder or group assignments wherever possible.

Advantages to Assigning Group Policies through ZENworks Configuration
Management

With ZENworks Configuration Management, you can use plural group policies, meaning you can
layer multiple group policies on top of each other, applying what is referred to as effective policies
at the endpoint level. Using ZENworks Configuration Management to do this allows you to handle
roaming users effectively, making policies available to end users no matter where they are logging in
from. Most organizations use group policies to manage the look and feel of the user's desktop
experience. There are two choices when it comes to using Group Policies in your environment:

+ Import your policy files into ZENworks Configuration Management and replicate them across
your infrastructure.

+ Deliver your policies though Microsoft Active Directory.

Linux Puppet Policies

The Puppet policy follows a client/server deployment model to automate configuration management
of multiple hosts in the ZENworks environment. As a client/server model, the ZENworks Server
replaces the role of puppet master, allowing it to centrally store and deploy the puppet configuration
resources and catalogs by using the Puppet policy.

The ZENworks managed device acts as the puppet client to invoke the puppet standalone executable
as part of its policy enforcement to locally compile and apply the puppet catalogs and scripts to
every managed node. The puppet content is distributed as either manifest (puppet programs) or
modules (self-contained archives with a collection of manifests, types, templates, libraries and files)
in puppet directory structure and format. These configuration changes are applied as root on every
refresh of the device node.

ZENworks managed devices running Linux use the custom packaging for puppet (supported version
= 0.24.8), Ruby, and Facter packages with ZENworks puppet configurations. It does not use the
system puppet if it is already installed. Using the ZENworks puppet client to communicate with a
standard puppetmaster is not supported, and standard puppet clients are not authorized to retrieve
puppet configuration information from a ZENworks Server.

Unlike the standard puppet master, the Puppet policy stores the imported puppet content in the
content repository on the ZENworks Server and does not maintain the directory structure. However,
the ZENworks puppet client maintains the directory structure under the configured modules path for
the deployed modules.
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The ZENworks puppet client polling interval is based on the device refresh interval (the default
value is 24 hours). The puppet client is preconfigured to use the default puppet settings (for
example, modulepath, confdir and log path) for ZENworks. These settings can be modified or
overwritten in the policy settings, based on the requirement.

You must ensure that the same puppet module is not deployed to the identical node as part of
different policies, and you must also avoid using dependencies among modules. The puppet catalogs
(module) can be imported as an archive to different policy versions and deployed to all managed
devices on refresh. This allows you to keep it in sync with the central repository on the server and
apply changes to achieve baseline configurations. Puppet policies can serve as the best way to scale
up basic Puppet deployment through ZENworks, so you can configure and manage more hosts per
server.

Refer to the following resources to learn more about Puppet policies and how to utilize them:

+ Puppet Official Web site (http://www.puppetlabs.com/)
+ Find and share Puppet modules (http://forge.puppetlabs.com/)
+ Modules (http://projects.puppetlabs.com/projects/1/wiki/Puppet_Modules)

4.2.15 Linux Patch Management

Publishing ZENworks RPM Packages in the YUM Repository

Whenever RPM packages from external package repositories like NU or RHN are replicated to
ZENworks Server, they are stored in the ZENworks content repositories as content. Sometimes it
might be necessary for other package management tools like YaST/zypper or YUM to use this RPM
content from the ZENworks Server in the local network instead of going to the remote NU or RHN
server. TYou can do this by publishing the ZENworks bundle as a YUM repository. When you create
a YUM service from a Linux bundle or Linux Dependency bundle, the packages of the bundle are
published as a YUM repository on the ZENworks Server. The repository can then be added as an
installation source for package management tools like YaST/zypper or YUM.

For example, suppose that you have installed SUSE Linux Enterprise Server or Open Enterprise
Server 2 from media, but you have been applying updates by using ZENworks replicated bundles. If
you try to install or edit any pattern or install a new package in YaST, you might get dependency
resolution errors, because YaST has no knowledge of the package updates available on the
ZENworks Server. It has knowledge of only the installed packages and packages available on the
media. YaST must have access to the package updates in ZENworks server to resolve the
dependencies properly. However, YaST does not understand the ZENworks bundles and content
format. The only way to provide access to ZENworks server packages is to publish the ZENworks
bundles containing the package updates as YUM repositories and add the YUM repositories as
installation sources in YaST.

Adding External Services by Using an External Service Policy

RPM package distributors publish packages in repository formats like YUM or ZYPP. There might
be scenarios where you need to install some packages from these repositories or use these packages
for dependency resolution. For example, your SUSE Linux Enterprise media might be available as a
ZYPP installation source ina FTP or HTTP (URL) and the packages in the media might be required
for dependency resolution while installing SUSE Linux Enterprise package updates. You can add

these repositories as external services to the ZENworks agent on managed devices. To add external
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services to a large number of devices, you can use the External Service policy. You create the
External Service policy with repository details and assign the policy to the managed devices to
which you want to add the repositories.

Adding ZENworks-Hosted YUM Services to External Package Management Tools

The External Service policy also has an option to synchronize the services with the external package
management tools. If you use this option along with adding the external services to ZENworks
agent, it also adds the services to external package management tools like YaST/zypper (SLES 10
and SLES 11), rug/zmd (SLES 10), and YUM (RHEL 4 and RHEL 5). You can use both of these
features to easily make the ZENworks hosted RPM packages available to external package
management tools. To do this, you export the ZENworks bundles to YUM repositories and then
create external service policies for these repositories by selecting the option to synchronize the
services with external package management tools. Upon enforcement of these policies on managed
devices, the service is added to external package management tools.

Using a ZENUSER System Variable

The ${ZENUSER} system variable maps to the user logged into the graphical session on the Linux
device. For example, if user 'bob' is logged into the display:0 of a Linux device, then any bundle that
references the ${ZENUSER} variable resolves to 'bob'. There are various applications to do this.
For example, the ${ZENUSER} variable can be used to install Desktop icons in the home directory
of the logged-in user by setting the path of the icon file to /home/${ZENUSER}/Desktop/. A
system variable could also be used to set the permission of a installed file to the logged-in user.

4.2.16 Imaging

We highly recommend that you adopt a methodology for creating and delivering Universal Images
to your endpoints. A universal image is a single image of Windows XP, Windows Vista, or Windows
7 that can be deployed to multiple hardware types. After you have established the Universal Images,
you can deliver core applications and line-of-business applications as add-on images during the
imaging process. This method can be further extended to also provide hardware-specific drivers
during the imaging process. Tools such as ENGL's Imaging Toolkit for ZENworks Configuration
Management can be used to make the process of creating a Universal Image very easy to manage.

For more information, see the ZENworks 11 SP1 Preboot Services and Imaging Reference (http://
www.novell.com/documentation/zenworks11/zen11_cm_preboot_imaging/data/bookinfo.html).

4.2.17 Configuring a Layer 4 Switch

ZENworks Configuration Management supports achieving load balancing and fault tolerance for
your infrastructure services though using a Layer 4 (L4) switch. An L4 Switch can front either
Primary Servers, Satellite devices, or both. This allows the organization to achieve guaranteed
results when directing traffic to the devices behind the switch. Most importantly, this allows
organizations to ensure that services are always available to their end user community.

L4 switches are expensive and not affordable for many smaller organizations. Smaller organizations
often turn to other forms of load balancing and fault tolerance solutions that are readily available to
them. These include solutions such as DNS Round Robin, Microsoft Load Balancing Services, and
other open source solutions on the market.
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When you do use an L4 switch, you need to ensure that it is properly configured. If the switch is not
configured properly, the traffic is not directed properly and there might be issues with connections,
responses, and so forth.

The following sections explain the general requirements for properly configuring an L4 switch to be
used in front of ZENworks Primary Servers and Satellite devices:

+ “Foundry Networks ServerlronXL Configuration” on page 111

+ “Summary of Configuration Settings” on page 112

+ “Configuring the Closest Server Default Rule” on page 112

+ “Configuring an L4 Switch Definition from Selected Servers” on page 112
+ “Additional Details” on page 112

Foundry Networks ServerlronXL Configuration

The following example shows the configuration requirements for a Foundry Networks
ServerlronXL switch that was used for testing purposes in the Novell SuperLab. Other vendor
products are similar when it comes to configuration and the parameters used. Refer to vendor
documentation for further details.

Serverlron#sh run
Current configuration:
1
ver 07.3.03T12
no global-stp
global-protocol-vlan
1
server predictor round-robin
server sticky-age 2
server source-nat
server source-ip 151.155.184.107 255.255.252.0 151.155.187.254
1
server real r-ps-1 151.155.184.109
source-nat
port http
port http keepalive
port http url "HEAD /"
port http status_code 100 499
port ssli
port ssl keepalive
1
server real r-ps-2 151.155.184.110
source-nat
port ssli
port ssl keepalive
port http
port http keepalive
port http url "HEAD /"
port http status_code 100 499
1
server virtual ps-vl 151.155.184.108
port ssl sticky
port http sticky
track-group http 443
bind ssl r-ps-1 ssl r-ps-2 ssli
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bind http r-ps-1 http r-ps-2 http
1

vlan 1 name DEFAULT-VLAN by port

no spanning-tree
1

boot sys fl sec
ip address 151.155.184.107 255.255.252.0
ip default-gateway 151.155.187.254

snmp-server community ..... rw
1

end

Summary of Configuration Settings

server source-ip: The IP address given to the L4 device.

server real r-ps-1: The IP address of serverl. This server will be selected in Step 1 on page 112.
server real r-ps-2: The IP address of server2. This server will be selected in Step 1 on page 112.

server virtual ps-v1: The virtual IP address used to configure the L4 device in ZENworks Control
Center. See Step 3 on page 112.

Configuring the Closest Server Default Rule

In addition to setting up and configuring the L4 switch, you need to also configure the Closest
Server Default Rule. For more information, see Setting Up Location Closest Server Rules (http://
www.novell.com/documentation/zenworks11/zen11l_system_admin/data/brwu518.html#bkretn5) in
the ZENworks 11 System Administration Reference.

Configuring an L4 Switch Definition from Selected Servers

1 In one of the role section listings, select the check boxes for one or more servers.
2 Click L4 Switch > Create L4 Switch Definition from Selection.
3 Specify an L4 switch definition name, then click OK.

The L4 switch definition name must be either the DNS name or IP address of the L4 virtual
server.

4 Click Apply to make the change effective.

Additional Details
+ The created L4 switch definition is displayed in each of the listings, no matter where it is
created, with the selected servers listed under each instance of the L4 switch definition.
+ Servers can be members of multiple groups and L4 switch definitions.

+ Servers that are members of an L4 switch definition or group are no longer listed at the top
level of the server listing.

4.2.18 ZENworks System Update

The System Updates feature allows you to obtain updates to the Novell ZENworks 10 Configuration
Management software on a timely basis, and also allows you to schedule automatic downloads of
the updates.
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Software updates are provided periodically and you can choose whether to deploy each update after
viewing its content. After you have updated your zone and baselined it to latest version, it is
recommended that you delete all other previous updates from the System Update page in ZENworks
Control Center. The System Updates page must contains only updates for your existing version, and
those regarding updating to a newer version of the product. Even if the system is baselined at the
latest version, the Primary Servers calculate which Managed Devices need the updates listed,
including older updates.

Before you receive System updates, you need to configure the System Update settings on the
Configuration page in ZENworks Control Center. For customers with maintenance contracts, Novell
provides an activation code that allows you to start receiving periodic updates. After you have
activated your zone, you are ready to start receiving content from Novell. You simply enter your e-
mail address and the activation code as seen in the following diagram.

Figure 4-25 System Update Settings

System Update Entitlement

Jse this setting to contigure System Update entittiement.

Email Address |mschouls@novell com

EEREEERARERA R

Activation Code

Entitlement State |ACTIVE Configure

Check For Updates Schedule
This setting allows the administrator to configure a schedule to check for available updates from Movell.

Schedule Type:
Mo Schedule [=]

Download Schedule

This setting allows the administrator to configure a download schedule for updates

Schedule Type:
Mo Schedule =]

For more information, see Introduction to ZENworks System Updates (http://www.novell.com/
documentation/zenworks11/zen1l system_admin/data/bd150tx.html) in the ZENworks 11 System
Administration Reference.

4.2.19 Content Management

The “content” in this guide is data that has been uploaded to the ZENworks zone for distribution to a
managed endpoint. After the content is uploaded, it is encrypted and distributed to other Primary
Servers and Satellite Content Servers in the zone. The ZENworks content repository is accessed by
managed devices by using HTTP, a firewall-friendly protocol, allowing content to be provisioned to
devices in any location, even outside of the corporate firewall.
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A few examples of content include Windows Bundles, Patch Remediation data in ZENworks Patch
Management, and ZENworks System Update content. After the content resides centrally on the
Primary Servers of the zone, the next stage is to define which content belongs at which Satellite
location and how to send the content to that location.

+ “Defining the What in Content Management” on page 114

+ “Organizing Bundles” on page 115

+ “Defining the How in Content Management” on page 115

+ “Critical Information Required To Determine Content Synchronization Settings” on page 117

Defining the What in Content Management

An important improvement in Content Management is the ability to define content replication at the
bundle-folder level. This ability provides several advantages over previous releases of ZENworks
Configuration Management because it allows groups of applications or patches to be sent to sites
with a few mouse clicks.

To define the Satellite devices to which the content located in the folder should be replicated, click
the Details hyperlink of any bundle folder and click the Settings tab. If bundles are subsequently
created in the folder, the content synchronization rules of the bundle folder are automatically
applied.

In the following screen shot, all bundles in the Human Resources bundle folder are sent to the
Stockholm remote office. A bundle created in the Human Resources bundle folder is automatically
marked as included for the Stockholm location.

Figure 4-26 Satellite Server Replication
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The technique of configuring content synchronization at the bundle-folder level is particularly
useful when dealing with patches. As patches are stored in bundle folders organized by vendor, and
then by month or year of release, groups of related patches can be sent to a given site in one
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operation. For example, automatically synchronizing all Microsoft patches for the previous month is
extremely easy because this can be accomplished by configuring the relevant ZENworks Patch
Management bundle folder, as displayed in the following screen shot:

Figure 4-27 Bundle Folder Settings

Bundles ¥ T8M ¥ Microsoft Corp, » 2010-hug LU

03 2010-Aug
Sumimary Settings

Settings

Content #
Category Descrption Inherited From
primary Sarver Replication Configure content replication to primary servers, [Svstem)
Zatellite Sarver Replication Configure content replication to satellite servers, [System)

Organizing Bundles

Before considering content management, you should organize bundles into separate folders for ease
of administration. Bundles can be grouped into folders by function, such as “Productivity
Applications,” “Collaboration Applications,” or by business function, such as “Finance
Applications” and “Human Resources Applications.” Introducing content control at the bundle-
folder level means that the decision of how to organize bundles can also take into account the
locations that the applications will be accessed from. For example, if a particular remote location has
specific application needs unique to that site, consider creating a bundle folder for that location, thus
allowing the content settings to be configured once for the core applications for that site.

If bundles are to be presented to users in the Windows Start menu, the default folder structure is a
mirror of your bundle folder structure. For example, if the Novell Pulse Login bundle is associated
with a user or device and instructed to be included in the Start menu, the Start Menu displays Core
Applications > Collaboration Applications > Novell Pulse Login.

Figure 4-28 Organizing Bundles
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This behavior can be overwritten in each bundle object, allowing the administrator to define for each
bundle what the Windows Start menu structure should look like. This process can be cumbersome
for each bundle; therefore you must consider the balance needs of content replication, ease of
administration, and end-user presentation to decide about the folder structure for your bundle
objects.

Defining the How in Content Management

ZENworks 11 contains power mechanisms for granular control over content that should be hosted at
specific locations. When you distribute content to Satellite locations, the concept of creating a
window of opportunity for synchronization becomes very important. A window of opportunity
involves defining the amount of time and the amount of bandwidth available to transfer a particular
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piece of content. In the versions of ZENworks Configuration Management previous to ZENworks
Configuration Management 10 SP3, all content was treated the same way; however, in ZENworks
11, several content types are exposed in ZENworks Control Center. The list of content types has

been expanded, since version 10 SP3.

The following figure highlights the specific content types that you can configure in ZENworks 11.

Figure 4-29 Content Types in ZENworks 11
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After you have defined what content should be available, the next stage is to define how and when it
gets to the defined locations. For each content type, the administrator can specify the window of
opportunity for synchronization, the recurrence period, and the bandwidth to be consumed during
these operations. Administrators can now ensure that other services at remote sites are not affected
by content delivery. If the window of opportunity and throttled bandwidth rate is not sufficient to
completely synchronize all content, the process resumes from where it stopped when the window of

opportunity opens again.
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The following screen shot shows that Critical Security Patches have the opportunity to synchronize

every 4 hours for up to 2 hours, consuming only 300 KB/s during the transfer.

Figure 4-30 Content Type Replication Settings
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In this scenario, the customer wants to ensure that critical security patches are available promptly
but still wants to protect bandwidth at the same time. If the content to be synchronized takes only 10
minutes to complete, the window of opportunity closes after 10 minutes. If the transfer takes more
than 2 hours, the remainder of the content is synchronized 2 hours later when the next window of

opportunity opens, because of the 4-hour interval.

Critical Information Required To Determine Content Synchronization Settings

Before defining the content rules for a given location, you must collect the following information:

+ The customer's content priority.

For example, what should be available as soon as possible and what content can wait until after

hours or perhaps weekend transfers.

+ The network bandwidth available from the data center to each site and network utilization at
each site. In some cases, a site might have a large data pipe but it might be subject to high

utilization because of other applications and services that are running.
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The following screen shot shows that each content type can be configured with its own window of
opportunity so that it can accommodate any customer requirement.

Figure 4-31 Content Type Configuration
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ZENworks Configuration Management offers the administrator significant flexibility in managing
content synchronization, ensuring that content is always available at only the relevant locations, but
more importantly that ZENworks does not consume all the bandwidth during this process.

4.2.20 Offline Content Replication and Management

ZENworks Configuration Management allows you to easily promote any managed device to a
Satellite device with the roles of content repository, inventory and status collection point, imaging
server, or an authentication point for local Active Directory or eDirectory instances. These roles are
defined centrally in ZENworks Control Center and are applied automatically when the device next
checks in.

Consider a situation where you need to launch a new site for management that is behind a very slow
or saturated link. ZENworks can easily automate the delivery of content and throttle bandwidth to
get the data needed to that location without adversely affecting other services hosted at that location.
However, if the location needs GBs of application content, this process might take days or even
weeks if small windows of opportunity and low-bandwidth throttles have been configured. If
network providers charge customers on the basis of network utilization, sending large amount of
content across WAN links should be avoided. ZENworks 10 Configuration Management SP3
provides the ability to export the content required by a Satellite device. Subsequently, the content
can be transferred to a site through removable media, and imported into the content repository of the
local Satellite. The process can save the customer unnecessary bandwidth consumption along with
the associated time and financial costs.

The process for offline content synchronization is as follows:

1 Promote a managed device to be a Satellite device.
Assign the content role to the Satellite device.

Set the content synchronization schedule to none.
Specify the content that is needed at the location.

ga b W N

Export the content by using the zman command line utility with the Satellite Server Export
Content option.

C:\>mkdir \content
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C:\>cd content

C:\content>zman ssec 'Devices/Workstations/EMEA/novel l-7d8d036""
c:\content

The command looks up the content that is marked as include for a given Satellite that is
currently not available, and exports the content to the defined location. If this is a new site,
Step 3 and Step 4 ensure that this is all of the required content to launch the site.

6 Copy the content to a removable media and send it to the remote location.

7 After the data is available at the remote site, import it by using the zac command line utility

with the Content Import option.

C:\>zac cic c:\tools\content -l:c:\content.log
Importing 125 items for content type Default...
Imported 125 items.

Successfully imported content (125 items).

After the content has been successfully imported, configure the content schedule and
bandwidth throttling as is required for the site.

After this process is complete, setting the content synchronization schedule instructs
ZENworks to ensure all subsequent delta changes are automatically synchronized.

4.2.21 Satellite Authentication Role

Each Satellite Server in a ZENworks Management Zone can be configured with one or more roles
for managed devices.

Table 4-2 Satellite Roles

Available on a

Role Description Satellite Device
Content Provides access to the ZENworks content repository. YES
Collection Provides an upload point for inventory and endpoint status YES
information.
Imaging Provides a PXE hoot server for imaging jobs. YES
Authentication Provides a service where user credentials intercepted on the YES
managed device can be passed to ZENworks. This allows for
bundles and policies to be assigned based on the identity and role
of the user.
Configuration Provides a service where configuration information such as NO

bundles and policy assignments can be refreshed.

As shown in Table 4-2, “Satellite Roles,” on page 119, a majority of roles can be hosted by a
Satellite device. The ZENworks Authentication role was previously restricted to ZENworks Primary
Servers. However, the role has been available on Satellite devices from ZENworks 10 SP3
Configuration Management or later. Configuring the Authentication role on a Satellite device allows
for additional connections to be made to an eDirectory or Active Directory user source through a
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device that is local to the devices at a given location. For example, a customer using eDirectory will
most likely create partitions dedicated to the resources for a given site and store a replica of the
partition on a local server.

If a remote site has a local Directory server with LDAP enabled, a Satellite device can be configured
with the Authentication role so that the authentication process can occur locally on the LAN. The
authentication process is as follows:

1. The user authenticates to eDirectory or Active Directory as part of the Windows logon process.

2. The credentials are intercepted and passed on to a ZENworks server hosting the Authentication
role.

3. The Authentication Server searches for the user in the user source via LDAP(S). This
information is used to determine what policy and bundles should be applied for users, based on
their location in the directory and their group memberships.

The process of configuring local Satellite authentication is as follows:

1. Define an additional connection to the User Source.
2. Assign the User Source Connection to the Satellite device.

The following screen shot shows an example of a Satellite Authentication role, configured to
connect to a local user source.

Figure 4-32 Configuring the Authentication Role for a Satellite
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Figure 4-33 Configuring the Authentication Role for a Satellite
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User Authentication Load-Balancing

The creation of additional user source connections that can be applied to Primary Servers or Satellite
devices offers additional load-balancing capabilities for the authentication process. ZENworks
provides authentication load balancing at two levels:

1. Closest Server rules define the Authentication Server to which a managed device sends its
credentials. Typically, there are multiple Authentication servers in a zone; therefore, the
authentication process can spread across those servers through Closest Server rules.

2. User Source Connections instruct Primary Servers and Satellites of additional servers that can
be used to perform the LDAP(S) user lookups. If there are multiple eDirectory or Active
Directory servers in a given location, the authentication load can also be balanced across
multiple LDAP servers.

When you make decisions on infrastructure placement to support ZENworks services, ensure that
the load is spread across the ZENworks servers first and the customer's Directory servers second.

4.3 Lab Testing and Validation

One of the key parts of the design phase is the testing and validation that is done in the
organization’s lab environment prior to any deployment being completed. This is your opportunity
to do the following:

+ Prove that the design and design decisions you made are accurate and correct, and meet the
very specific requirements of the organization.

+ \erify that software components are functioning properly, and that users are receiving the
results that they should expect.

+ Prove that the deployment will be successful.
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The organization should use the lab to develop acceptance tests that are run by the project team and
tracked for completion and success. The best way to do this is to document individual acceptance
tests (a simple spreadsheet can be used if you want), and complete the tests according to the steps
you need to take. After the individual tests have been run successfully and validated (proven
successful), you can document this and move on until all tests have been completed.

If individual tests are unsuccessful, you need to make changes (this could also include your design),
and run the test until it is successfully completed.

The idea is not to create more work for you, but to prove the overall design quality and increase the
probability of a successful ZENworks Configuration Management deployment.

Your lab environment must reflect your existing infrastructure as closely as possible, and the
ZENworks Configuration Management infrastructure in the lab must accurately reflect the design
you are creating.

The lab should contain real-world layout (design) to ensure that the ZENworks Configuration
Management design fits well within the existing environment. Things to include are:

+ The design of directory services infrastructures, including Novell eDirectory and Microsoft
Active Directory. If you can, replicate the directory services in the lab to ensure that the lab
environment is isolated from the actual production systems. You want to avoid causing issues
with the endpoints on the production network because of testing in the lab.

+ Major network infrastructure components that need to be tested. This includes a replica of the
main data center layouts, and the major classifications of remote sites that need to be tested for
Satellite distributions and collections.

+ An exact replica of the ZENworks Configuration Management infrastructure design that you
are creating. This needs to be kept up-to-date. If any changes are made to the design, you need
to immediately reflect these changes in the lab environment.

+ You should test actual packages, content, collection, and so forth, and this needs to reflect the
decisions made in the design phase. For example, you should test inventory collection based on
the decisions you have made for inventory collection schedules. This is also true for all major
components of ZENworks Configuration Management that are being deployed.

+ You should perform all endpoint testing with actual base images that are being used in
production. This includes a sample set of actual line-of-business applications and custom OS
configurations.

It is beneficial to have a sample set of departmental devices to use here. For example, use a
typical workstation you would find in Accounting, Human Resources, Engineering, IT, and so
forth.

When building your lab, you do not need to build the entire lab with physical hardware. You are not
testing the breaking point here. You are testing functionality and whether or not there are any major
issues found with the overall design. You should use actual production hardware to test functionality
at the device level, but the server infrastructure could be virtualized to save hardware costs. The idea
is to reflect the design so you can prove that it is solid.
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4.4 Documentation

Documentation is the most important aspect of the design phase. It is critical that you document all

decisions that are made during the design phase and keep these items up-to-date. After the document
has been finalized, it is important to keep it up-to-date to reflect all changes to both the ZENworks

Configuration Management infrastructure that is in place, as well as the infrastructure and services

that ZENworks Configuration Management relies on.

In addition to reflecting the infrastructure, the design document can prove to be a useful and
powerful knowledge transfer document. As individuals within the organization move in and out of
the IT Services division, they can use this document to better understand what was put in place, and
how the system is connected and interconnected. It is a tool to provide insight into what was decided
during the project and beyond.

We recommend that you store the design document in a documentation repository if you have one,
and you should provide access to the document as required. However, you should limit who has
write access to the document so that it is not updated by unauthorized personnel.

4.5 Using ZENworks 11 to Upgrade from SUSE
Linux Enterprise Server 11 to SUSE Linux
Enterprise Server 11 SP1

This section helps you use ZENworks 11 to perform an unattended, online upgrade from SUSE
Linux Enterprise Server (SLES) 11 to SLES 11 SP1. After you perform the steps in the following
sections, your SLES 11 servers are upgraded based on the schedule you set. This involves
replication of bundles from the Novell repository by using the Subscription feature, deploying to the

agent on a certain schedule, then creating a bundle with a run script action to upgrade the service
pack.

As an example, suppose that you need to upgrade a set of managed devices that have SLES 11
installed with the latest SLES 11 updates in the ZENworks 11 Management Zone.

Prerequisites:
+ A ZENworks 11 server is installed and running in your network.
For more information, see the ZENworks 11 Installation Guide (http://www.novell.com/
documentation/zenworks11/zen11_installation/data/bookinfo.html).
+ The ZENworks 11 Agent is installed on each SLES 11 server that you plan to upgrade.
+ Each SLES 11 server is registered with the ZENworks 11 server.
+ (Optional) Each SLES 11 server is updated with the latest patches.

To upgrade from SLES 11 to SLES 11 SP1:

1 Replicate the SLES11-SP1-Pool catalog by using the Subscription feature.

For information on creating and replicating Subscriptions, see Subscription (http://
www.novell.com/documentation/zenworks11/zen11_cm_linuxpkg_mgmt/data/br88762.html)
in the Novell ZENworks 11 Linux Package Management Reference.

2 After you replicate the subscription, assign the SLES11-SP1-Pool bundles to the SLES 11
server managed device.
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IMPORTANT: Do not select the Install Immediately after Distribution or Launch Immediately
after Installation options in the Bundle Assignment Wizard.

In ZENworks Control Center, click Bundles.

Create a Linux SLE11SP1Upgrade bundle.

Select Empty Bundle as the Bundle Category type.

Follow the wizard to complete the bundle creation.

Select Actions > Install Actionset and add the Run Script action to the bundle.
In the Run Script action menu, select Script to Run as Define your own script.

© 00 N o o~ W

In the Script content field copy the following code, then click OK.

/bin/sleep 180
/opt/novell/zenworks/bin/zac dist-upgrade --no-confirm
if [ "$?" 1= "0" ] ; then
exit 1
fi
10 Click Apply and then Publish the bundle.

11 Assign the SLE11SP1Upgrade Bundle to the SLES 11 managed devices, and schedule the
bundles to install appropriately.

IMPORTANT: Make sure the SLE 11-SP1-Pool bundle has been assigned before applying the
SLE11SP1Upgrade bundle.

12 After the patching is successful, verify the following in the managed device:PATCHLEVEL
is updated from O to 1 under “/etc/SuSE-release”.

Similar steps can be performed by replicating SLED11-SP1-Pool catalog and then using it to
upgrade a SLED 11 managed device to SLED 11 SP1.
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Deploying ZENworks
Configuration Management

Deployment is the final stage of the implementation of Novell ZENworks Configuration
Management across your enterprise. If you have planned and documented everything during the
assessment and design phases, this stage of the project should be much easier.

The following sections explain the steps you should take when deploying ZENworks Configuration
Management across the entire infrastructure. These steps should be followed closely regardless of
the size of the organization.

This section also includes some scenarios to ensure that the basic principles of design are covered.

+ Section 5.1, “New ZENworks Customer,” on page 125

+ Section 5.2, “Migrating from a Previous Version of ZENworks,” on page 131
+ Section 5.3, “Pre-Deployment Planning,” on page 138

+ Section 5.4, “Pre-Deployment Documentation,” on page 138

+ Section 5.5, “Deployment Rules of Thumb,” on page 139

+ Section 5.6, “Pre-Deployment Testing,” on page 143

+ Section 5.7, “Pilots,” on page 143

+ Section 5.8, “Migration,” on page 144

+ Section 5.9, “Wider Deployment,” on page 146

+ Section 5.10, “Post-Deployment Documentation and Validation,” on page 146

5.1 New ZENworks Customer

This scenario is the simplest deployment to plan. Because an existing ZENworks implementation is
not in place, the pace of the deployment can be controlled very carefully without coordinating the
decommissioning of previous ZENworks services. Administrative effort is simplified in this
scenario because ZENworks Control Center is the only tool you need.

When you deploy ZENworks Configuration Management to a new customer, Novell recommends
that you consider the following steps:

+ Section 5.1.1, “Building a Model Office Environment,” on page 125
+ Section 5.1.2, “Planning a Deployment,” on page 128
+ Section 5.1.3, “Deploying the Product,” on page 129

5.1.1 Building a Model Office Environment
It is important to test the desired solution in an environment that accurately represents the customer

environment. If a test or model office environment can be built, the ZENworks Adaptive Agent
should be deployed to devices that accurately reflect the various configurations that are in the field.
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Customers often have multiple operating system configurations with different service packs,
authentication mechanisms, and standard applications. Ensuring that your solution works in all of
these configurations helps ensure a successful deployment in the live environment.

Another benefit of providing a model office environment is that groups of users can be invited to use
the systems and provide feedback on how information and data is presented. A good example of this
is the various methods for presenting application icons to the users. In some cases, you might prefer
to use the Start menu, Quick Launch bar, or the ZENworks Application Window. Gathering
feedback on these items early allows careful planning on how to best provide the users with the
ZENworks Configuration Management functionality.

+ “Discovery and Deployment Methods” on page 126

+ “Deploying and Testing Policies” on page 127

+ “Deploying and Testing Applications” on page 127

+ “Line of Business Applications” on page 127

+ “Specialized Applications” on page 127

+ “User Acceptance Testing” on page 127

Discovery and Deployment Methods

A new ZENworks customer might not have a desktop management solution in place. In this
scenario, the customer needs to try various methods for deploying the ZENworks Adaptive Agent to
the new machines. ZENworks Configuration Management provides the ability to discover devices
through IP or LDAP discovery routines and then to target remote deployments of the agent to these
discovery devices. For remote agent deployment to function, a number of criteria must be in place,
such as:

+ Simple File Sharing is disabled.
+ An administrative credential is provided.

If it is not possible to deploy devices through the built-in deployment tool, a number of other
methods can be investigated. For each of the following methods, the process should be tested to
ensure that it is acceptable to the end user and that the ZENworks Adaptive Agent can be
successfully deployed.

+ “Login Scripts” on page 126
+ “Manual Agent Download” on page 126
Login Scripts

If the customer utilizes a directory, the Adaptive Agent can be deployed through login scripts.

NOTE: The user must have the necessary privileges to install the Adaptive Agent.

Manual Agent Download

The last resort for agent deployment is to manually download the agent from the ZENworks Control
Center. Alternatively, customers can place agent installation on their own intranet pages to allow
users to install the product.
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Deploying and Testing Policies

After the ZENworks Adaptive Agent is deployed in the model office environment, the ZENworks
policies can be tested to ensure that the desired result is achieved. Particular attention should be
directed to the deployment of Group policies. Group policies in ZENworks Configuration
Management are plural, allowing multiple policies to be stacked. It is important to test the different
policy stacks.

Deploying and Testing Applications

Test all the applications that are to be made available on the first day of the production rollout. This
testing should include standard applications that are made available to all the managed devices.

Typical examples of these are the following:

*

Adobe Reader
OpenOffice
GroupWise e-mail client

*

*

+ GroupWise Instant Messenger

Line of Business Applications

Different departments within the organization, such as Finance and Human Resources, might require
different application sets. Ensure that these applications deploy successfully on each build type and
that they interact with other applications.

Specialized Applications

Applications that are used by a small numbers of users should also be tested, such as applications
designed for people with disabilities.

User Acceptance Testing

After the ZENworks Adaptive Agent has been deployed and all policies and applications have been
tested for functionality, the next phase involves inviting representatives of the user base to test the
end user experience. At this stage, it is valuable to receive feedback on a number of items, such as:

+ The look and feel of the desktop.

+ The method by which users can launch ZENworks Configuration Management delivered
applications (Start menu, Quick Launch bar, notification area, and so forth).

Feedback received from users helps to ensure that the ZENworks desktop experience is
acceptable. Another useful result of this activity is that requirements for additional training or
marketing collateral are identified.
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5.1.2 Planning a Deployment

Planning deployments is an important part of a successful project. After a robust design has been
tested and evaluated in a model office environment, a number of steps should be followed before
implementing ZENworks Configuration Management in a production environment.

+ “Identifying Groups of Users and Devices” on page 128

+ “Creating Internal Documentation” on page 128
+ “Scheduling Deployments” on page 129

Identifying Groups of Users and Devices

An important part of any deployment is to identify which devices must be targeted and in which
order. Novell recommends that logical groupings be made in the target environment before
deploying the product. After ZENworks Adaptive Agents are deployed and represented in the
ZENworks Control Center as managed objects, ZENworks groups can be created to reflect these
groups. Groups can become important in the future when staging the rollout of system updates,

applications, and patches.

The following list provides examples of how environments can be grouped:

*

Departments: The IT organization is a good group of people to start with because the members
tend to be technology-savvy and understand the need for reboots and testing.

Laptop Users: Laptop users can help to identify and test the roaming capabilities of ZENworks
Configuration Management. As devices roam inside the firewall, it is important that Closest
Server Rules are configured in the Management Zone to ensure that devices connect to the
most appropriate servers according to their physical locations.

Home workers and VPN users: These users have devices that connect to the corporate firewall
in a non-standard way. Testing these devices early ensures that the logon and connection
process works to connect to the ZENworks Management Zone and refresh content.

Geographical locations: You should establish a footprint at each major location in the testing
process. This is to ensure that the Management Zone is configured correctly to spread the load
of devices through Closest Server Rules.

VIP users: You might want to manage the devices of CxOs and IT directors early, to ensure that
these devices are working well. Grouping important devices together allows for quick remedial
actions.

Creating Internal Documentation

Internal documents that can be shared with the user are an important part of any project that
introduces technology that affects the desktop experience.

The following sections describe internal documentation that you could use:

*

*

“Internal Marketing Collateral” on page 129
“Support and Issue Escalation Process Documents” on page 129
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Internal Marketing Collateral

Internal marketing is an important tool to inform the users of IT projects that affect them. This
marketing is usually done in the form of intranet postings, internal promotions, and posters and so
forth. You should use these actions to ensure effective management of the deployment are
encouraged to use these actions to ensure effective management of the deployment process.

Support and Issue Escalation Process Documents

When you introduce a new product into a customer environment, it is important that the customer's
support escalation process is well defined. In addition to this, it is vital that the support organization
is well trained on ZENworks Configuration Management. The key members of the support team
should attend workshops and training early in the project to ensure that they are familiar with the
product, configuration, and troubleshooting methods. After the key members are trained, this
knowledge can be cascaded to the other members of the team, as needed.

Scheduling Deployments

After the deployment groups have been defined, the next stage is to schedule when the deployments
occur for each group within the organization. This process is typically associated with the process of
starting change control requests. You should schedule deployments in small groups to begin with
and then ramp up over time to ensure that the ZENworks Configuration Management architecture
can be monitored effectively during peak periods of change.

5.1.3 Deploying the Product

Deploying ZENworks Configuration Management to managed devices is the most important part of
any ZENworks project. At this stage, user productivity can become affected. You should use the
following basic steps when deploying the product to a new environment:

+ “Deploying the First ZENworks Primary Server and Database” on page 129

+ “Deploying the Initial Managed Devices” on page 130

+ “Extending the Architecture” on page 131

+ “Extending the Managed Device Footprint” on page 131

+ “Analyzing, Reviewing, and Planning” on page 131

Deploying the First ZENworks Primary Server and Database

Deploy the first ZENworks Primary Server and database, then ensure that the Management Zone is
stable.

The first server in the Management Zone is often the certificate authority for the rest of the Zone.
This server should be carefully managed and backed up regularly.

After the Management Zone is functional, the initial configuration should be defined as follows:

1. Create workstation folders, depending on how the customer wants to organize devices, such as
departments, geographical locations, and project teams. For more information, see “Creating a
Folder (http://www.novell.com/documentation/zenworks11/zen11_quickstart/data/
ba6az7s.html)” in the ZENworks 11 Administration Quick Start.
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10.

. Create registration rules and keys to control the placement of devices in the Management Zone.

For more information, see “Creating Registration Keys and Rules (http://www.novell.com/
documentation/zenworks11/zen1l quickstart/?page=/documentation/zenworks11/
zenll_quickstart/data/ba6az7s.html)” in the ZENworks 11 Administration Quick Start.

Create roles, then assign administration rights. If a user source is being used, configure existing
users with the management rights necessary for their role. For more information, see
“Administrators and Administrator Groups (http://www.novell.com/documentation/
zenworks11/zen1l_system_admin/data/baew6an.html)” in the ZENworks 11 System
Administration Reference.

. Configure Closest Server Rules. Ensure that the various network locations are reflected. For

more information, see “Setting Up Closest Server Rules” (http://www.novell.com/
documentation/zenworks11/zen1l system_admin/data/brwhzl1.html) in the ZENworks 11
System Administration Reference.

Configure System Update. Ensure that the server can access the various Internet resources
required to download system updates and product recognition updates. For more information,
see “Introduction to ZENworks System Updates” (http://www.novell.com/documentation/
zenworks1l/zen1l_system_admin/data/bd150tx.html) in the ZENworks 11 System
Administration Reference.

Configure user sources. Configure the link to the chosen user source and ensure that the user
objects can be found by browsing the source. For more information, see “User Sources” (http:/
/www.novell.com/documentation/zenworks1l/zen1l system_admin/data/bafywtr.html) in the
ZENworks 11 System Administration Reference.

Configure Inventory scheduling. The default setting for all devices is to inventory monthly on
the first day of each month. Create different schedules for each of the workstation folders that
exist within the Management Zone. For more information, see “Scheduling an Inventory Scan”
(http://www.novell.com/documentation/zenworks11/zen1l_inventory/data/ba5qf32.html) in
the ZENworks 11 Asset Inventory Reference.

Configure Remote Management to remotely control managed devices. For more information,
see “Setting Up Remote Management” (http://www.novell.com/documentation/zenworks11/
zenll_cm_remote/data/bab3h6s.html) in the ZENworks 11 Remote Management Reference.

Create a policy to configure the system or application settings for Windows or Linux managed
devices. For more information, see “Creating Windows Configuration Policies” (http://
www.novell.com/documentation/zenworks11/zen1l_cm_policies/data/baersuo.html) or
“Creating Linux Configuration Policies” (http://www.novell.com/documentation/zenworks11/
zenll cm_policies/data/bp650h1.html) in the ZENworks 11 Configuration Policies Reference.

Create the required application bundles. When you use a staged approach, it is necessary to
create only the standard bundles and the applications that are required by the first device stages.
For more information, see “Creating Bundles” (http://www.novell.com/documentation/
zenworks11/zen11l_cm_software_distribution/data/ba47zt9.html) in the ZENworks 11 Software
Distribution Reference.

Deploying the Initial Managed Devices

Use the chosen deployment methods to deploy the first devices to the Management Zone. After the
devices have been deployed, ensure the following:

+ Devices are in the correct location (Workstation folder).

+ Devices have successfully created and uploaded the inventory.
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+ Devices can be remotely controlled.
+ ZENworks Primary Servers and the ZENworks database are stable.
+ Devices can be refreshed successfully and do not report errors.

After the customer is satisfied that the initial Management Zone configuration is stable with the first
devices, the project can continue.

Extending the Architecture

According to the recommendations in this document, add more Primary Servers and Satellite
devices. If possible, make sure all the servers are in place before introducing additional devices. This
provides the opportunity for the servers to be patched appropriately and for the Content Repository
to synchronize completely. If all of the servers cannot be deployed before the live devices are added,
ensure that the deployment is staged in such as way that the servers are added before the relevant
groups of devices are added.

Extending the Managed Device Footprint

Using the stages identified earlier, continue the managed device rollout to the rest of the
organization.

Analyzing, Reviewing, and Planning

During the device rollout, it is vital that the you closely monitor the performance of the back-end
servers, databases, and managed devices by using tools such as Perfmon. The following items
should be closely monitored:

+ Disk utilization

+ Memory

+ Peak processor utilization
If the servers are highly utilized and struggling to cope with the load placed on them by the managed

devices, you should review the Management Zone configuration and the number of Primary Servers
and Satellite devices.

5.2 Migrating from a Previous Version of
ZENworks

In addition to the topics described in the previous section, a number of key factors should be taken
into consideration when migrating from a previous version of ZENworks to ZENworks
Configuration Management:

+ Section 5.2.1, “Application Deployment Strategy,” on page 132

+ Section 5.2.2, “Application and Policy Migration,” on page 132

+ Section 5.2.3, “Active Directory,” on page 133

+ Section 5.2.4, “Repurposing Hardware Used by Previous ZENworks Products,” on page 133

+ Section 5.2.5, “Introducing ZENworks Patch Management to an Existing ZENworks Zone,” on
page 133
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5.2.1 Application Deployment Strategy

If a customer already has a mature deployment of ZENworks Desktop Management in place, it is
likely that there is an extensive application repository. In many cases, the customer is using the
Tiered Electronic Distribution component of ZENworks Server Management to tightly manage the
distribution of application software code to the file servers needed to support deployment to users.
In addition to these components, the customer might have already invested in the processes and
workflows to facilitate application delivery and might be reluctant to start again with a new system.

ZENworks Configuration Management provides an encrypted data store known as the Content
Repository, which stores delivery content for applications, patch remediations, and ZENworks
system updates. When an application bundle is created, the delivery content is uploaded to the
Management Zone, encrypted, and subsequently synchronized to all ZENworks Primary Servers.
This process allows for applications to be delivered securely to devices by using HTTP, regardless of
the physical location of the device.

However, it is possible to create application bundles that refer to application repositories that are
external to ZENworks. For example, a customer might want to deliver applications with ZENworks
Configuration Management but refer to the same application content (MSIs) that ZENworks
Desktop Management is pointing to. This approach has several advantages:

+ The existing repositories can be used.

+ The existing processes for application management can be used. If a customer has heavily
invested in these processes, this is a compelling case to use the existing methods.

This approach also has some disadvantages:

+ The management of content is controlled outside of ZENworks Configuration Management,
where the files reside. Therefore, the user rights to these locations must be managed outside of
the ZENworks Configuration Management management tools.

+ Using the standard file and print delivery mechanisms restricts content delivered to devices
inside the firewall.

With the ZENworks Content Repository, the devices download content though HTTP, which allows
the content to be made available to external users through a Primary Server location in the DMZ.

5.2.2 Application and Policy Migration

ZENworks Configuration Management ships with a migration utility designed to migrate
applications, policies, and associations from a ZENworks Desktop Management system to
ZENworks Configuration Management. When applications are migrated to ZENworks
Configuration Management by using this tool, the data for the applications is automatically placed
in the Content Repository. If a customer wants to use the existing application repositories, the
migration tool should not be used for these applications.

For more information on the migration tool, see the ZENworks 11 Configuration Management
Migration Guide (http://www.novell.com/documentation/zenworks11/zen1l_cm_migration/data/
bookinfo.html).
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5.2.3 Active Directory

If the preferred server and directory platforms of your organization are Windows Server and Active
Directory, and you are currently using ZENworks middle tier architecture and Identity Manager
directory synchronization, ZENworks Configuration Management makes it possible to eliminate
both of these stepping-stone technologies and interact directly with Active Directory for user
authentication and content association. This can be done by simply configuring the ZENworks
Configuration Management Zone to point directly at Active Directory as a user source.

5.2.4 Repurposing Hardware Used by Previous ZENworks
Products

Customers commonly want to reuse hardware when possible. If a customer is migrating from the
previous ZENworks technologies such as ZENworks Patch Management, ZENworks Asset
Management, eDirectory, and ZENworks Desktop Management, the hardware utilized for this
functionality can be repurposed.

In some instances, it might be beneficial to reuse the hardware to provide the additional ZENworks
Primary Servers and ZENworks Satellite devices required by the migration project. Planning
reprovisioning of hardware is an important step in a migration project and can help reduce the
architecture costs for ZENworks Configuration Management deployment.

5.2.5 Introducing ZENworks Patch Management to an Existing
ZENworks Zone

+ “Patch Management” on page 133
+ “Discover Applicable Update Bundles” on page 133

*

“Enabling ZENworks Patch Management in an Existing ZENworks Zone” on page 135
+ “Deploying Patches to Remote Sites with ZENworks Patch Management” on page 136

Patch Management

ZENworks 11 provides an integrated and common architecture for ZENworks Configuration
Management, ZENworks Patch Management, ZENworks Asset Management, and ZENworks
Endpoint Security Management. Conceptually, introducing one of these products into an existing
ZENworks Zone is as simple as entering a license key. However, for ZENworks Patch Management,
it is important to understand the implications of enabling the product so that the introduction of the
product can be tightly controlled.

Discover Applicable Update Bundles

Discover Applicable Updates (DAU) bundles are created for each instantiation of the operating
system, service pack, and CPU architecture that is currently under management in the ZENworks
Zone. Each DAU bundle contains all of the patch signature files (.pls) in a ZIP file. When the
signature collection for a given OS, SP, and CPU changes, such as when a new patch is released, the
entire ZIP file is rebuilt, the bundle version is updated, and the entire payload is distributed to each
managed device that needs it.
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Figure 5-1 DAU Bundles
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It is important to understand the implications of enabling ZENworks Patch Management for all
devices at the same time, because each DAU bundle contains approximately 20 MB of data and each
device requests its DAU bundle content on a set schedule. In addition to the requirement for
delivering the DAU bundle to all devices that are to be patched, the DAU bundle is updated on a
daily basis. Another point to bear in mind is that remote sites with satellites inplace should have the
latest DAU bundle in order for local devices to perform vulnerability scans.

If no additional signature files are present, the DAU ZIP file is rebuilt at the back end, but the
checksum of the ZIP file should be the same. This means that the ZIP file should not be distributed
to devices unless a new patch has been released.

When you configure Patch Management, the Subscription Download page has a number of
important options. First, select only the languages of interest are selected to ensure that the patch
repository is kept to the minimum size necessary. Next, make sure you understand the Cache patch
bundles to satellite servers option. If this option is enabled, all bundles related to the patch are
synchronized to all satellite servers. This option has the potential to drastically increase the network
and storage requirements of ZENworks and should only be selected after careful consideration.
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Figure 5-2 Subscription Download
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Enabling ZENworks Patch Management in an Existing ZENworks Zone

Because of the DAU bundles and the potential for causing network disruption, you should follow
these steps when enabling ZENworks Patch Management in an existing ZENworks Zone:
1 In ZENworks Control Center, enter the license key to enable the Patch Management features.
ZENworks Control Center should show Patch Management in the left pane and in the

Configuration page.
2 At the Zone level, in Configuration > Device Management > ZENworks Agent, disable the

Patch Management agent module.
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b3

Agent Features

Policy Management ¥ Installed @ Enabled Disabled
Remaote Management ! Installed @ Enabled Disabled
Asset Management ] Installed @ Enabled Disabled
Image Management [+ Installed @ Enabled " Disabled
User Management /! Installed @ Enabled Disabled
Bundle Management 4 Installed @ Enabled Disabled
Patch Management ¥ Installed Enabled @ Disabled
Endpoint Security Management [¥] installed @ Enabled Disabled

3 Connect the devices to the Zone and receive this configuration before proceeding.

4 When you are ready to start, choose the Primary Server that is responsible for downloading
patches and assign it to the Patch Management role. This server needs Internet access.

5 In Configuration Management > Patch Management > Subscription Download, choose the
subscription settings for language and platforms.

IMPORTANT: Select Cache patch bundles to satellite servers only if you are sure that you
want to do this.

6 If you are patching LINUX go to Configuration Management > Patch Management > Patch
Subscription Credentials, and configure the credentials to be used for Novell Customer Center
and Red Hat Network access.

7 After the Patch Subscription process runs, the Zone is populated with vulnerabilities and patch
management bundles.

8 Enable the Patch Management agent module on test devices either through folder or device
settings.

This step overwrites the Zone level settings to disable Patch Management.

9 Use folders to control the introduction of Patch Management by enabling the agent module in a
controlled manner.

Deploying Patches to Remote Sites with ZENworks Patch Management

When you deploy a patch remediation, ZENworks creates a deployment bundle that delivers each of
the patch bundles for that deployment bundle. As shown below, each patch bundle to be distributed
is automatically configured as an Install action of the patch deployment bundle.
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Figure 5-3 Deploying Patches
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If several patches need to be deployed to a remote location with Content Satellite devices, each of
these patch bundles needs to be configured so that they are available on the remote Satellite device.
To address this, you have three options:

+ Automatically synchronize all patch content to all satellites.

+ ldentify each patch bundle individually, then set the content synchronization behavior.

+ Define the content synchronization behavior on the deployment bundle.
The third option is preferred because it requires the least amount of administration and also ensures
that only the required patch data is synchronized to remote locations. If the content synchronization
behavior is configured on a patch deployment bundle, ZENworks automatically applies this to the

child bundles, or to the bundles that are configured as Install actions. The following example shows
how the content synchronization behavior can be set on a Patch Management deployment bundle.

Figure 5-4 Setting Content Synchronization Behavior of a Patch Management Deployment Bundle
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When you manage patch remediation content this way, it is important to ensure that the remediation
schedule is set well in advance such that the content can be synchronized to the relevant remote
locations. The patch remediation schedule should be based on a number of factors:

+ Whether the patch content synchronization is daily, weekly, or hourly.

*

For how long the schedule is open and how often it is repeated.

The available bandwidth.

Whether bandwidth throttling is enabled.

Finally, remember that patches of different severities can have different settings.

*

*

5.3 Pre-Deployment Planning

The first step in the process of deployment is planning the actual deployment. The following are
recommendations on how to plan this process:
+ Contact departmental leaders and inform them about the deployment.

+ Make suggestions on how you want to roll out the ZENworks Adaptive Agent to the endpoints,
including which departments are going to be targeted by date and time. Make sure you line this
up with your planned deployment schedule in your project plan. Ensuring that everyone knows
that this is a deliverable of the organization makes it much easier to line up the departments,
sites, or groups for deployment.

+ Identity and notify individuals that are part of the pilot phase of the deployment.

+ Emphasize that feedback is key to the success of this project. Individuals who are part of
the pilot and more wider-scale deployment should provide feedback directly to the IT
organization or to the Service Desk.

+ Make sure your teams are well informed of the deployment. This includes:
+ Departmental leaders.
+ Employees of the organization.

+ The organization’s Service Desk (staff members should have the full documented
schedule posted everywhere so everyone onsite knows what is going on, and when). This
also includes everyone involved in Incident and Problem Management processes.

+ The entire IT department, including desktop support, network services, and other
operational groups.

+ Change Management.

+ Security services groups, they need to be well informed that this is a planned
organizational initiative.

5.4 Pre-Deployment Documentation

Documentation is key to the success of every aspect of the project, including how you plan to deploy
the services and agents. Everyone directly involved in the actual deployment, should have
documentation that they can reference at all times, eliminating the chance of error.

Documentation regarding the deployment processes needs to be completed during the design phase,
and while you are testing the deployment in your test lab facilities. After you have proven the
concept and included deployment activities in the desigh document, you should create a Deployment
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Assistance Guide that can be used by the individuals who are involved. You might not need to share
the entire design document with everyone involved in the deployment of the product. Use your best
judgment here.

5.5 Deployment Rules of Thumb

The following scenarios depict the rules of thumb to be followed for deploying ZENworks 11:

+ Section 5.5.1, “Scenario 1: One Major Location with 1, 500 Devices,” on page 139

+ Section 5.5.2, “Scenario 2: One Major Location with Several Remote Locations and More
Than 1,500 Devices,” on page 139

+ Section 5.5.3, “Scenario 3: ZENworks 7 Migration to ZENworks 11,” on page 141

5.5.1 Scenario 1: One Major Location with 1, 500 Devices

Consider a scenario consisting of only one major location with 1,500 devices. To deploy ZENworks
Configuration Management in this scenario, you should consider two Primary Servers to provide
fault tolerance and load balancing, and any of the supported databases. Even though the External
Sybase database is sufficient for your requirements, you can choose Microsoft SQL Server or
Oracle, especially if growth is a future consideration.

In this scenario, there is no need for Satellite servers or configured locations (unless you want to
create locations based on departments, or floors, etc.) but you must carefully monitor the overall
system performance and add Primary Servers, if necessary.

5.5.2 Scenario 2: One Major Location with Several Remote
Locations and More Than 1,500 Devices

Consider a scenario consisting of one major location, several remote locations, and more than 1,500
devices. To deploy ZENworks Configuration Management in this scenario, you must consider the
following:

+ A minimum of three Primary Servers. You must plan to initially deploy three Primary Servers
to provide a robust core infrastructure. If necessary, you can scale it back at a later time.
+ Enterprise-ready database infrastructure, based on either Microsoft SQL Server or Oracle.

+ Satellite Servers deployed to remote sites. Based on the size of the sites and Satellite roles, you
can host the Satellite services on server class or workstation class devices. If User Sources are
used, it is recommended to enable and configure the Authentication Role at the Satellite Server
and have the server point to a local replica or domain for user and group object information.

+ Configure and use Locations, then configure Closest Server Rules at the Locations level. This
will allow you to be in full control of where devices will go to perform functions as they travel
around your network (ie Roaming Users). Otherwise the only option you have is the Default
Closest Server Rule, and that is simply not flexible enough for this scenario.

Now let's take it a step further and provide some additional details so we can formulate a design.

+ One (1) major datacenter location
+ Fifty (50) remote locations
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+ 25,000 devices require management - 10,000 at main office, and 300 at each remote location
(on average)

+ Will use all functions of ZENworks including ZENworks Reporting Server

+ Everything will be virtualized including the Database Server
Based on what we've outlined as best practices, this means that the first of design elements would
be:

+ The Database Server and all Primary Servers would be located in the major datacenter location.

+ The database would be either Microsoft SQL Server or Oracle. In this case we will choose
Microsoft SQL Server 2008, and run the database in Microsoft SQL Server 2005 compatibility
mode.

+ Based on the number of devices that require management, we would initially make a
recommendation for 8 Primary Servers that will be part of the Closest Server Rules, and paired
up with Satellite Servers.

+ A 9th Primary Server dedicated to running the ZENworks Reporting Server, and excluded from
the Closest Server Rules.

+ Two (2) Satellite Server at each location is recommended to provide fault tolerance, and
balancing of load (mainly imaging).

+ Satellite Servers paired with the 8 Primary Servers evenly (ie. 25 per Primary Server).

+ A Location set up and configured for each of the physical locations (50). Along with this, you

need to define each location using Network Environments. When set up, you are ready to
configure the Closest Server Rules for each Location.

There is a lot of additional thought that needs to go into building the design, but as you can see it is
easy to start envisioning what the overall design will look like from an infrastructure perspective.
Scalability and service placement are the most important aspects of the design, everything else is
work that you can accomplish in the lab or by discussing the topic with your teams.

Now that we have put together some of the basics, let's see what it looks like in graphical format:
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Figure 5-5 Infrastructure Design
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5.5.3 Scenario 3: ZENworks 7 Migration to ZENworks 11

This scenario looks at the process of moving from ZENworks 7 to ZENworks 11 Configuration
Management.

Assume the following specifics:

+ One tree for the development of applications, policies, and images.
+ Four regional production trees.
+ ZENworks 7 Desktop Management across the entire organization.

+ ZENworks 7 Server Management (Tiered Electronic Distribution) is used to replicate content
between the development tree and regional trees.

+ 20,000 devices are being managed (5,000 devices per regional tree).

+ Each regional tree has a main datacenter and several remote locations. There are no remote
locations with more than 200 devices that require management.

The following diagram shows the customer’s existing infrastructure:
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Figure 5-6 Existing Infrastructure Design
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Based on what we have outlined as best practices, this means that the first of design elements would

be:

*

*

Five zones in total - One development zone, and four production (regional) zones.

The development zone would be configured to two testing facilities, which is accomplished by
using folders for content, devices, and roles to restrict where administrators or testers can create
or modify content.

Each regional tree would include the following:
+ One database server running Microsoft SQL Server 2008 in the 2005 compatibility mode.
+ Three Primary Servers at the main regional datacenter.
+ Two Satellite Servers at each of the remote offices to mainly provide fault tolerance.

Content is still synchronized from the datacenter to datacenter by using ZENworks 7 Server
Management. When the content is replicated to the regional datacenter, it is imported manually
into the zone by the local administration team. In the future, ZENworks 7 Server Management
will be replaced by the ZENworks Configuration Management content share/subscribe
software.

An eDirectory infrastructure will still be a part of this overall design, and the User Sources will
be configured to point to the local replica servers, which include both Primary Servers and
remote Satellite Servers.

According to these design decisions, the infrastructure for this customer looks similar to the
following diagram. With all designs, minor adjustments might need to be done to ensure that the
designs meet all of the requirements for all devices and locations. These changes can be worked out
in the lab and documented accordingly.
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Figure 5-7 Infrastructure Design
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5.6 Pre-Deployment Testing

We recommend that you set aside some time before you perform your pilots to further prove your
deployment by running some last-minute tests. Allow enough time so that any adjustments can be
made and documented prior to deployment.

Perform the test in your lab facilities, using three or four sample workstations with a sample of line-
of-business applications installed. This can be a replica of tests done during your full testing phase.

5.7 Pilots

The first phase of the actual deployment is the pilots. This is where you deploy the ZENworks

Adaptive Agent to those members that you identified and notified as part of the pilot phase. You are
looking for feedback from these individuals, and this can be done through a feedback form, e-mail,
or face-to-face meetings.

Do not perform the pilots all at once. Use a rolling approach to this phase. If something goes wrong

with the deployment, you want to limit the number of people that are impacted. After you are
confident that the deployment is going as planned, you can increase the number of devices you

deploy to.
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5.8 Migration

If your deployment involves a migration from an existing ZENworks infrastructure, you should have
gone through a pre-staging process, but your actual process for deploying to the end user
communities should not be different. You still need to pilot and deploy in the same way as if this is a
new deployment of ZENworks Configuration Management.

You should use the ZENworks Migration Wizard to perform the pre-staging activities, which
includes migration of the following resources:

+ Application objects and source content. This includes all AOT/AXT-based objects and content,
MSI-based objects and content, and Simple objects.

*

Image objects and image files.

*

Policy objects and applicable policy files (for example, Group Policy files).

*

Imported workstation objects.

*

All associations for application objects and policy packages.
The Migration Wizard can be found at the following locations:

%zenworks_home%\instal IN\downloads\tools
https://servername/zenworks-setup/

It is important to note that if you are migrating from an eDirectory infrastructure (for user sources)
to an Active Directory environment, you should take advantage of the migration capabilities built
into the Migration Wizard for migrating associations. This allows you to migrate your existing
eDirectory associations to Active Directory users, groups, and folders.

In addition, if you are migrating workstation objects, the wizard allows you to avoid the need for
discovery of devices. After you have migrated your workstation objects into the ZENworks
Configuration Management Zone, you can target them directly from there. In fact, we recommend
that all existing ZENworks customers migrate their workstation objects even if they are associating
applications and policies only to users in the user source. If workstations are not migrated, and you
deploy the ZENworks Adaptive Agent to the existing ZENworks workstations, all applications and
policies within ZENworks Configuration Management redeploy.

For more information about the Migration Wizard, see the ZENworks 11 Configuration Management
Migration Guide (http://www.novell.com/documentation/zenworks11/zen11_cm_migration/data/
bookinfo.html).

Some additional best practice recommendations for using the ZENworks Desktop Management
Migration Wizard include:

+ If you migrate traditional ZENworks application objects as MSI files through the Migration
Utility running on a Windows Vista device, the performance might degrade. For improved
performance, run the Migration Utility on a Windows XP SP2 device.

+ While migrating applications that require the content to be uploaded to the content server, the
migration might fail. Ensure that the port specified in the File Upload Http Port option while
logging in to the migration destination zone matches the port configured during installing the
ZENworks Configuration Management Server.
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+ While migrating large applications that should be uploaded to the content server, the
connection to the server might be lost, resulting in failure of the migration. Ensure that the Get
response timeout option in the Web Client Configuration is set to None in order to establish a
persistent connection with the server.

+ While migrating applications, deselect the Upload to content server option if you do not want
to upload the applications to the content server. Deselecting the option migrates the MSI
applications as Install Network MSI, which installs the MSI from a network path. By default,
the Upload to content server option is enabled.

+ If you use the Snapshot Manager in traditional ZENworks to create complex application
objects with multiple changes such as Registry, INI, and File Copy, you should migrate the
applications as MSI by disabling the Migrate distribution options as individual actions option.

+ If you use the Snapshot Manager in traditional ZENworks to create application objects with
single changes such as Registry, INI, or File Copy, or if the application object must be edited
later, you should migrate the application as actions by enabling the Migrate distribution options
as individual actions option.

+ If an application is dependent on other applications, review the applications on which the
dependency exists and migrate them as MSI or as actions dependent on the requirements, then
migrate the dependent applications.

+ If the traditional ZENworks application objects use files that are hosted on the network share,
you should map the network share on the device hosting the migration tool.

+ By default, the applications are uploaded to the content server during the migration. If the
application files are located on a shared network and you want to continue using the network
files, deselect the Upload to content server option.

+ |f there are too many associations to be listed in the Migration Utility, select the Either eligible
or ineligible for migration (No warning) option to reduce the time taken by the utility in listing
the associations.

+ Application objects that have the AppFsRights attribute set in eDirectory are not listed in the
Migration Utility. To list such applications for the migration, remove the AppFsRights
attribute. For more information on removing attributes, search for the LDAP Attribute
Remover article at the ZENworks Cool Solutions Community (http://www.novell.com/
communities/coolsolutions/zenworks).

In addition to the ZENworks 7 Migration Wizard, ZENworks 11 Configuration Management also
includes a migration tool that can be used to migrate data from an existing ZENworks Linux
Management infrastructure. The tool can also be downloaded from the same setup page as the
migration tool for ZENworks 7.

The ZENworks Linux Management migration utility helps ZLM customers migrate their ZENworks
Linux Management zone to an existing ZENworks 11 zone. This involves migration of bundles,
policies, devices and associations for devices to bundles and policies. As there is no concept of
Catalogs in ZENworks 11, we you be migrating ZENworks Linux Management Catalogs as either
Linux Bundles or Linux Dependency Bundles in ZENworks 11. In addition, you will be migrating
ZENworks Linux Management policies (Remote Execute/Text File) as ZENworks 11 bundles with
install actions as run script/edit text file actions.

It is important to note that you should always test your migration(s) in a lab environment first,
before you begin your production migrations. You should also test everything that you want to
migrate as well, it doesn't hurt and it can save you a lot of time when it comes time to touch the
production environment. When it is time to perform your production migration, we suggest doing
things in phases, and take it one manageable step at a time.
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The ZENworks Linux Management object migration wizard migrates RPM/File/Image Bundles,
Remote Execute Policy and Text File Policy, Settings, Devices and Assignments.

In short, the user experience with the migration tools that Novell provides are very similar, and
accomplish what is required to get existing content and settings from one infrastructure to your new
ZENworks 11 infrastructure.

5.9 Wider Deployment

After you have completed the pilot deployments, you can move on to a wider deployment.
Continuing to use the deployment plan that you have documented. You should execute against your
project plan until you have completed the rollout to all remaining workstations on your network.

5.10 Post-Deployment Documentation and
Validation

After you have completed the deployment, you should document all steps you took to deploy across
your entire infrastructure. We recommend that you do this outside of the project plan, and include
this in your documentation repository as either a separate document or as a part of your existing
design document.

In addition, you should validate your success as much as possible. This can be done by doing the
following:

+ Perform physical spot checks wherever you can. Interview individuals briefly to see if they are
experiencing any issues with the deployment, and more specifically with the addition of the
ZENworks Adaptive Agent.

+ Review error logs in ZENworks Control Center and investigate further from there. Visit
workstations to find out more details if necessary.

+ Monitor Service Desk activity throughout the duration of the deployment phase. Service Desk
incidents reveal a lot of information. You are looking for spikes in activity and the details of the
individual Service Desk requests.

146 System Planning, Deployment, and Best Practices Guide



Best Practices for Deploying
ZENworks on a Citrix Server

This section describes the items you need to consider when deploying Novell ZENworks 11 on a
Citrix server. This information is intended to supplement the online resources that Novell provides
to give you a better understanding of the design-related topics and requirements when deploying a
Novell ZENworks 11 solution on a Citrix server.

ZENworks Configuration Management is also supported by other documentation (in both PDF and
HTML formats) that you can use to learn about and implement the product. For additional
documentation, see the ZENworks 11 documentation (http://www.novell.com/documentation/
zenworks1l/index.html).

The information in this document is organized as follows:
+ Section 6.1, “Understanding the Need for Integrating ZENworks and the Citrix Server,” on
page 147
+ Section 6.2, “Gathering Critical Information for Design Activities,” on page 148
+ Section 6.3, “Performing Lab Tests and Validation,” on page 150

+ Section 6.4, “Deploying the ZENworks Configuration Management Agent on Citrix Server,”
on page 150

+ Section 6.5, “ZENworks Configuration Management Tuning Parameters,” on page 150

6.1 Understanding the Need for Integrating
ZENworks and the Citrix Server

When ZENworks and the Citrix Server are properly integrated, these powerful solutions provide a
functionally rich and manageable solution that is not possible when they are implemented in
isolation. It is important to provide additional functionality without losing the functionality or
reliability of either of the components.

By integrating Novell ZENworks Configuration Management and the Citrix Server, you achieve the
following benefits:

+ Improved application accessibility and manageability

+ Strengthened security through Patch Management

+ Improved compliance through Asset Management

+ Improved remote access of applications that are on the Citrix server

Allows you to gain simple and one-click access to the applications on the Citrix server. Having
all your local and remote software in one place allows you to reduce complexity and increase
productivity.

+ Management of the Citrix servers
+ Patching of the Citrix servers and the applications hosted on the Citrix servers
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*

Load balancing of the Citrix servers

+ Availability of support for the Citrix Server farm that has servers that are a part of an Active

Directory forest or a workgroup

6.2 Gathering Critical Information for Design
Activities

You need to gather information to help you design your specific implementation for deploying
Novell ZENworks 11 on a Citrix Server.

Review the following sections:

*

*

*

*

Section 6.2.1, “Performing a Technical Assessment,” on page 148
Section 6.2.2, “Factors Influencing Scalability,” on page 149
Section 6.2.3, “Scale Numbers,” on page 149

Section 6.2.4, “Ports Used by the ZENworks Agent,” on page 149

6.2.1 Performing a Technical Assessment

You need to perform a technical assessment to review what you already have, identify what you
need, and document your requirements.

You also need to have a good understanding of the existing infrastructure. To do this, you should
hold a set of workshops or meetings to obtain all the information you need.

The two main results from a technical assessment are documentation on your findings, along with a
set of tasks that you need to perform. Information that you should gather includes the following:

*

Which version of Citrix Server should you use?

For more information on the supported versions of Citrix Server, see the ZENworks 11
Installation Guide (http://www.novell.com/documentation/zenworks11/index.html).

What is the maximum number of user sessions per server that can be active on Citrix Server?

If the maximum number of user sessions per server is more than the recommended number, try
adding more servers to the Citrix farm. We plan to provide such recommendations for the
ZENworks 11 Configuration Management product after the product is released.

Is user-based management used?

If it is used, a policy or bundle must be assigned to the users only if the policy or bundle is not
applicable to all the users logging in to the server. However, if the policy or bundle is applicable
to all the users logging in to the server, assign it to the device instead of assigning it to all the
users.

For example, if there are 150 bundles that are assigned to the users and 50 bundles are common
to all the users logging in to a device, assign these 50 bundles to the device instead of the user.

Avre servers available in the Citrix farm? If they are, how many servers are available and are
these servers load balanced?

Make sure that no single server is overloaded. For information on load balancing mechanisms,
see the Citrix Web site (http://www.citrix.com).

Is the Novell Client installed on the Citrix server?
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If the Novell Client is not installed on a Citrix server, the Citrix server session might crash
during login. To avoid this issue, see “Tasks to be Performed After Deploying the Agent on
Citrix Servers” on page 150.

+ Do you plan to use the DLU policy? If you do, are the profiles volatile?

If there is more than one Citrix server in a farm, you must use the volatile DLU and Roaming
Profile policies to enable the users and their profiles to exist on all the servers in the farm. If
you do not use the volatile DLU and Roaming Profile policies, a profile synchronization issue
might exist among the servers.

+ Do you have a mechanism to handle idle and disconnected sessions? If you do, how often is it
used?

The idle and disconnected sessions should be periodically logged out to enable the ZENWorks
events such as memory release and policy unenforcement to happen. Otherwise, the server
might have high memory consumption.

+ Are the Citrix servers used only to distribute applications or they are also used as terminal
servers?

You must deploy ZENworks 11 on Citrix Server only if you want the Citrix server to be used as
a terminal server in addition to distributing applications. However, if you only intend to
distribute applications, create thin client bundles and assign them to devices or users

6.2.2 Factors Influencing Scalability

The main physical factor that govern the scalability of the Citrix servers is the RAM. The majority
of operations are performed by three services: zenworksWindowsService, ZenNotifylcon, and
zenUserDaemon. The RAM consumption depends on the number of sessions and the number of
effective assignments that each session has.

For the minimum hardware recommendations, refer to the Citrix Web site (http://www.citrix.com).
If you can provide hardware that exceeds these recommendations, your system will perform better.
Additional processing power and faster drives can make the systems more responsive.

The other factors that you need to consider include:

+ Device refresh frequency
+ Bundle schedules
+ System requirements

6.2.3 Scale Numbers

The information will be available for ZENworks 11 Configuration Management product after the
product is released.

6.2.4 Ports Used by the ZENworks Agent

For information on the ports used by the ZENworks Agent, see the ZENworks 11 Installation Guide
(http:/lwww.novell.com/documentation/zenworks11/index.html)
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6.3 Performing Lab Tests and Validation

Before deploying ZENworks 11 on Citrix Server in a production environment, we recommend that
you test ZENworks 11 on the Citrix servers with the exact load that needs to be in the production
environment.

6.4 Deploying the ZENworks Configuration
Management Agent on Citrix Server
For deploying the ZENworks Configuration Management Agent on Citrix Server, see the Deploying

the ZENworks Adaptive Agent section in the ZENworks 11 Discovery, Deployment, and Retirement
Reference (http://www.novell.com/documentation/zenworks11/index.html).

Tasks to be Performed After Deploying the Agent on Citrix Servers

After deploying the ZENworks Adaptive Agent on Citrix servers, do either of the following on the
Citrix servers before launching a terminal session with the server:
+ Rename NWGina.dll.
1. Inthe c:\windows\system32 directory, rename NWGina.dll.

2. In the Registry Editor, go to
HKLM\Software\Microsoft\WindowsNT\CurrentVersion\Winlogon, and change the
value of the CtxGinaDLL key to the new name of NWGina.dl .

3. Reboot the server.
+ Install the Novell Client.

IMPORTANT: If you fail to perform the preceding tasks, you will encounter ICA login session
issues when you try to launch a terminal session with the Citrix server. For more information about
the ICA login session issues, see “Unable to launch a terminal session with a Citrix Server that has
ZENworks Adaptive Agent installed” in the ZENworks 11 System Administration Reference (http:/
/www.novell.com/documentation/zenworks11/index.html).

6.5 ZENworks Configuration Management
Tuning Parameters
This section provides information about the scenarios you might encounter if the parameters
configured for a Citrix server are not appropriately tuned as per the deployment environment:
+ Section 6.5.1, “User Sessions on a Citrix Server Fail to Terminate,” on page 151
+ Section 6.5.2, “High Utilization of Resources on a Citrix Server,” on page 151
+ Section 6.5.3, “High Consumption of Memory on a Citrix Server,” on page 151

+ Section 6.5.4, “Disabling Random Refresh Might Cause the ZENworks Adaptive Agent to
Crash on a Citrix Server,” on page 152

+ Section 6.5.5, “Logging in to the User Source on a ZENworks Server is Slow,” on page 152
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6.5.1 User Sessions on a Citrix Server Fail to Terminate

Terminating a thin client application that is running on a Citrix server might not close the user
session on the server. Consequently, when the user logs out of the server, the roaming profile data
for the user session is not saved.

To close the user session on the Citrix server, perform the following steps on the server:

1 Open the Registry Editor.

2 Goto
HKEY _LOCAL_MACHINE\SYSTEM\CurrentControlSet\Control\Citrix\wfshel INTWI.

3 Change the value of LogoffCheckSysModules from ZCMUMHe Iper . exe to
ZenUserDaemon.exe.

4 Reboot the device.

6.5.2 High Utilization of Resources on a Citrix Server

During a partial or general refresh of the ZENworks Adaptive Agent on a terminal session of a
Citrix server, the agent simultaneously refreshes the sessions of all the users logged into the terminal
server. If too many users have logged into the terminal server, this might cause high usage of system
resources, and subsequently the ZENworks Adaptive Agent might take considerable time to refresh
the terminal server.

To avoid high utilization of resources on the Citrix server:

1 Open the Registry Editor.
2 Go to HKLM\Software\Novel INZCM\.

3 Create a string called EnableBatchRefresh and set its value to 1. By default, the number of user
sessions that can be simultaneously refreshed is 5.

4 (Optional) If you want to change the default number of user sessions that must be
simultaneously refreshed, create a string called maxUserRefreshThreads and set the desired
value.

6.5.3 High Consumption of Memory on a Citrix Server

On a Citrix server or a terminal server, if a user disconnects a session without logging out from it,
the session exists in the disconnected state. This might cause high memory consumption of the agent
service.

To avoid high consumption of memory on the Citrix server, do one of the following:

+ Ensure that the users log out from a session instead of just disconnecting the session.

+ Set a time limit to automatically log out from a disconnected session. For detailed information,
see the Microsoft Knowledgebase (http://support.microsoft.com/kb/186566).
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6.5.4 Disabling Random Refresh Might Cause the ZENworks
Adaptive Agent to Crash on a Citrix Server

If Random Refresh for the ZENWorks Adaptive Agent is disabled and if multiple users log in to the
Citrix server at the same time, then all the sessions try to refresh at the same time. This can cause

resource contention, and subsequently causes the agent to crash because the cache access is not
synchronized. To avoid this, Random Refresh must be enabled for the ZENWorks Adaptive Agent.

6.5.5 Logging in to the User Source on a ZENworks Server is
Slow

Logging in to the user source on a ZENworks Server from the managed device might take some time
because the login process executes the device refresh synchronously.

To speed up the login process, perform the following steps to execute the device refresh
asynchronously:

1 Open the Registry Editor.

2 Go to HKEY LOCAL_MACHINE\Software\Novel I\ZCM

3 Create a string called ZENLoginUserRefreshAsync and set its value to TRUE.

4 Log in to the device again.

IMPORTANT: If you change the login process to execute the device refresh asynchronously, the
latest policies might not be immediately available. With this change, you make the login
performance more important than the accuracy of the policies.
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ZENworks Services

This section explains some of the Novell ZENworks Configuration Management services in greater
detail, and also provides some useful information regarding logging, backing up, and restoring the
Certificate Authority.

+ Section A.1, “ZENworks Services,” on page 153
Section A.2, “Useful URLSs,” on page 156
Section A.3, “Critical File Locations,” on page 156

*

*

*

Section A.4, “Logging Information,” on page 159

*

Section A.5, “Backing Up and Restoring the ZENworks Certificate Authority,” on page 161

*

Section A.6, “Restricting Access to ZENworks Control Center,” on page 161

A.1 ZENworks Services

On a Windows ZENworks Primary Server, the services reside in the \novel I\zenworks\bin
directory. On a Linux ZENworks Primary Server, they reside in the Zetc/init.d directory.

+ Section A.1.1, “Checking the Status of a ZENworks Service,” on page 153
+ Section A.1.2, “Starting a ZENworks Service,” on page 153

+ Section A.1.3, “Stopping a ZENworks Service,” on page 154

+ Section A.1.4, “Restarting a ZENworks Service,” on page 154

+ Section A.1.5, “ZENworks Services,” on page 154

+ Section A.1.6, “Web Services Test Pages,” on page 155

+ Section A.1.7, “Agent Log Files,” on page 155

+ Section A.1.8, “Server Log Files,” on page 156

A.1.1 Checking the Status of a ZENworks Service

1 At the server command prompt, enter the following command:

/etc/init.d/servicename status

Replace servicename with the name of the service as listed in Section A.1.5, “ZENworks
Services,” on page 154.

A.1.2 Starting a ZENworks Service

To start a ZENworks service on a Windows ZENwaorks Primary Server:

1 Click Start > Administrative Tools > Services.
2 Select the service you want to start, then click Start.

To start a ZENworks service on a Linux ZENworks Primary Server:

1 Enter the following command at the server console prompt:
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/etc/init.d/servicename start

Replace servicename with the name of the service as listed in Section A.1.5, “ZENworks
Services,” on page 154.

To start all services:

1 Enter the following command at the server console prompt:

/opt/novell/zenworks/bin/novel l-zenworks-configure -c Start

A.1.3 Stopping a ZENworks Service

To stop a ZENworks service on a Windows Primary Server:

1 Click Start > Administrative Tools > Services.
2 Select the service you want to stop, then click Stop.

To stop a ZENworks service on a Linux ZENworks Primary Server:
1 Enter the following command at the server console prompt:

/etc/init.d/servicename stop

Replace servicename with the name of the service as listed in Section A.1.5, “ZENworks
Services,” on page 154.

A.1.4 Restarting a ZENworks Service

To restart a service that is already running on a Windows Primary Server:

1 Click Start > Administrative Tools > Services.
2 Select the service you want to start, then click Restart.

To restart a service that is already running on a Linux Primary Server:
1 Enter the following command at the server console prompt:

/etc/init.d/servicename restart

Replace servicename with the name of the service as listed in Section A.1.5, “ZENworks
Services,” on page 154.

A.1.5 ZENworks Services

Table A-1 ZENworks Services, Service Names, and Descriptions

Service Service Name Description

Proxy DHCP Service novell-proxydhcp Used with a standard DHCP server to inform
PXE-enabled devices of the IP address of the
Novell TFTP server.

TFTP Service novell-tftp Used by PXE-enabled devices to request files
that are needed to perform imaging tasks.
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Service

Service Name

Description

ZENworks Agent Service

ZENworks Datastore
ZENworks Loader
ZENworks Preboot Policy

Service

ZENworks Preboot Service

ZENworks Remote
Management
ZENworks Server

ZENworks Services Monitor

ZENworks Imaging Agent

zenworkswindowsservice
novell-zmd

dbsrv10

zenloader

novell-zmgprebootpolicy

novell-pbserv

nzrwinvnc

zenserver

zenwatch

ziswin

Used to enable the server as a managed
device.

Embedded database used for storing
ZENworks objects and resources.

Used for loading and controlling the Java
services that perform ZENworks Server tasks.

Used by PXE-enabled devices to check for
assigned preboot policies and work.

Used to provide imaging services to a device.
This includes sending and receiving image
files, discovering assigned Preboot bundles,
acting as session master for multicast imaging,
and so forth.

Used to enable remote management of the
server.

Used for communicating with the ZENworks
Agent.

Used to monitor the status of the ZENworks
services.

Used to save and restore image-safe data on
the server (as a managed device). Only runs
when launched by the ZENworks Agent.

A.1.6 Web Services Test Pages

Most web services on the Primary Server provide details regarding the services, and can be used for
test purposes after the servers have been installed. This ensures that the services are up and running
prior to any deployment of the Adaptive Agent into the infrastructure, and there are no problems
with the services themselves.

The three common interfaces are;

+ https://Primary_Server_IP_address_or_FQDN/zenworks-useradmin
+ https://Primary_Server_IP_address_or_FQDN/zenworks-coreadmin
+ https://Primary_Server_IP_address_or_FQDN/zenworks-ping

A.1.7 Agent Log Files

The following log files help that are available at the device level help you to troubleshoot issues
pertaining to managed devices:

+ zmd-messages. log - Contains logging information of the agent.
+ nwgina. log - Contains information related to GINA startup and login.
+ zenlgn. log - Contains information regarding the login process.
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+ casaauthtoken. log - Contains information regarding CASA connection to the CASA
servlet.

+ nalshell.txt - Contains information related to the ZENworks Explorer shell extension.

+ system-update. log - Contains information regarding the progress and errors related to
installing a System Update.

A.1.8 Server Log Files

The following log files help that are available for Primary Servers help you to troubleshoot issues
pertaining to server activities.

+ services-messages. log - Contains messages from all of the ZENworks servlets.

+ loader-messages. log - Contains messages from all registered ZENworks loader modules
and the queue (important).

+ ats.log - Contains information related to CASA connections to the agent and to the LDAP
user source.

+ zcc. log - Contains output information from the ZENworks Control Center servlet. It helps
you to troubleshoot issues that might occur while working in ZENworks Control Center.

+ catalina.out - Tomcat logs.

A.2 Useful URLS

+ Section A.2.1, “Discovery,” on page 156
+ Section A.2.2, “Deployment,” on page 156

A.2.1 Discovery

https://Primary_Server/zenworks-discovery
https://Primary_Server/zenworks-discoveryadmin

https://Primary_Server/zenworks-fileupload

A.2.2 Deployment

https://Primary_Server/zenworks-deployment
https://Primary_Server/zenworks-deploymentadmin

https://Primary_Server/zenworks-downloads

A.3 Critical File Locations

ZENworks Configuration Management uses the following directories:

+ Section A.3.1, “Installation Directories,” on page 157
+ Section A.3.2, “The ZENworks Content Repository,” on page 157
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A.3.1 Installation Directories

ZENworks Configuration Management uses the installation directories listed here. It is important to
keep this in mind and be aware of where ZENworks Configuration Management is storing files.
This is useful when you are troubleshooting specific functionality in ZENworks Configuration
Management:

Windows installation directories:
+ Installation_directory/ZENWORKS
Linux Installation directories:

+ /opt/novell/zenworks/
+ /etc/opt/novell/zenworks
+ /var/opt/novell/zenworks
+ /var/opt/novell/log/zenworks/
For best performance, you should use separated disks and logical drives for the OS and the

installation directory. In addition, the database (if it is embedded) and log file size can increase very
quickly, so it is better to have them on separate partitions.

A.3.2 The ZENworks Content Repository

The content repository is found in the following location on a Windows server:
instal lation_path\zenworks\work\content-repo

You should specify a different disk drive to be your content repository. This is based on best
practices that Novell outlines for ZENworks Configuration Management. In Windows, this is done
by mounting the drive. Mounting is simply pointing an existing path to a hard drive partition without
the use of mapped drive letters.

In the following steps, you mount the default content repository location to a disk drive partition,
which becomes the new content repository:

1 Make sure that the disk drive you want to use is attached to the server and is properly formatted
as NTFS. This disk drive can be an existing drive or new drive for the machine. The hardware
must be recognized by the server. However, do not specify a drive letter if you are adding a new
disk drive to the machine. Windows does not allow mounting to a drive letter.

2 Because an empty content-repo directory must exist in the default location
(installation_path\zenworks\work\content-repo) to be the pointer to the new Content
Repository location, do one of the following to make sure that there is no content in the default
location:

+ If you need to save the content that is now in this directory, rename the existing directory
and create a new directory named content-repo.

You can then copy the content from this renamed directory to the new Content Repository
location.
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+ If you do not need any of the content in the existing content-repo directory, delete the
directory and re-create it.

+ If the content-repo directory is not present in the path given above, create the path and
directory.

3 Click Start, right-click the My Computer icon, then click Manage.
You can also click Start, then enter compmgmt.msc at the Run command line.
4 Select Disk Management under the Storage section in the left pane.

The disk drive you selected during the beginning of these steps should be displayed in the right
pane.

5 (Conditional) If a driver letter is associated with the partition that you want to use as the new
content repository location, do the following:

5a In the Computer Management dialog box, right-click the drive’s partition.
5b Select Change Drive Letter and Paths.

5c Select the drive letter.

5d Click Remove, then click Yes to confirm.

6 Right-click the partition of the disk drive that you want to use as your content repository, then
click Change Driver Letter and Paths.

This is the disk drive that you will mount to the content-repo directory later in this
procedure.

7 Click Add.
This displays the Add Drive Letter or Path dialog box.

8 Select Mount in the Following Empty NTFS Folder, browse for and select the default
content-repo directory, then click Next.

The default directory is instal lation_path\zenworks\work\content-repo.
This mounts the default path to the hard drive partition that you selected previously.
If necessary, format the drive as NTFS using the Computer Management feature in Windows.
9 Click the buttons as necessary to exit and save the configuration change.
10 Copy the files from the old renamed content-repo directory to the new content-repo
directory.

From this point on, all ZENworks Configuration Management data is written directly to the new
Content Repository location on the selected hard drive partition.

For Linux servers, you might want the Zopt directory to be located on a large partition. This is
where the database (if embedded) and content repository are stored.

The minimum disk configuration is required as follows:

Table A-2 Disk Setup for Windows

Partitions Size Contains
Boot (C:) 20 GB Windows System
Install (D:) 40 GB and larger Installation directory/ZENWORKS
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Partitions

Size

Contains

Content

40 GB and larger

Mounted to

Installation directory/ZENWORKS/work/content-repo

Table A-3 Disk Setup for Linux

Partitions Size Contains

/boot 300 Mb Linux boot / ext2

/swap 4GB Linux swap

/root 20 GB Linux system / ext3

Content 40 GB and larger Mounted to /var/opt/novel l/zenworks/content-

repo

A.4 Logging Information

The Message Logger component of Novell ZENworks 10 Configuration Management lets the other
ZENworks components such as zenloader and web services, ZENworks Management Daemon
(ZMD), Remote Management, and Policy Enforcers log messages to different output targets. The
output targets include the system log, local log, database, SMTP, SNMP trap, and UDP. For more
information, see Message Logging in the ZENworks 11 System Administration Reference (http://
www.novell.com/documentation/zenworks11/zen11_system_admin/data/brwgm55.html).

Message Logger performs the following functions:

+ Writes messages to local log files.

+ Writes messages to a system log or event log.

+ Writes messages to the Management console.

*

*

*

*

Sends messages to the Management server.

Sends messages as SMTP mail to SMTP servers from the Primary Server.

Sends messages as SNMP traps to remote or local machines from the Primary Server.
Sends messages as UDP packets to UDP destinations.

+ Writes messages to the ZENworks database.

*

*

Automatically purges database entries from the ZENworks database.
Automatically acknowledges the messages in the ZENworks database.

The following sections contain more information:

+ Section A.4.1, “Local Log File,” on page 160

+ Section A.4.2, “Installation Log File,” on page 160

+ Section A.4.3, “Registration Log File,” on page 160
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A.4.1 Local Log File

On a managed device, the location of the local log file is:
nove l INzenworks\logs\localstore\zmd-messages. log
On a ZENworks Server, the location of the local log file is:
+ ZENworks Services:
Linux: /var/opt/novel 1/log/zenworks/services-messages. log

Windows: novel INzenworks\logs\services-messages. log
+ ZENIloader and its modules:
Linux: /var/opt/novell/log/zenworks/loader-messages. log

Windows: novel INzenworks\logs\loader-messages. log

A message is an event that is generated by different components and modules. These events can be
exceptions such as errors, warnings, information to a user, or a debug statement for a module.

Messages are classified based on the following severity levels:

+ Error: Indicates that an action cannot be completed because of a user or system error. These
messages are critical and require immediate attention from an administrator.

+ Warning: Indicates an exception condition. These messages might not be an error but can
cause problems if not resolved. These messages do not require immediate attention from an
administrator.

+ Information: Provides feedback about something that happened in the product or system that
is important and informative for an administrator.

+ Debug: Provides debug information to troubleshoot and solve problems that might occur. The
debug messages are stored only in the local file.

For additional information related to message logging, see Message Logging in the ZENworks 11
System Administration Reference.

A.4.2 Installation Log File

The log file related to the installation of ZENworks can be found at the following location, for both
the Linux and Windows platforms:

Install_Path\logs\ZENworks_Install_date. log.xml
A.4.3 Registration Log File
The log files related to registration can be found in the following locations:

Server Log File
Linux: /var/opt/Novell/1ogs/zenworks/service-messages. log

Windows: /Novel 1/ZENWorks/logs/service-messages. log
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Agent Log File

Novel 1/ZENworks/logs/LocalStore/zmd-messages. log

A.5 Backing Up and Restoring the ZENworks
Certificate Authority

When you install ZENworks Configuration Management for the first time you are prompted to
either create an internal Certificate Authority (CA) or provide the appropriate certificate information

for an external CA. If you are using the built-in CA, it is important to keep in mind that the CA can
be backed up and restored if you require this as part of a set of troubleshooting procedures.

To back up the CA files on the Primary Server that is configured to be the ZENworks internal CA:

1 At the command prompt of the ZENworks Server, enter the following command:

zman certificate-authority-export (certificate-authority-export/cae)
[options] (Ffile path)

This command exports the key-pair credentials of the zone certificate authority to a file.
2 Enter the username and password of the administrator of the Management Zone.
3 Enter a passphrase for the file encryption.

The passphrase is used in the encryption of the backed-up file.

To restore the CA files on the Primary Server that is configured to be the ZENworks internal CA:

1 At the command prompt of the ZENworks Server, enter the following zman command:

zman certificate-authority-import (certificate-authority-import/cai) (file
path)

This command imports the key-pair credentials of the zone certificate authority from a file.
2 Enter the username and password of the administrator of the Management Zone.

3 Enter the file encryption passphrase you specified when you backed up the Certificate
Authority files

A.6 Restricting Access to ZENworks Control
Center

You might have instances where you want to restrict access to ZENworks Control Center for
specific Primary Servers in the Management Zone. For example, you might want to restrict access

for a Primary Server that you placed in your DMZ to provide management to devices located outside
the boundaries of the corporate firewall.

To restrict access to ZENworks Control Center on a Primary Server in the Management Zone:

1 Navigate to the following folder:
Windows: <Program Files>\Novel IN\ZENworks\share\tomcat\conf
Linux: Zopt/novel 1/zenworks/share/tomcat/conf
2 Use your favorite text editor to open the context.xml file.
3 Remove comment from the section covering context, as indicated in the following screen shot.
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k?xml version='1i.0' encoding='utf=8'?7>

gl==
Licensed to the Apache Software Foundation (ASF) uncer one or more
contributor license agreements. See the NOTICE file distributed with
thiz work for addicional information regarding copyright ownership.
The ASF licenses this file o You under the Apache License, Version 2.0
{the "Licenme®): you may not use this file except in compliance with
the License. You may obtaln a copy of the License atc

hetp://vww.apache.org/licenses/LICENSE=2Z.0

Unless required by applicable law or agresd to in writing, softwvare
distributed under the License is distributed om an 45 IS® BASIS,
WITHOUT WARRANTIES OR CONDITIONS OF ANY KIND, sither express of impliesd.
See the License for the specific language governing permi=sions and
limitations under the License.

——z

% |== The contents of this file will be loaded for each web application -=->

<Context>

<l== Default set of monitored resources --3
<WatchedResource>WEE-INF/web.xml</ UatchedResource:

<!== Tncomment this to disable sessjion persistence across Tomcatb restarts -->
€l==
<Manager pathname="'" />
-
€!—— Tncomment this to enable Comet connection tacking (provides events
on sesaion expiration as well as webapp lifecycle)] ==

i

<Valve className="org.apache.catalina.valves.ComerConnectionfanagervValve™ />
-

</Context>

4 Add an Allow statement at the end of the Valve statement.
The statement will now look something like this:

<Valve className="org.apache.catalina.valves.CometConnectionManagerValve"
allow 192.168.15.1 />

You can also use wildcards in the Al 1ow statement:

This statement indicates that a workstation with an IP address of 192.168.15.1 can access
ZENworks Control Center on the Primary Server in question.

<Valve className="org.apache.catalina.valves.CometConnectionManagerValve"
allow 192.168.15.* />

This statement indicates that any workstation with a network address of 192.168.15.0 can
access ZENworks Control Center on the Primary Server in question.

5 Save the file and exit the text editor.
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The ZENworks Configuration
Management Architecture

The following sections are intended to be a reference for the Novell ZENworks Configuration
Management architecture and should be used for education purposes. Because the architecture for
ZENworks Configuration Management has changed dramatically from that of ZENworks 7 and
previous versions, it is important to have a better understanding of these changes and how the
system components interact.

+ Section B.1, “ZENworks Architecture Reference,” on page 163
+ Section B.2, “Detailed ZENworks Components Diagram,” on page 168

B.1 ZENworks Architecture Reference

Out of the box, ZENworks Configuration Management provides a standards-based, three-tier,
services-oriented architecture that allows you to manage devices over the Internet without disrupting
your network infrastructure. Separating components into different tiers makes it easier to change
business logic or add new modules without affecting other tiers of the architecture.

The server-side infrastructure consists of two tiers. The first tier provides Web services, including
object-to-relational mapping and data-model APls. The second tier comprises the file system for
storing actual files, the database for storing ZENworks information, and the optional identity store
(eDirectory or Active Directory) for performing user-based resource management. The third tier
consists of the ZENworks Adaptive Agent on managed devices.

The following diagram is a visual representation of the three-tier web services architecture
(including the optional connection to a user source) of ZENworks Configuration Management.
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Figure B-1 Web Services Architecture
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Because it is a fully Web-based application, ZENworks Configuration Management uses Web
services as the primary mechanism for communications between management servers, managed
clients, identity and object stores, and the management console. No proprietary protocols are used.

The following sections contain more information:

+ Section B.1.1, “Standard Protocols,” on page 164
Section B.1.2, “ZENworks Primary Server Architectural Components,” on page 165

*

*

Section B.1.3, “Agent Architecture,” on page 167

*

Section B.1.4, “Agent Communication,” on page 167

B.1.1 Standard Protocols

¢ HTTP or HTTPS: Used for communication from managed clients to the server.

+ SOAP over HTTPS: Used for communication from the server to the ZENworks Adaptive
Agent on managed devices.

+ LDAP: Used for integration with eDirectory or Active Directory identity stores.
+ SOAP: Used for zone administration win zman.

+ SSL.: Used for secure communications with managed devices and the management console.
This allows devices located anywhere to be managed from anywhere, even beyond the
corporate firewall.
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The following graphic illustrates this:

Figure B-2 ZENworks System Diagram
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B.1.2 ZENworks Primary Server Architectural Components

A ZENworks Primary Server delivers the back-end infrastructure of ZENworks Configuration
Management. The following items are the components of the ZENworks primary server:

+ Apache Tomcat is a servlet container that provides Web serving, Java servlet hosting, and SSL
encryption and authorization.

+ Extend WSSDK provides the core SOAP infrastructure.

+ Java servlets implement feature-specific functionality.

+ The data model abstracts the storage layer from the Web services.

+ The database stores relationships, configuration management data, and inventory.

+ The Content Repository contains images, files, and other bundle content.

The following diagram is a visual representation of the Primary Server (ZENServer) architecture:
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Figure B-3 Primary Server Architecture
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Advantages of this simplified architecture include:

Time to value: The new architecture allows you to install ZENworks Configuration Management
with just a few mouse-clicks. Very little administrator input is required to install a Primary Server,
and it typically takes only 35 minutes from the time you drop the CD into the tray until you can
actually be discovering and managing devices on your network. The ZENworks Adaptive Agent is
installed and managed from the central management console, eliminating the need for IT to touch
each individual device. The system connects non-disruptively to your identity stores—Active
Directory and Novell eDirectory—requiring no changes to your security policies. Because it’s based
on more than two years of human factors research and input from users, the user interface works the
way you work, so you can be productive almost immediately.

Deployment flexibility: Configuration management tool should be deployed in a manner that
harmonizes with the existing IT infrastructure. The architecture of ZENworks Configuration
Management is designed with this requirement in mind, providing the flexibility to deploy the
solution in a wide range of IT environments with minimal change management barriers. For
example, it can be deployed as a departmental solution or enterprise-wide, without requiring new
operating systems, database administration skills, or non-standard communication protocols.

Reduced wire traffic: Metadata is retrieved in a single request or response by using SOAP calls.
This minimizes the network traffic devoted to management, in contrast to architectures that must
make multiple calls to retrieve raw data for business logic located on the client.

A single client agent: Legacy management practices have created a need for multiple agents, which
must be installed, updated, and patched individually, to handle various management tasks. The new
ZENworks Configuration Management architecture features a single ZENworks Adaptive Agent
that requires just one installation, then dynamically “shrinks” or “expands” according to specific
management needs.
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B.1.3 Agent Architecture

The ZENworks Adaptive Agent consists of the following components:

+ “Primary Agent” on page 167
+ “Core Plug-Ins” on page 167
+ “Feature-Specific Plug-Ins” on page 167

*

“Policy Enforcers” on page 167

Primary Agent

The primary agent is responsible for maintaining connectivity to the ZENworks Primary Servers
and listening for requests from the server. This component is implemented as a Windows service and
is started at system startup time.

Core Plug-Ins

A core set of plug-ins provides common services required by most features. These plug-ins include
the trigger and event scheduling system (TESS) components, caching components, components to
implement features such as system shutdown and reboot.

Feature-Specific Plug-Ins

Other features are also implemented by plug-ins to the ZENworks Adaptive Agent. These plug-ins
include the Bundle plug-in, Policy plug-in, Inventory plug-in, Remote Management plug-in, and
Patch Management plug-in. These plug-ins leverage the core plug-ins and the primary agent to
retrieve information from the Primary Server. For instance, the Bundle plug-in is responsible for
installing of Windows, File, and Directive bundles.

Policy Enforcers

The Policy plug-in is also divided into multiple components. These components are the Policy
Manager, which identifies the effective policies, and the Policy Enforcers, which are platform-
specific components that understand how to implement policies.

During Adaptive Agent installation, all the components are installed on the managed device and are
activated as needed.

B.1.4 Agent Communication

The communication between the ZENworks Adaptive Agent and the ZENworks Primary Server is
generally implemented as a standard Web session. Unlike previous versions of ZENworks, the
Adaptive Agent does not maintain a session with the Primary Server. Instead, it makes an HTTPS
request, receives information it needs, and then disconnects from the Server. The Adaptive Agent
also includes an HTTPS listener that is implemented on TCP port 2544. The purpose of this listener
is to allow a Primary Server to initiate partial or full refreshes remotely. The result of a refresh is the
immediate initiation of task on the device.

The following graphic depicts the ZENworks Adaptive Agent architecture and how the Server and
Agent pieces interact with each other:
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Figure B-4 ZENworks Adaptive Agent Architecture
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Modular three-tier services oriented architecture: Standard protocols are used for IT over public
and private networks, as well as for communications between the solution’s three tiers:

+ All general business logic resides on the server, allowing complete flexibility in system-wide
updates and keeping client-specific updates to a minimum.

+ The single agent is tailored in size and functionality for the specific managed device, enabling
the most efficient delivery and policy enforcement.

+ An SQL database provides an industry-standard method for integrating the solution with IT and
business systems.

Management Zones: Users and devices can be grouped together to form management zones, which
provide a single, authoritative source for all configuration information applicable to the members of
the Management Zone. All managed devices are registered to a single ZENworks Management
Zone.

B.2 Detailed ZENworks Components Diagram

The following diagram is a visual representation of how the individual components of both the
ZENworks Server and the ZENworks Adaptive Agent interact with each other at a component-by-
component level, and where the processes are initiated. This is a full view of the ZENworks
Configuration Management architecture.
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Figure B-5 ZENworks Configuration Management Architecture
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ZENworks Configuration
Management Tuning Parameters

Novell ZENworks Configuration Management has different parameters that can be tuned for
increased bundle delivery performance. Novell has conducted extensive testing to provide default
parameters in ZENworks Configuration Management that provide the best performance for the
greatest number of customers. This section should assist customers who need to tune the product to
their specific environments.

Currently in ZENworks Configuration Management, there are three parameters that can be tuned for
optimal performance:
+ Section C.1, “JAVA Memory Allocation:,” on page 171
Section C.2, “Threads,” on page 172
Section C.3, “CLIENT RETRIES,” on page 172
Section C.4, “Recommendations,” on page 173

C.1 JAVA Memory Allocation:

ZENworks Configuration Management uses a 32-bit JVM. Therefore, ZENworks Configuration
Management cannot see more than 2 GB of memory. The memory allocated to zenserver and
zenloader, by default, should not be changed; they are already at their optimal configuration for the
32-bit JVM being used.

*

*

*

The default and recommended settings are as follows:
Windows:

+ Initial Memory Pool: 768
+ Maximum Memory Pool: 768
+ Thread Stack Size: 768

Linux:

+ -Xmx: 1024
+ -Xms: 1024
* -Xss: 1

If the memory allocated to ZENworks Configuration Management memory is increased, Java “out
of memory” errors occur.

Java memory allocations for both zenserver and zenloader can be found by using the following
utilities:

+ Windows: Run ZENserverw or ZENloaderw from the Run line, then click the Java tab.

¢ Linux: Edit Zetc/init.d/novell-zenserver or /opt/novell/zenworks/bin/
zenloader.

ZENworks Configuration Management Tuning Parameters 171



C.2 Threads

Tomcat uses HTTP and HTTPS threads to service incoming and outgoing requests.

HTTP threads are used for servicing content. Because the content is already encrypted, there is no
need to send it securely.

HTTPS threads are used for all other communication to the Primary Server: login, refresh, and so
forth.

By default, these threads are set at 200 for HTTP and 200 for HTTPS. These values can be seen in
the server.xml file at:

+ Windows: InstallDirectory\Novel IN\ZENworks\share\tomcat\conf

+ Linux: Zopt/novel l/zenworks/share/tomcat/conf

During testing, the HTTP and HTTPS threads in the server.xml file were increased from the
defaults of 200. Office 2003 was deployed to 1,000 devices and launched on refresh. This testing
was done on a gigabit network. The results are as follows:

Table C-1 Results of Deploying Office 2003 to 1,000 Devices

HTTP Threads HTTPS Threads Results Explanation

400 200 Failed ZENserver dies. Java
out-of-memory error.

300 300 Failed Java out-of-memory
error.

350 250 Failed Java out-of-memory
error.

350 200 Passed Time: 35-40 minutes,

Client Retries: 15
average. This is the
maximum for HTTP
threads.

300 200 Passed Time: 35-40 min. Client
Retries: 25 average.

200 200 Passed Time: 35-40 min. Client
Retries: 35 average.

C.3 CLIENT RETRIES

There are three client settings exposed in ZENworks Control Center (accessed by clicking
Configuration > Device Management > ZENworks Agent):

Number of Retries: Refers to the maximum number of retries a device attempts.

Initial Wait Time (in seconds): Refers to the initial wait time between retries. All subsequent waits
increment by 1 second.

Max wait time: Refers to the maximum time the device waits between retries.
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By default, in ZENworks 10 Configuration Management, the settings were 15/4/16 for the above
parameters. The default settings in ZENworks Configuration Management 10.2 are 20/10/20. For
the majority of the testing, retries were set at 60/30/60. A server was never marked as “bad” and all
content was delivered.

No degradation of performance at the client was observed when the retries were set high.

C.4 Recommendations

+ Novell recommends keeping the Java memory allocations at the default. ZENworks 11 ships
with 64-bit JVM which is installed automatically on 64-bit Operating Systems. Future revisions
of the Best Practices Guide will contain information on how Java memory allocations and
associated settings can be tweaked to best make use of the resources available on 64-bit
systems.

+ Novell recommends keeping the HTTPS threads at the default of 200. HTTP threads can be
increased up to 350 without seeing performance degradation. By increasing threads, client
retries can be reduced while keeping the overall execution time the same.
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Reference Materials

This section contains references to useful information that is found online at the Novell Web site, as
well as information that you can use to create your own Business Requirements and Technical
Requirements surveys.

The following sections contain more information:

*

Section D.1, “Online Documentation,” on page 175

*

Section D.2, “Sample Business Requirements Survey Questions,” on page 175

*

Section D.3, “Sample Technical Requirements Survey Questions,” on page 177

*

Section D.4, “Extended Port Chart Including Port Usage,” on page 178

D.1 Online Documentation

This section includes a number of links to help customers plan, deploy, and manage their ZENworks
Configuration Management infrastructure. These documents should be reviewed prior to the kickoff
of the implementation or migration project. It is important to be familiar with the product, its
features, and capabilities before you start your assessments and design, and it is especially important
before ZENworks Configuration Management goes live. We suggest that you either reference these
documents in your own briefings, or print and deliver these documents prior to the start of the
project.

D.2 Sample Business Requirements Survey
Questions

The following sample survey is a good starting point for you to develop a survey that you can use as
you begin to discuss the ZENworks Configuration Management deployment project. You should
modify the survey according to your specific needs. Each customer environment is different and
each survey requires a different set of questions.

Please answer the following questions to the best of your abilities, based on the information that you
have on hand.
1. Isthis is a global organization? How many locations do you have? Where are they specifically?

2. How many people work for your organization? Where are they located based on your answer to
the first question? Do you support multiple languages? Do you have a list of departments and
internal organizations that you can provide? What is the percentage breakdown of full-time
employees, part-time employees, and contractors or consultants?

3. How many total users do you want to manage?

4. How many total devices do you want to manage? What types of devices (laptops, desktops,
handhelds)? What platforms are they?

5. Interms of your people and locations, please provide some metrics for the following:
+ How many data centers do you operate? Where are they specifically?

+ What are the size breakdowns of your remote, typically lower bandwidth locations (for
example, 10-50 users, 50-250 users, 250-1,000 users, etc.)?
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10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

+ What is the bandwidth to your data center and to your remote locations? Best case? Worse
case?

+ Do you typically have servers at your remote locations? And if so, which platforms?

+ Where are your departments located? What do you mean by departments? Did you mean
remote locations again?

+ Do you have employees that roam from site to site on a regular basis?
+ What percentage of your employee population is considered “mobile employees”?
+ Do you have employees who work from home?

Do you have an ITIL initiative in place or under way? If so, which disciplines are you currently
utilizing or plan to utilize?

Does your organization have Service Level Agreements in place with other internal and
external organizations, suppliers, or vendors?

What other projects are currently under way at your organization? For example, SAP
implementation, Service Desk implementation, Identity Management, Security Management,
etc.

Are there times during each month or quarter where blackouts to implement changes are in
effect?

How are often are changes implemented? Do you have a regular schedule? As needed? Are the
changes and change windows tightly controlled?

Do you have a Change Control Board? If so, who are the members of this board and where are
they located? How are changes proposed, reviewed, tracked, and ultimately managed?

Do you always have a test environment for each critical system? And if so, are these
environments persistent or only available during deployment?

Do you have a Security department? If so, who are the leaders of this department and where are
they located?

Is security managed centrally? Does this include both physical and logical security? Do you
have an empowered security officer (CSO, Director, etc.)?

Do you have any type of endpoint security in place? For example, USB controls, encryption
(full disk or file level), WiFi controls, VPN, or VPN enforcement?

Do you have a Service Desk in place? Is it centralized or decentralized? Is this a 24x7
operation? Who manages the Service Desk operations? What service desk are you running
(commercial package or homegrown)?

Do you have a configuration/change management database system? If so, is this a commercial
package (and if so what?) or homegrown?

Do you have a Project Management Office in place? Do you typically allocate Project
Managers to your internal projects, or is this something that is normally outsourced?

Does the organization have any growth plans or expectations (that can be shared) for the
upcoming two or three years where you would be expanding outside of your existing location
base? What quantity of growth do you expect from a user or device perspective?
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D.3 Sample Technical Requirements Survey
Questions

The following sample survey is a good starting point for you to develop a survey that you can use as
you begin to discuss the ZENworks Configuration Management deployment project. You should
modify the survey according to your specific needs. Each customer environment is different and
requires a different set of questions.

Please answer the following questions to the best of your abilities, based on the information that you
have on hand.

1. Can you provide a diagram of your network infrastructure, including network hardware,
placement, and link speeds?
2. What are the desktop operating systems that you support in your environment?

3. What are the server operating systems that your support in your environment? Do you
anticipate leveraging any of your existing server infrastructure to host ZENworks services?

4. How many people will be supported with the ZENworks solution? Do you have initial thoughts
on how quickly you would like to deploy this? What is your estimated project completion date?

5. Do you currently support mobile users? Will you begin, or continue, to support mobile users
with the new ZENworks implementation?

6. Do you host your own DNS infrastructure? Can you provide details on how your DNS is
currently set up?

7. Can you provide details on how your DHCP infrastructure is set up? Can you provide a list of
subnets by site (IP subnet design diagram)?

8. Are you currently leveraging any form of Network Access Control (NAC)? If so, which
solution is in place?

9. Are you currently leveraging any form of endpoint security management at the desktop and
server levels? If so, which solution is in place?

10. How do roaming users access your corporate infrastructure from remote locations (VPN,
Access Management, etc.)?

11. Which directory services technologies do you have in place (Novell eDirectory, Microsoft
Active Directory, Sun Directory Services, etc.)? Are you able to provide diagrams that show
the physical structures of each of the individual directory services that you are currently
leveraging?

12. Do you have any existing Identity Management software in place? If so, which product are
your currently using?

13. Are you currently utilizing any other systems management products to perform any form of
desktop management? If so, provide details around each of the individual point technologies
that you are currently leveraging. This would include areas such as:

+ Software deployment

+ Desktop policy management

+ Desktop and server OS provisioning
+ Patch management

+ Hardware inventory collection

+ Software inventory collection
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+ Reporting

+ License compliance

+ Usage tracking

+ Contract management

+ Endpoint Security Management

+ Remote control

+ Other forms of remote diagnostics

+ Thin-client solutions

+ Application virtualization

+ Other forms of advanced scripting capabilities

+ Homegrown processes (provide as much detail as possible on each of the homegrown
applications you are currently using for systems management)

NOTE: The parameters listed above are applicable for both the Windows and the Linux
platforms.

14. Are you also performing a hardware refresh at this time? If not, when will you be performing
the next one? If so, when will it be complete?

15. What is your turnaround time when it comes to hardware acquisition (desktop and server)?

D.4 Extended Port Chart Including Port Usage

The following table shows the individual ports required to be open, the description of each port, etc.

This is an extended version of the information in Section 3.6, “Ports Used by ZENworks
Components,” on page 63.

Table D-1 ZENworks Ports Usage

Port  Type From To Description Initiated By Duration

80 TCP ZENworks Primary Server Used to download content ZENworks HTTP listener

Adaptive or Satellite from Primary Server or Adaptive is active until
Agent Satellite. Agent the ZENServer
service runs.
Used to upload inventory,
message data, patch Active until the
results, etc to a Satellite. completion of
the HTTP GET
Used to download content or PUT
from Primary Server to request.
Satellite during content
replication.

Used to roll up the
collection data from
Satellite to Primary
Server.
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Port Type From To Description Initiated By Duration

443 TCP ZENworks Primary Server Used mostly for agent ZENworks HTTPS

Adaptive or communication with the Adaptive listener is
Agent Authentication server including Agent or active until the
Satellite authentication, Management ZENServer

Management configuration requests, workstation  service runs
workstation assignments, and Act |
Imaging registration. Wﬁé\;]ea%n y
Satellite Used to send authentication

authentication requests to request

the Satellite server. occurs.

Hosts ZENworks Control
Center.

Used by zman to
communicate to the
administrative Web
services on the server.

2645 TCP ZENworks Primary Server Used for authentication Agent(CASA Listener is

Adaptive when CASA servletis not  Authenticatio active until the
Agent available on 443. This n Token CASA
occurs if the ZENServer  Service) instance of
instance of Tomcat is busy Tomcat runs.
to service the CASA )
authentication token Active only
requests. when an
authentication
request
occurs.

67/ UDP Devicethatis DHCP Sever The DHCP port is used to PXE Boot Listener is

4011 PXE booted and Primary request for DHCP and ROM active if the
Server or PXE boot information. Proxy DHCP
Imaging 4011 is used only if the service is
Satellite DHCP server is the running on the
ZENworks server as well. Primary
Server or
Satellite.

Listens for all
broadcasts.
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Port Type From To Description Initiated By Duration
69 UDP Devicethatis PrimaryServer The TFTP portis usedto PXE Boot Listener is
PXE booted or Imaging download PXE boot files ROM active if the
Satellite and other imaging files as TFTP service
described in bundles. ZENworks  js running on
Network the Primary
Boot Server or
Program Satellite.
ZENworks  Active only
Imaging when GET or
Engine PUT requests
WindowsPE ?rgen:iﬁglved
Boot Loader
agent.
WindowsPE
ZENworks
Work To Do
application
1333 UDP Devicethatis Primary Server Preboot Services lookup  ZENworks Listener is
1 PXE booted or Imaging port. Network active if the
and finds Satellite Boot ZENworks
ZENworks Used by the PXE boot Program on  Preboot Policy
Boot program as a proxy to the  pxEg pooted ~ service is
program Imaging server. This is device running.
required because PXE
ROM can communicate
only through UDP.
998 TCP/ Device that Used to identify the ZENworks Listener is
UDP requests for imaging work that needs  Imaging active until the
the imaging to be performed and when Distribution ~ Novell Preboot
work images are to be sent or ] Service runs.
received. Generally, the ~ Windows PE )
request is from the device ZENworks — Active only
that is imaged to the Work To Do during the
Imaging server. In the application  imaging
case of Preboot Services, Erom operations or
forwarding a server in Primary work to do.
Zone 1 would contact a Server in
server in Zone 2 specified ©
in the forwarding list ane 1to
' Primary
UDP is used while Server in
performing multicast Zone 2.
imaging operations.
5950 TCP Management ZENworks
Workstation  Adaptive
Agent
Remote
Management
Proxy
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Port Type From To Description Initiated By Duration
5550 TCP Managed Management  Remote Management ZENworks Listener is
Device Workstation listener on the Remote active after
Management workstation. Management installed.
This allows users at requester o
managed devices to Connection is
request assistance from active when a
the administrator on the user requests
Management workstation. assistance.
5750 TCP Management Remote Remote Management ZENworks Listener is
Workstation Management  proxy listener. This allows Control active on the
Proxy a user connecting through Center when device where
NAT to remote manage a initiating a you install the
device that can be remote Remote
accessed by the proxy. management Management
The Management connection proxy
workstation connects to through a component.
the proxy on 5750 and the Remote
proxy connects to the Management The o
managed device on 5950. proxy. connection Is
active from the
time the
administrator
initiates a
connection
until the
connection
ends.
7628 TCP Primary ZENworks
Server Adaptive
Agent
1433 TCP Primary Microsoft SQL  JDBC connection ZENworks Connection is
Server Database established from Primary  Serverand  active until the
Servers to MS SQL. ZENworks ZENworks
Loader Server or
services Loader runs.
maintain
database
connections.
2638 TCP Primary Sybase JDBC connection ZENworks Connection is
Server Database established from Primary  Serverand  active until
Servers to Sybase. ZENworks ZENworks
Loader Server or
services Loader runs.
maintain
database
connections.
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Port Type From To Description Initiated By Duration
1521 TCP Primary Oracle JDBC connection ZENworks Connection is
Server Database established from Primary Serverand  active until
Servers to Oracle. ZENworks ZENworks
Loader Server or
services Loader runs.
maintain
database
connections.

1761 UDP Used to forward subnet-
oriented broadcast magic
packets for Wake-On-LAN
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